Inputs: b; Outputs: x 
CASE Currstate IS . 
WHEN S Off => 
> a» 
IF (b = '0') THEN 
Nextstate <= S Off; 
ELSE 


Nextstate <= S Onl; 
END IF; 


WHEN S Onl => 
eel er 
Nextstate <= 

WHEN S On2 => 
x <1 
Nextstate <= 

WHEN S_On3 => 
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Nextstate <= 
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Preface 


TO THOSE ABOUT TO STUDY VHDL 


Designing computing systems, which have impacted nearly every aspect of modern life, 
can be an exciting and rewarding endeavor. The approach to designing the digital circuits 
underlying those computing systems, a task known as digital design, has seen a major par- 
adigm shift during the past decades. The previous approach of drawing a circuit’s inter- 
connection of components has been largely replaced by an approach of describing such 
circuits in a hardware description language (HDL), and even by an approach of just 
describing the desired behavior of such circuits in an HDL and letting tools automatically 
generate the circuits. The net result is that while designer productivity in the early 1980s 
was about 100-transistors per month, designer productivity in the 2000s exceeds 10,000 
transistors per month and is continuing to increase. 

In past decades, digital design was used to create microprocessors, and to create the 
small “glue logic” circuits that allowed microprocessors and other components to interact 
with surrounding components. While those uses are still common today, digital design has 
grown to also include creation of high-performance custom circuit implementations of 
complex digital processing systems, such as modems, network routers and switches, wire- 
less encrypters, and more. Even computations traditionally executed on microprocessors 
are increasingly migrating to “coprocessor” or “accelerator” digital circuits that enable 
high-performance applications previously not possible, such as circuits that perform real- 
time three-dimensional graphics rendering, decode compressed video streams for cell 
phone video displays, perform real-time speech understanding or face recognition, or ana- 
lyze huge amounts of biological data in hours rather than months. Such circuits can also 
result in low power, small size, and/or decreased costs, depending on the application. 

In short, digital design is an exciting and important field of study, and HDLs form the 
the basis of modern digital design. Learning an HDL can thus prove a worthwhile 
endeavor. VHDL is one of the most widely-used HDLs. Even if one will later use a differ- 
ent HDL, once having learned VHDL, learning other HDLs requires only a fraction of the 
time, as many basic concepts are similar across different HDLs. 


TO TEACHERS OF VHDL 


Teachers may note that this book differs somewhat from traditional HDL books—the book 
emphasizes design rather than language. Traditional books are organized by language con- 
structs, perhaps introducing data types, then object declarations, then processes and pro- 
cess statements, etc. This book is instead organized by design concepts, starting with 
combinational design, then basic sequential design, then datapath component design, and 


vii 


viii «¢ Preface 


and finally, register-transfer level design (even touching on algorithmic-level design). The 
book introduces language constructs as they are needed, being careful to ensure that the 
most important constructs are covered at some point. The design-based approach may 
prove more intuitive to students and hence useful to the learning process. The book does 
contain a mini-reference in the last chapter so that the book can also serve as a reasonable 
reference for the most important constructs of the language. 

The book also clearly distinguishes design (i.e., synthesis) concepts from simulation 
concepts. This distinction is critical to proper use of an HDL for design, and ultimately it 
is the design purpose of an HDL that is typically of primary interest when an HDL is being 
learned. 

This book was created with two key uses in mind. One use is in a digital design 
course as a supplement to a digital design textbook. For that use, the book provides a more 
thorough introduction to HDL concepts than is possible when HDL concepts are instead 
contained inside a digital design textbook. The authors do not believe that any existing 
digital design textbook with integrated HDL coverage provides a sufficient introduction to 
HDLs. A sufficient HDL introduction—which covers different design abstraction levels, 
including structural and behavioral design, synthesis concepts, simulation concepts, test- 
bench concepts, and more—requires about 150-200 pages, which would overly-enlarge 
most digital design textbooks. (Furthermore, the authors believe that the student is best 
served by a digital design book that has the student learn key concepts using the most intu- 
itive means, such as using circuits, truth tables, and state diagrams, before introducing 
another layer of indirection present in HDLs). Likewise, the authors have found that stan- 
dalone HDL books having 300-600 pages are too lengthy, detailed, and costly for effec- 
tive use as a supplement in a digital design course. A few short (200-250 page) 
introductory HDL books do exist, but we have found them to be language-oriented rather 
than design oriented. Language-orientation leads to the common situation of students writ- 
ing HDL code that simulates fine, and then expressing frustration and bewilderment when 
that code does not synthesize correctly. While this book can be used as a supplement to 
any digital design textbook, it ideally supplements the textbook Digital Design by Frank 
Vahid (John Wiley and Sons, Inc.), following the same chapter structure, using the same 
terminology, and using many of the same examples. 

The second use of this book is as a standalone HDL introduction. The authors believe 
that the concepts covered are ideally suited as an introduction, enough to enable design of 
combinational logic, sequential logic, datapath components, and register-transfer level 
designs, but not so much as to overwhelm the reader with advanced constructs. As such, 
this book may serve well in a first course on HDL-based design, which is typically an 
upper-division undergraduate or even graduate level course. A second course on HDL- 
based design might use a lengthier HDL book. 


ABOUT THE BOOK 


CHAPTER OVERVIEW 


This book is about digital design using an HDL. Its chapters cover increasingly complex 
digital design concepts and introduces HDL constructs as they are needed. After an intro- 
duction to HDL-based design in Chapter 1, Chapter 2 discusses basic combinational logic 
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design, and Chapter 3 discusses basic sequential logic design. Chapter 4 introduces the 
design of some common datapath components, such that other datapath components could 
easily be described using similar techniques. Chapter 5 introduces register-transfer level 
(RTL) design, the design level at which the majority of digital designs are described in 
HDLs today. Finally, Chapter 6 provides a mini-reference to the most common HDL con- 
structs. Most of those constructs were introduced in the earlier chapters, but Chapter 6 
provides a handy means for quickly looking up the key aspects of each language construct, 
as well as serving as a good review after reading the earlier chapters. Chapter 6 also pro- 
vides coverage of a few advanced constructs that are often useful for larger HDL designs. 

Because the same HDL is typically used for both design (synthesis) purposes and for 
purely simulation purposes (as in a testbench for testing a design), subsections that deal 
specifically with synthesis or with simulation are noted as such using special icons next to 
the subsection headings, namely with y for synthesis and with AIL for simulation. 


ACCOMPANYING RESOURCES 


This book contains several accompanying resources and related items. 

All HDL code in the text comes from complete VHDL files that have been compiled 
and simulated with a commercial VHDL simulator, and that code is available to users of 
this book. 

The book comes with a complete set of graphical, carefully-colored, animated Power- 
Point slides. Every figure in the book comes from a figure in the slides. The slides may 
prove very useful to the reader as a learning tool—readers may in fact find that a good 
approach to learning the HDL is to first progress through the animated slides, and then 
refer to the book for a more in-depth explanation. Teachers may find that the slides serve 
as a truly useful teaching tool. It might interest teachers to know that the authors actually 
developed the slides first, before writing the book itself—the authors consider the slides as 
a critical part of the complete teaching package, rather than as an afterthought. 

A 550-page introductory digital design textbook whose chapters and examples largely 
match those in this book is available for in-depth study of the digital design concepts in 
this book. 

A matching book that has the same structure and examples but that introduces the 
Verilog language is also available. 

HDLs are best learned through experience, and thus readers are strongly encouraged 
to actively use a VHDL simulator while learning the material in this book. Fortunately, 
free or low-cost versions of several high-quality commercial simulators have become 
available in recent years. 

Information on the above resources and items can be found at the book’s website, 
reachable from the site: http://www.ddvahid.com. 


FORMATTING 


The code that appears in the text has been cut-and-pasted directly from tested HDL files. 
Thus, one may note that the formatting of the HDL code is not as “pretty” as in many other 
HDL books, which may bold or color HDL keywords in their code samples. However, the 
authors felt that correctness of the code outweighed any benefits gained from bolded or 


x ° Preface 


colored code, which would have required manual retyping or modification of the tested 
code, and which often explains the subtle mistakes commonly found in the code of many 
HDL books. Therefore, the book uses the convention of typing HDL keywords in all capi- 
tal letters (e.g., PROCESS). That convention allowed for the cut-and-paste method of 
including code in the book, while still clearly distinguishing HDL keywords from user- 
created identifiers in the code. The authors point out, however, that HDL coders typically 
do not use the capitalized-keyword convention, as most HDL-entry tools automatically 
bold or color the keywords for a designer. 

The text in this book intentionally violates the basic English punctuation rule of plac- 
ing sentence punctuation within quoted text, such as the final period in the quoted text: 
“Hello.” In this book, such text would appear as: “Hello”. For normal English, the punctu- 
ation rule is a bit inelegant (at least to us computer-language types), but when quoting 
HDL code, the rule could cause great confusion. HDL code samples in this book will thus 
be shown as follows: “x <= "00";”. The alternative, with sentence punctuation within the 
quotes, could have confused the reader into thinking that the sentence punctuation is part 
of the HDL code, as in: “x <= "00";.” In that code example, a reader may think that the 
period is part of the HDL code. 
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Introduction 


1.1 DIGITAL SYSTEMS 


Digital systems surround us, being present in almost any mod- 
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ern device that uses electricity. A digital system is an electronic coe oe 
. . cee cee 

system that operates on two-valued electric signals, referred to eee ere 
as ‘1’ and ‘0’. The most common implementation of digital cee cee 
. e e . eee: © ee 

systems today is on an integrated circuit, or IC, also known as ~ sens 
a “chip.” Figure 1.1 shows an IC package whose cover had cecncececescens 


been removed, revealing the normally-hidden IC inside, sur- _ Figure il An_ integrated 
rounded by the package’s pins that connect to the IC’s perime- circuit (IC). 
ter. 

The most widely-known digital systems are computers, such as desktop computers 
(“PCs”) and laptop computers, shown in Figure 1.2(a). However, digital systems appear 
inside a multitude of other devices, such as those in Figure 1.2(b), including: 


¢ Consumer electronics: Cell phones, portable music players, cameras, video game 
consoles, electronic music instruments, etc. 


¢ Medical equipment: Hearing aids, pacemakers, life support systems, etc. 


(a) 


Figure 1.2 Digital system examples: (a) computers, (b) diverse electronic devices. 
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e Automotive electronics: Engine control, anti-lock brakes, navigation systems, 
cruise controllers, etc. 

e And much more: Military equipment, networking equipment, office electronics, 
etc. 


Such digital systems, which are embedded within larger electronic devices, are often 
referred to as embedded systems. 


1.2 HARDWARE DESCRIPTION LANGUAGES 


Digital systems have become increasingly complex during the past several decades. This 
increase in complexity is due to what is known as Moore’s Law—the trend of ICs doubling 
their capacity to hold digital components (i.e., transistors) roughly every 18 months, illus- 
trated in Figure 1.3. In the 1960s and 1970s, typical ICs might have contained tens to thou- 
sands of transistors. In the 1980s, capacities increased to the hundreds of thousands. The 
1990s saw capacities in the tens of millions. ICs of the 2000s reached into the billions of 
transistors per IC. 
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Figure 1.3 IC capacities have doubled roughly every 18 months 
(Moore’s Law), leading to increasingly complex ICs. 


In the 1970s, after an IC was built, the IC’s behavior would be documented through a 
combination of schematics (circuit drawings), diagrams, and natural language (such as 
English) descriptions, as illustrated in Figure 1.4. The size of such documentation commonly 
reached hundreds of pages. Engineers that purchased ICs to use in their own systems would 
have to read that documentation to understand the behavior of the ICs, so that those engi- 
neers could properly design other systems that interfaced with the ICs. However, reading 
hundreds of pages of documentation was hard. Furthermore, that documentation often con- 
tained errors and ambiguities. Engineers using ICs thus often had trouble integrating those 
ICs with other ICs, and with other devices in their systems. 
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"The system has four states. 
When in state Off, the 
system outputs O and stays 
in state Off until the input 
becomes 1. In that case, the 
system enters state Onl, 
followed by On2, and then y—] 
On3, in which the system 
outputs 1. The system then va 


returns to state Off." 


Figure 1.4 ICs of the 1970s were documented using schematics, diagrams, and natural language 
descriptions, resulting in hundreds of pages of documentation. 


Frustrated with this situation, the U.S. Department of Defense (DoD) sought a method 
by which IC providers could precisely describe the behavior of their ICs. The DoD thus ini- 
tiated development of a hardware description language. A hardware description language, 
or HDL, is a machine-readable and human-readable textual language for describing hard- 
ware. An HDL is precise and can thus be automatically simulated to see exactly how an IC 
is supposed to behave. Simulation is a procedure wherein a tool, known as a simulator, 
automatically generates output values of a hardware module for a given sequence of input 
values. Figure 1.5 illustrates how an HDL could be used to describe the behavior of an IC, 
and then simulated to create output values for given input values 

The HDL that the U.S. DoD created in the 1980s is called VHDL. VHDL stands for the 
VHSIC Hardware Description Language. VHSIC itself stands for Very High Speed Inte- 
grated Circuit, which was a project of the DoD. The DoD assembled a group of people with 
different backgrounds and from different companies to define the language. VHDL was 
defined to have a syntax very similar to the Ada language, a software programming lan- 
guage whose development was also spurred by the DoD in the late 1970s. In 1987, the 
Institute of Electrical and Electronics Engineers, or IEEE, adopted VHDL as standard num- 
ber 1076. Having VHDL become an IEEE standard meant that companies creating VHDL 
simulators would (in principle) have a single clear language definition to support, rather 
than having to try to support the many language variations that would have otherwise likely 
evolved in the absence of a standard. 
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CombLogic: PROCESS (Currstate, b) 
BEGIN 
CASE Currstate IS 
WHEN S_Off => 
x <= 'O'; 
IF (b = '0') THEN 
Nextstate <= S Off; 


ELSE 
Nextstate <= S_Onl1; 
END IF; 
WHEN S_Onl1 => 
x <= '1'; Simulation 


Nextstate <= S_On2; 
WHEN S_On2 => 
x <= '1'; 
Nextstate <= S_On3; 
WHEN S_On3 => 
x <= '1'; 
Nextstate <= S Off; 
END CASE; 
END PROCESS; 
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Figure 1.5 An HDL provides a precise machine-readable description of the behavior of an IC, enabling 
simulation and hence clear knowledge of how an IC’s outputs would react to a given sequence of inputs. 


VHDL is one of three popular modern HDLs. A second HDL, Verilog, was also devel- 
oped in the 1980s, by a particular electronics company. Verilog was developed to have a syn- 
tax similar to the C programming language, which was the most popular software 
programming language in industry in the 1980s. After VHDL became an IEEE standard in 
1987, the company that owned Verilog may have realized that Verilog would also have to 
become a standard in order for the language and its associated tools to adequately compete 
with the VHDL language and VHDL’s evolving commercial tools. Verilog became IEEE 
standard number 1364 in the year 1995. 

A third HDL, SystemC, has recently evolved. The continued capacity increases of ICs 
resulted in the increasingly common situation of multiple microprocessors and custom hard- 
ware circuits co-existing on a single IC. Such system-on-a-chip ICs require integrated simu- 
lation of both microprocessor software and custom circuit hardware. Some tools, known as 
co-simulators, evolved in the 1990s seeking to link hardware simulations (using languages 
like VHDL or Verilog) with microprocessor simulators (executing code written in languages 
like C or C++). In contrast to such tools, SystemC was developed in the 2000s by several 
companies seeking to develop a single language suitable for efficiently simulating all of a 
system’s software and hardware components using a single language and simulation envi- 
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ENTITY DoorOpener IS module DoorOpener(c,h,p,f); 
PORT (c, h, p: IN std_logic; input c, h, p; 
£: OUT std_logic); output f; 
END DoorOpener; reg £; 
ARCHITECTURE Beh OF DoorOpener IS always @(c or h or p) 
BEGIN begin 
PROCESS(c, h, p) f <= (~c) & (h | p); 
BEGIN end 
£ <= NOT(c) AND (h OR p); endmodule 
END PROCESS; 
END Beh; 
(a) (b) 


#include "systemc.h" 
SC_MODULE (DoorOpener) 
{ 
sc_in<sc_logic> c, h, p; 
sc_out<sc_logic> f; 


SC_CTOR (DoorOpener ) 

{ 
SC_METHOD (comblogic) ; 
sensitive << c << h << p; 


} 


void comblogic() 
{ 


} 


£.write((~c.read()) & (h.read() | p.read())); 
}; 
(c) 


Figure 1.6 HDL descriptions of a simple circuit: (a) VHDL, (b) Verilog, and (c) SystemC. 


ronment. SystemC consists of libraries and macro routines added to the popular C++ 
object-oriented software programming language. As such, some people argue that SystemC 
is not really a hardware description language, but rather a system description language. 
SystemC became IEEE standard number 1666 in the year 2005. SystemC is a bit cumber- 
some for describing low-level hardware, but excels at system-level descriptions. 

Figure 1.6 illustrates the description of a simple circuit’s behavior in all three lan- 
guages: VHDL, Verilog, and SystemC. 


1.3 HDLS FOR DESIGN AND SYNTHESIS 


Although VHDL was originally defined and used primarily as a language for documenting 
an already-designed IC, the language evolved to be increasingly used for design and syn- 
thesis. Design in this context refers to converting a higher-level description of a system into 
a lower-level description representing an implementation. Designers began using HDLs to 
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Figure 1.7 Evolution of HDLs as a design and synthesis language, rather than just a documentation 
language: (a) used to describe a circuit, followed by evolution of physical design tools to convert circuits to 
IC implementations, (b) used to describe desired behavior, followed by evolution of synthesis tools that 
automatically convert such behavior to circuits. 


describe circuits before those circuits were implemented on ICs, in order to simulate the cir- 
cuit to ensure correct behavior, as illustrated in Figure 1.7(a). With the common existence of 
such HDL circuit descriptions, physical design tools evolved to automatically convert those 
HDL descriptions into IC implementations, thus reducing designer effort. 

Furthermore, designers increasingly began to use HDLs to describe the intended behav- 
ior of circuits before even designing those circuits, as illustrated in Figure 1.7(b). Designers 
simulated those behavioral descriptions first to ensure correct functionality. Those behav- 
ioral descriptions were far simpler than circuit descriptions, allowing the designer to focus 
on high-level functional concepts (““What should happen if these two inputs both become ‘/’ 
at the same time?’’) before dealing with low-level issues (“Should this register be connected 
to that logic gate?”’). Designers then converted the behavioral description into a circuit 
description, and simulated again—the two simulations should match. Synthesis tools 
evolved to automatically convert behavioral descriptions into circuit descriptions. 

This book focuses on the use of VHDL for design (rather than documentation), with a 
heavy emphasis on the language’s use for synthesis. Many people learning VHDL are doing 
so to be able use synthesis tools, such as tools that map VHDL code onto field-programma- 
ble gate array. A field-programmable gate array (FPGA) is an increasingly popular type of 
off-the-shelf IC that can be configured to implement custom circuits merely by programming 
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the IC with a series of bits, akin to programming a microprocessor IC. However, VHDL is 
a general language intended for documentation and simulation, as well as for synthesis. 
Therefore, not all VHDL code that simulates can also be synthesized into circuits by syn- 
thesis tools. As a simple example, VHDL supports recursively-called functions, but no 
modern synthesis tool synthesizes circuits for such functions. New VHDL users may write 
code that simulates correctly, but that does not synthesize to a working circuit. Those users 
often conclude that the synthesis tools are weak or faulty. While some tools may indeed be 
weak or faulty, in many cases the problem is that the VHDL code was not reasonably writ- 
ten for synthesis purposes. 

As an analogy, consider a natural language like English. On the one hand, English is a 
very general language, suitable for a variety of purposes including conversation, textbooks, 
jokes, poetry, and cooking recipes. On the other hand, the specific purpose of cooking reci- 
pes involves a highly-specialized use of the language. A reasonable recipe might use words 
like stir, blend, eggs, and bowl, but would not use words like bludgeon, harmonic, forth- 
right, and castigate. A recipe using such words may represent correct English grammar, but 
if the food doesn’t turn out well, we should not blame the chef. 

Likewise, VHDL is a very general language, suitable for a variety of purposes. But 
when used for synthesis, the language must be used in a disciplined restricted manner. 

Many VHDL textbooks introduce the VHDL language first, construct by construct, and 
then later describe how to use the language for synthesis. However, if one seeks to learn the 
English language primarily for the purpose of writing recipes in English, learning the entire 
English language first is not necessarily the best approach. Likewise, if one seeks to learn 
the VHDL language for the purpose of synthesis, learning the entire VHDL language first 
is not necessarily the best approach either. Not only would learning the general language 
involve extraneous information not central to one’s purpose, but even the relevant informa- 
tion being learned might be better understood if introduced in the context of the desired 
purpose—clear motivating examples often enhance learning. 

This book therefore differs from many other introductory VHDL books. Rather than 
being organized around VHDL language constructs, the book is instead organized around 
increasingly complex digital design tasks: combinational logic design, sequential logic 
design, datapath component design, and finally register-transfer level (RTL) design. For 
each design task, the book introduces the VHDL constructs necessary to accomplish those 
tasks. In summary, the book is designed as an introduction to using VHDL for digital 
design, rather than as a reference book on the VHDL language. Nevertheless, through use 
of the mini-reference chapter and the extensive index at the end of the book, this book can 
also serve as a useful reference book. 

This VHDL for Digital Design book can be used as a standalone introduction to VHDL. 
However, this book was also created to be easily used as a supplement to the textbook Dig- 
ital Design by Frank Vahid, published by John Wiley and Sons, Inc. The chapters of this 
book follow the Digital Design textbook’s chapter organization, and many of the examples 
come from that textbook too. A learning of digital design via the Digital Design textbook 
can be supplemented by following the study of each textbook chapter with a study of this 
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book’s corresponding chapter, e.g., following Digital Design Chapter 2 by this book’s Chap- 
ter 2, following Digital Design Chapter 3 by this book’s Chapter 3, and so on for Chapters 4 
and 5 too. 

The book is organized as follows. Chapter 2 introduces the description in VHDL of basic 
combinational components. Chapter 3 introduces the description of basic sequential compo- 
nents. Chapter 4 covers description techniques for datapath components, both combinational 
and sequential. Chapter 5 describes register-transfer level design. Throughout each chapter, 
VHDL constructs are introduced as they are needed, as are key HDL concepts such as build- 
ing a testbench, understanding how a simulator works, and debugging. Furthermore, each 
chapter stresses a top-down design approach, wherein components are first described behav- 
iorally, and then refined into a structural description. 


2 


Combinational 
Logic Design 


2.1 AND, OR, AND NOT GATES 


AND, OR, and NOT gates are the basic components of digital design. We begin by show- 
ing how to define and simulate those gate components. 


ENTITIES AND PORTS 


Defining a new component in VHDL begins by defining a new design entity. A design 
entity is the main hardware abstraction in VHDL, having inputs, outputs, and a well- 
defined function. A design entity definition consists of two parts. 

The first part is an entity declaration, shown in Figure 2.1 for 2-input AND, 2-input 
OR, and NOT components. An entity declaration defines the entity’s interface to the out- 
side world, including the entity’s name, and the entity’s inputs and outputs. In Figure 2.1, 
we named the entities And2, Or2, and Inv, respectively. Those names could have been dif- 
ferent ones, like Fred, George, and Bob, but the names And2, Or2, and Inv are more 
descriptive of the items being created. 

The entity’s inputs and outputs, known as ports appear in a list contained between the 
parentheses of the statement “PORT ( );”. Semicolons separate each port in the list — note 
that the last port is not followed by a semicolon, since there is no following port from 
which to separate. Each port consists of a name, a direction (e.g., IN or OUT), and a type. 
In Figure 2.1, all the ports are of type std_logic, which at this point can be thought of sim- 
ply as a bit type that can have a value of ‘0’ or ‘1’. To save space, multiple ports of the same 
direction and type could be grouped together, e.g., “x, y: IN std_logic’’. 
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ENTITY And2 IS ENTITY Or2 IS 
PORT (x: IN std_logic; PORT (x: IN std_logic; 
y: IN std_logic; y: IN std_logic; 
F: OUT std_logic); F: OUT std_logic); 
END And2; END Or2; 


X | > F 
ENTITY Inv IS 
PORT (x: IN std_logic; 


F: OUT std_logic); 
END Inv; 


Figure 2.1 Entity declarations for AND, OR, and NOT (Inv) gates. 


The VHDL code in Figure 2.1 consists of several VHDL reserved words and several 
user-defined names. A reserved word is an identifier that has special significance in the lan- 
guage and may not be used as a user-defined name. VHDL reserved words appearing in 
Figure 2.1 are ENTITY, IS, PORT, IN, OUT, and END. User-defined names are identifiers 
used to describe parts of a design. User-defined names appearing in Figure 2.1 are And2, 
Or2, Inv, x, y, and F. User-defined names must start with a letter, optionally followed by any 
sequence of letters, numbers, and underscore characters, with the restrictions that two 
underscores cannot appear in a row and an underscore cannot be the last character of an 
identifier. Examples of valid and invalid user-defined names include: 


e Valid names: A, x, Hello, JXYZ, B14, Sig432, Wire_23, Index_counter_1l, In], 
test_entity 

¢ Invalid names: JN (reserved word), Wire_ (ends in underscore), Wire__23 (two 
underscores in a row), 4x/Mux (doesn’t start with a letter), _in4 (doesn’t start 
with a letter) 


This book will use the convention of writing reserved words in all upper-case letters, 
such as for the word ENTITY. However, VHDL is case insensitive, meaning there is no dif- 
ference between upper and lower-case letters. For example, the identifiers ENTITY, entity, 
Entity, and even EnTiTy, all have exactly the same meaning. Likewise, the identifiers And2, 
and2, and AND2 all have the same meaning. Most VHDL editors will automatically bold or 
color reserved words, eliminating the benefit of making reserved words upper-case. How- 
ever, for the VHDL shown in this book, we use upper-case to ensure clarity. 
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ee 
Example 2.1: Entity declaration for a 4x1 multiplexor 


A 4x1 mux has four data inputs, two select inputs, and a data output. We can name them 73, 
i2, il, i0, s1, sO, and d, and we can name the entity Mux4, as shown in Figure 2.2(a). Figure 
2.2(b) shows an entity declaration using those names. We grouped ports i3, i2, il, i0, and 
ports s/, sO, to enhance readability. 


ENTITY Mux4 IS 
PORT (13, i2, i1, i0: IN std_logic; 
si, s0: IN std_logic; 
d: OUT std_logic); 
END Mux4; 


(a) (b) 


Figure 2.2 4x1 mux: (a) block diagram, (b) entity declaration. 


| 


ARCHITECTURES AND PROCESSES 


The second part of a design entity’s definition is an architecture body. While the first part, 
the entity declaration, defined the entity’s interface to the outside world, an architecture 
body defines what is inside the entity. In other words, the architecture body describes the 
function of the entity, namely, how the entity’s outputs are related to the entity’s inputs. 
Notice in Figure 2.1 that the inputs and outputs of the And2 entity and of the Or2 entity are 
identical to one another; their architecture bodies will describe how those entities differ. 

Figure 2.3 shows a complete entity definition, including both an entity declaration and 
an architecture body named And2_beh (note that other names could have been used), for an 
And2 entity. Many ways exist to describe an architecture body. One way uses a process. A 
process describes behavior using a sequence of statements that are executed and then 
repeated. A process thus describes an infinite loop. 

The process in Figure 2.3 begins with “PROCESS(x, y)’, meaning the process only 
executes its statements if the value of x or of y changes, where “‘(x, y)” defines the process’ 
sensitivity list. The sensitivity list of a process is a list of the signals to which the process is 
sensitive, meaning the process will only execute its statements whenever the value of any 
of the signals within the process’ sensitivity list changes. The process shown contains a sin- 
gle statement, “F <= x AND y,”, which computes the logical AND of x and y, and assigns 
the result to F. AND is a built-in operator in VHDL. “<=” is the symbol for assignin- 
value to a port (or any signal; more later). That symbol consists of two characters, “- 
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“=”, intended to create the appearance of an arrow pointing to the left. Processes will be 


described in more detail later. 
Figure 2.4 shows entity declarations and architecture bodies for Or2 and Inv entities. 


The processes use the operators OR and NOT, both built-in operators in VHDL. 


ENTITY And2 IS 
PORT (x: IN std_logic; 
y: IN std_logic; 
F: OUT std_logic); 
END And2; 


ARCHITECTURE And2_beh OF And2 IS 


BEGIN 
wait until x or 


PROCESS (x, y) y changes 
BEGIN 

F <= x AND y; 
END PROCESS; 


F<=xANDy 
END And2_beh; 


Figure 2.3. Entity declaration and architecture body for a 2-input AND gate named And2. 


x 
F x F 
y. 


ENTITY Or2 IS ENTITY Inv IS 
PORT (x: IN std_logic; PORT (x: IN std_logic; 
y: IN std_logic; F: OUT std_logic); 
F: OUT std_logic); END Inv; 
END Or2; 
ARCHITECTURE Or2_beh OF Or2 IS ARCHITECTURE Inv_beh OF Inv IS 
BEGIN BEGIN 
PROCESS(x, y) PROCESS (x) 
BEGIN BEGIN 
F <= x OR y; F <= NOT x; 
END PROCESS; END PROCESS; 
END Or2_beh; END Inv_beh; 


(a) (b) 


Figure 2.4 Entity declarations and architecture bodies for: (a) an OR gate, (b) a NOT gate. 
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LIBRARY ieee; 
(b) USE ieee.std logic 1164.ALL; 


1 
; ” | | | ENTITY And2 IS 
User provides test 0 PORT (x: IN std_logic; 


vectors 1 < y: IN std_logic; 
ws F: OUT std_logic); 
y 0 2 And2; 
Simulator generates v 
aieebaged 1 (Cc) 4 ARCHITECTURE And2_beh OF And2 IS 
output values bas F s pens 
on HDL description 0 acy PROCESS (x, y) 


Figure 2.5 Simulating an entity: (a) User provides the entity definition and (b) the test vectors, (c) 
simulator reads entity definition and test vectors, and (d) simulator generates output values. 


cig aig 
[SIMUL] SIMULATION AND TESTBENCHES—A FIRST LOOK 


Given a newly-defined entity, one may wish to see how the entity behaves. In other words, 
for particular input values, what will be the entity’s output values? Simulation is a proce- 
dure wherein a tool, known as a simulator, automatically generates output values for a 
given entity and a given sequence of input values. 

Before applying simulation, a designer must define the sequence of input values that 
we wish to provide to the entity during the simulation. A designer will likely want to pro- 
vide many different values on each input. For example, for a 2-input AND gate, we might 
provide input values yx=00, yx=01, yx=10, and yx=11, as shown in Figure 2.5(b). Each 
unique combination of input values is known as a test vector. The figure shows those values 
graphically, using what are known as waveforms. Some simulators allow users to describe 
test vectors by drawing waveforms using a graphical tool. The simulator then reads those 
test vectors and the entity definition file shown in Figure 2.5(c), and automatically gener- 
ates output waveforms, as illustrated in Figure 2.5(d). Note that the entity definition file 
begins with LIBRARY and USE statements, which we have not yet defined; they are needed 
in order to use the std_logic type, and will be described later. 

Simulators differ in how they allow users to create input waveforms. Rather than using 
a simulator’s waveform creation capabilities, one can instead describe test vectors in an 
HDL itself, as illustrated in Figure 2.6. The first statement sets yx=00. The next statement, 
“WAIT FOR 10 ns;’’, tells the simulator to hold those values for 10 nanoseconds of simu- 
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Figure 2.6 Creating test vectors in an HDL. 


lated time, before executing the next statement, which sets yx=0/. The resulting test vec- 
tors are identical to the vectors defined by the graphical waveforms. 

A testbench is a setup for applying test vectors to test a design. Figure 2.7 shows the 
general setup of a testbench. The setup creates an entity called Testbench having no inputs 
or outputs. The setup instantiates a component representing the entity to be simulated, in 
this case named CompToTest and representing an And2 entity. The setup uses a process that 
writes to signals x_s and y_s, which are connected to the inputs of CompToTest. The pro- 
cess will contain statements that set the signals with the desired test vectors, as was shown 
in Figure 2.6. 

Figure 2.8 shows a complete VHDL testbench for an And2 entity, following Figure 
2.7’s setup. The testbench is an entity named Testbench (though we could have used a dif- 
ferent name). The entity has no inputs or outputs. The entity’s architecture declares an And2 
component, declares several signals (x_s, y_s, and F_s), instantiates one instance of an 
And2 component and names it CompToTest, and maps the signals to the component’s ports. 
The next section will describe components, signals, instantiation, and port maps in more 
detail. Finally, the architecture defines a process that sets the x_s and y_s signals to the par- 
ticular values at the desired times. Testbench format will be discussed further in Section 
Zid: 


Testbench 


CompToTest 


(And2) 


Figure 2.7 General setup of a testbench. 
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LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


ENTITY Testbench IS 
END Testbench; 


ARCHITECTURE TBarch OF Testbench IS 
COMPONENT And2 IS 
PORT (x: IN std_logic; 
y: IN std_logic; 
F: OUT std_logic); 
END COMPONENT; 


SIGNAL x_s, y_s, F_s: std_logic; 


BEGIN 
CompToTest: And2 PORT MAP (x_s, y_S, F_8); 


PROCESS 

BEGIN 
-- Test all possible input combinations 
y_s <= '0'; x_s <= '0'; 
WAIT FOR 10 ns; 
y_s <= '0O'; x_s <= '1'; 
WAIT FOR 10 ns; 
y_s <= '1'; x_s <= '0O'; 
WAIT FOR 10 ns; 
y_s <= '1'; x_s <= '1'; 
WAIT; 

END PROCESS; 

END TBarch; 


Figure 2.8 Testbench for And2 entity. 


WAIT statements 


Unlike the process of Figure 2.3, the process in the testbench of Figure 2.8 has no sensitiv- 
ity list, meaning that the process should begin executing its statements right away rather 
than waiting for a change on some signal. The first two statements set y_s to 0 and x_s to 0. 
Note that two statements can appear on one line, but their meaning is the same as if they 
had appeared on two lines. The third statement is a wait statement. A wait statement in a 
process tells the simulator to suspend execution of the process. The statement can tell the 
simulator how long to wait before resuming execution, by using a timeout clause, such as 
“WAIT FOR 10 ns;”. Thus, the process of Figure 2.8 effectively holds y_s and x_s at 00 for 
ten nanoseconds, before executing the next statement, which sets y_s and x_s to 01. The 
rest of the process behaves similarly, holding y_s and x_s at OJ for ten nanoseconds, then at 
10 for ten nanoseconds, and finally holding them at /7. Those statements thus describe the 
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Figure 2.9 Waveforms generated by simulation for an And2 entity. 


waveforms for y_s and x_s shown in Figure 2.9. Note that all times described above corre- 
spond to simulated time, not real time. 

The last statement of this process is “WAIT;”’, which does not have a timeout clause. 
That statement suspends the process execution forever, or more specifically, until the simu- 
lator terminates simulation. In other words, this process executes only once, and does not 
repeat. That statement is necessary because a process is like an infinite loop, normally fol- 
lowing execution of its last statement by execution of its first statement again; that final 
WAIT statement prevents such further execution. 

One might save the testbench in a file, say vhdd_ch2_And2TB.vhd. Providing that file 
and the vhdd_ch2_And.vhd file to a simulator would then result in the simulator generating 
the waveforms shown in Figure 2.9. The waveforms show that the entity indeed behaves 
like a 2-input AND gate, outputting 7 only when both inputs are /s. 


COMMENTS 


Figure 2.8 contained the text “-- Test all possible input combinations”. That text is known 
as a comment. A comment is text in HDL code intended only to be read by humans, and not 
to be read by a simulator or other tool. A comment begins with two hyphens: “--’. All text 
on the remainder of the same line will be ignored by tools that read the HDL file. Com- 
ments enhance the readability of code, primarily by explaining to people the purpose of 
various parts of the code. In Figure 2.8, the comments make clear that the tests vectors are 
intended to test all possible combinations of the inputs, something that might otherwise 
take some time to discern by someone reading the code. Comments should assume the 
reader understands the language itself, and thus need not state the obvious, such as “-- com- 
ponent instantiations’. A comment may follow a statement on the same line, such as: 
IF (L='1') THEN -- Light detected 

However, the opposite—a statement following a comment—is not true, because the state- 
ment would be considered part of the comment and would thus be ignored. 

In addition to explanatory comments throughout code, it is customary to include com- 
ments at the top of a file and even before each entity, to describe the file’s contents, the 
author, the authorship date, and other such information. 
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Components to be used 


Component instances 


BeltWarn 
Figure 2.10 Components: (a) to be used, (b) instantiated. 


2.2 COMBINATIONAL CIRCUIT STRUCTURE 


A circuit, also known as structure, is a connection of components. Figure 2.10(b) provides 
an example of a circuit. A circuit represents a second way of describing the architecture of 
an entity, in contrast to a process as in the previous section. 


COMPONENT INSTANTIATIONS 


When used in a circuit, an entity—such as the AND, OR, or NOT entity defined in the pre- 
vious section—is known as a component. Given the types of components to be used in a 
circuit, such as the 2-input AND component and the NOT component shown in Figure 
2.10(a), instantiating a component means to bring into being a unique copy of the compo- 
nent, with each copy known as a component instance. The circuit in Figure 2.10(b) has two 
instances of a two-input AND gate component, and one instance of a NOT gate component. 
As an everyday example of instances, a car is built from several types of components, such 
as tires, engines, and windows. A car may have four tire instances, one engine instance, and 
six window instances. 

Consider creating a new entity that turns on a warning light (by setting an output w to 
1) if a car’s key is in the car’s ignition slot (indicated by an input k being /), and a passen- 
ger is seated (indicated by an input p being /), and the passenger’s seat belt is not buckled 
(indicated by an input s being 0). One way to define such an entity is to use the circuit 
shown in Figure 2.10(b). 

Creating a new entity in VHDL having a circuit architecture, like the circuit in Figure 
2.10(b), involves several steps: 


18 ¢ 2 Combinational Logic Design 


LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


ENTITY BeltWarn IS 
PORT (k, p, 8s: IN std_logic; (a) 
ws: OUT std_logic); 
END BeltWarn; 


ARCHITECTURE Circuit OF BeltWarn IS 


COMPONENT And2 IS 
PORT (x,y: IN std_logic; 
F: OUT std_logic); 
END COMPONENT; 


(b) 
COMPONENT Inv IS 
PORT (x: IN std_logic; 
F: OUT std_logic); 
END COMPONENT; 
SIGNAL nl, n2: std_logic; } (c) 
BEGIN 
And2_1: And2 PORT MAP (k, p, nil); 
Inv_1: Inv PORT MAP (s, n2); (d) 


And2_2: And2 PORT MAP (n1, n2, w); 
END Circuit; 


Figure 2.11 Architecture defined as a circuit for the BeltWarn entity: (a) entity declaration, (b) 
component declarations, (c) signal declarations, (d) component instantiations. 


1. Declare a new entity, as in Figure 2.11(a). 


2. Declare the components to be used in the circuit, as in Figure 2.11(b). A compo- 
nent declaration defines the component’s name and the component’s input and 
output ports, which should be the same as in the component’s original entity. 


3. Declare signals for internal wires to be used to connect the components, as in 
Figure 2.11(c). To do this step, we should have drawn the desired circuit so that 
we know how many internal wires we’ll need, and we should create unique 
names for each internal wire, as in Figure 2.10(b). 


4. Instantiate components and create connections, as in Figure 2.11(d). To do this, 
we should have created unique names for each component instance in our drawn 
circuit, as in Figure 2.10(b). 

The last step uses component instantiation statements. A component instantiation state- 
ment, shown in Figure 2.12, creates a single instance of a component in a circuit, and 
describes how that instance connects with circuit signals. Components must have been 

declared before they can be instantiated. 
The first part of the component instantiation statement is a unique name for the compo- 
nent instance, and the second part indicates the type of component being instantiated. Fig- 


2.2 Combinational Circuit Structure ¢« 19 


And2_1: And2 PORT MAP (k, p, ni); 


component declaration 


Note: order same as in 
| (positional) 


Connects (maps) component 
ports to signals 


Type of component 
From earlier component declarations 


Name of new instance 
Must be distinct; hence And2_J & And2_ 2 


Figure 2.12 Component instantiation statement. 


ure 2.11(d) instantiates three component instances: an instance named And2_1 of type 
And2, an instance named Inv_/ of type Inv, and an instance named And2_2 of type And2. 
Using numbers at the end of the instance names (e.g., “_/” or “_2”) is one way to create 
unique names. Note that any unique identifiers could have been used for the instance 
names, such as Compl, Comp2, and Comp3. 


SIGNALS AND PORT MAPS 


The third part of a component instantiation statement, further illustrated in Figure 2.12, is 
the port map part. The port map part of a component instantiation statement connects the 
component instance’s ports to the signals in the circuit. 

A signal is an object that holds, or stores, a value at a particular time. A signal is simi- 
lar to a variable in traditional programming languages, such as C, C++, or Java, in that both 
signals and variables store values, but signals differ from variables due to signal values 
being explicitly specified for particular simulated times. During simulation, a signal will 
hold its value for a particular simulated time. For example, Figure 2.9 shows a signal y_s 
that has a value of 0 from time O ns to time 20 ns, and a value of / from time 20 ns to time 
40 ns. A signal may be explicitly declared using a signal declaration statement, as in Fig- 
ure 2.11(c). Such signals are useful to represent internal wires of a circuit, as shown in Fig- 
ure 2.10(b). All ports are also signals. Thus, there are six signals in Figure 2.11: The 
explicitly declared signals n/ and n2, and the entity’s ports k, p, s, and w. Signal declara- 
tions may appear within an architecture, but not within other constructs such as a process. 

Each port map has a list of signals in parentheses. Each signal in the list connects to a 
port of the component, according to the order of ports in the component declaration, 
referred to as a positional port map. For example, component instance And2_1 in Figure 
2.11(d) is an And2 component, which has ports x, y, and F. The component instantiation 
statement “And2_1]: And2 PORT MAP (k, p, n1);” thus connects (k, p, nl) to And2_1’s 
ports (x, y, F). In other words, the statement connects k to the And2_1’s x port, p to 
And2_1’s y port, and n/J to And2_1’s F port. 
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a eee 
Example 2.2: Creating a circuit using component instantiations 
This example creates a VHDL entity for a 2x1 multiplexor, defining the mux’s architecture 


using a circuit. Figure 2.13(a) shows a block diagram for a 2x1 mux. 
We’ll follow the four-step procedure defined earlier: 


1. We create an entity declaration for a 2x1 mux with the proper inputs and outputs, 
shown in Figure 2.13(b). 


2. We define the components to be used in the circuit, shown graphically in Figure 
2.13(c), and using component declaration statements in Figure 2.13(d). 


LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


Mux2 ENTITY Mux2 IS 
0 PORT (i1, i0: IN std_logic; 
d s0: IN std_logic; 
il d: OUT std_logic); 
(a) sO END Mux2; (b) 


ARCHITECTURE Struct OF Mux2 IS 
COMPONENT And2 IS 


* F PORT (x, y: IN std_logic; 
y. F: OUT std_logic); 
END COMPONENT; 
“ COMPONENT Or2 IS 
F PORT (x, y: IN std_logic; 
(c) | >- F: OUT std_logic); (d) 
END COMPONENT; 
COMPONENT Inv IS 
Deal PORT (x: IN std_logic; 
F: OUT std_logic); 
END COMPONENT; 


(f) 


Inv PORT MAP (s0, nl); 

_1: And2 PORT MAP (i0, nl, n2); 

And2 PORT MAP (il, s0, n3); 

Or2 PORT MAP (n2, n3, 4); (g) 
ta A 


(e) 


sa Tt te ee ee ee gt 


weet an” 


Figure 2.13 2x1 mux circuit example: (a) block diagram, (b) entity declaration, (c) components to 
be used, (d) component declarations, (e) desired circuit with components and internal wires 
labeled, (f) signal declarations for internal wires, (g) component instantiation statements. 
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3. We define the signals needed for internal wires, which we named nJ, n2, and n3, 
as shown in Figure 2.13(f). Note that we should have sketched the circuit in Fig- 
ure 2.13(e) in order to know how many internal wires will be needed. 


4. Given the circuit in Figure 2.13(e), we instantiate components and create con- 
nections using component instantiation statements as in Figure 2.13(g). 


oe eh 
[SIMUL] SIMULATING THE CIRCUIT 


Simulating an entity whose architecture is defined as a circuit is no different than simulat- 
ing an entity whose architecture is defined as a process. We simply create a testbench that 
instantiates the entity as a component, and that provides input values using a process, as 
was done in Section 2.1. Figure 2.14 shows the setup of a testbench for the BeltWarn entity 

Figure 2.15 shows a VHDL testbench for the BeltWarn entity. The testbench has a sim- 
ilar format to the testbench shown in Figure 2.8. Note several features of the standard test- 
bench format. First, note that the testbench uses a component instantiation statement. 
Second, note that the testbench declares signals k_s, p_s, s_s, and w_s, corresponding to the 
instantiated component’s ports k, p, s, and w. Those signals are needed because the process 
that follows cannot directly access the component instance’s ports, whereas the process can 
access the declared signals. We chose to append “_s” to the signal names to clearly distin- 
guish those signals from the ports. Finally, note that an architecture can consist of both a 
component instantiation statement and a process statement. Each such statement is known 
as a concurrent statement. An architecture can have any number of concurrent statements, 
all of which behave as though they execute in parallel to jointly describe an entity’s overall 
behavior. 


Testbench 


CompToTest 
(BeltWarn) 


Figure 2.14 BeltWarn entity’s testbench setup. 


22 ¢ 2 Combinational Logic Design 


LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


ENTITY Testbench IS 
END Testbench; 


ARCHITECTURE TBarch OF Testbench IS 
COMPONENT BeltWarn IS 
PORT (k, p, s: IN std_logic; 
ws OUT std_logic); 
END COMPONENT; 


SIGNAL k_s, p_s, 8_8, w_s: std_logic; 


BEGIN 
CompToTest: BeltWarn 
PORT MAP (k_s, p_8s, 8S_8S, W_8); 


PROCESS 

BEGIN 
k_s <= '0'; p_s <= '0'; s_s <= '0'; 
WAIT FOR 10 ns; 
k_s <= '0'; p_s <= '1'; s_s <= '0'; 
WAIT FOR 10 ns; 
k_s <= '1'; ps <= '1'; s_s <= '0'; 
WAIT FOR 10 ns; 
k_s <= '1'; ps <= '1'; s_s <= '1'; 
WAIT FOR 10 ns; 
WAIT; 

END PROCESS; 

END TBarch; 


Figure 2.15 Testbench for BeltWarn entity. 


The testbench defines four test vectors, setting 
the BeltWarn component’s inputs k, p, and s to 000, 1 
010, 110, and 111, holding each test vector for 10 ~0: 
nanoseconds of simulated time. Figure 2.16 shows 
the waveforms resulting from simulating the test- 
bench. 

Because the component has three binary inputs, 
the number of possible test vectors is 23 =8. A com- 
plete testbench would generate all eight such vectors. 
Creating a complete testbench becomes increasingly es 
difficult for components with more inputs, because 10 20 30 time (ns) 
the number of test vectors increases exponentially, 
requiring 2” test vectors for a combinational circuit Figure 2.16 Waveforms generated by 
with n inputs. We will later discuss strategies to cope Simulation of testbench for BeltWarn. 
with the problem of too many test vectors. 
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2.3 TOP-DOWN DESIGN—COMBINATIONAL BEHAVIOR 
TO STRUCTURE 


Early in the design process, a designer may know the behavior of a system, but may not yet 
have designed the structure. For example, for the BeltWarn example, a designer may know 
that the desired behavior is w = kps’, but may not yet have designed the circuit shown in 
Figure 2.10(b). Designers therefore commonly follow a top-down design approach. In a 
top-down design approach, illustrated in Figure 2.17, a designer first captures a system’s 
behavior and simulates the system, and then creates the system’s structure and simulates the 
system again. If the designer created the system structure correctly, then the behavior and 
structure simulations should yield identical waveforms. Following a top-down design pro- 
cess enables a designer to focus first on getting the behavior right, unfettered by the details 
of designing structure. The BeltWarn example is a small example — larger examples might 
have complex behavior that could be difficult to get right, making a top-down approach 
highly advantageous. 


k_s ; 
ae P+ 
behavior ss. 


| ~ [Should be 


Gai ks, the same 
structure S_S: 


W. 


Figure 2.17 Top-down design process. 


PROCESSES WITH SIGNAL ASSIGNMENT STATEMENTS 


A common way to describe a system’s behavior is to use a process. The simplest process 
contains a single signal assignment statement. A process describing the BeltWarn system’s 
behavior appears in Figure 2.18. The process is sensitive to signals k, p, and s (recall that 
ports are signals), meaning the process executes whenever a value changes on one of those 
signals. The process contains a signal assignment that sets output port w to the appropriate 
value. The testbench for this entity would be the same testbench as appears in Figure 2.15, 
with no modifications. Simulating that testbench would result in the waveforms of Figure 
2.16. Following a top-down design approach, a designer might then create the circuit 
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shown in Figure 2.10(b), and simulate the system again using the same testbench, resulting 
in the same waveforms. 

A signal assignment statement assigns a value to a signal. The left side of the assign- 
ment operator ““<=” must be a signal. The right side may be an expression involving opera- 
tors. Built-in logical operators include AND, OR, NOT, NAND, NOR, XOR, and XNOR. 
As an example, consider creating a process to compute f= c’h + ch’. The process would be 
defined sensitive to c and h as follows: “PROCESS(c,h)”. The process could then contain 
the signal assignment statement: “f <= (NOT(c) AND h) OR (c AND NOT(h));”.. Alterna- 
tively, the process could instead contain the signal assignment statement: “f<=c XOR h;”. 

Note that a process may have more than one signal assignment statement. Figure 2.19 
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LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


ENTITY BeltWarn IS 


PORT (k, p, 8s: IN std_logic; 
w: OUT std_logic); 


END BeltWarn; 


ARCHITECTURE Behav OF BeltWarn IS 
BEGIN 


PROCESS (k, p, 8s) 
BEGIN 

w <= k AND p AND NOT(s); 
END PROCESS; 


END Behav; 


Figure 2.18 BeltWarn behavior described using a process with a single signal 


shows a process having two signal assignment statements. 


LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


ENTITY TwoOutputEx IS 
PORT (a, b, c: IN std_logic; 
F, G: OUT std_logic); 
END TwoOutputEx; 


ARCHITECTURE beh OF TwoOutputEx IS 
BEGIN 
PROCESS(a, b, c) 
BEGIN 
F <= (a AND b) OR NOT(c); 
G <= (a AND b) OR (b AND c); 
END PROCESS; 
END beh; 


Figure 2.19 Two signal assignment statements in a process. 
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PROCESSES WITH IF STATEMENTS 


In addition to having a signal assignment statement, a process may have other kinds of 
statements, such as an IF statement. An IF statement starts with “IF (condition) THEN’. If 
the condition evaluates to true, then the statements following the THEN keyword are exe- 
cuted. For example, Figure 2.20 shows behavior for the BeltWarn example using a process 
having an JF statement. If the /F condition evaluates to true, the statement “w <= 'I/’;” exe- 
cutes. If the /F condition instead evaluates to false, the statements following the THEN are 
skipped, and instead the statements following the ELSE keyword are executed, namely “w 
<= '0';”. The ELSE part of an /F statement is optional. An JF statement always ends with 
“END IF;,”, regardless of whether or not an ELSE part exists. 


LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


ENTITY BeltWarn IS 
PORT (k, p, 8s: IN std_logic; 
w: OUT std_logic); 
END BeltWarn; 


ARCHITECTURE Behav OF BeltWarn IS 
BEGIN 


PROCESS (k, p, 8s) 


BEGIN 
IF ((k AND p AND NOT(s)) = '1') THEN 
w <= '1'; 
ELSE 
w <= '0'; 
END IF; 


END PROCESS; 
END Behav; 


Figure 2.20 BeltWarn behavior described using a process having 
an IF statement. 


Note that the condition shown is not just “(k AND p AND NOT(s))”. That condition 
would evaluate to either ‘0’ or ‘J’ rather than to a Boolean value of false or true. Instead, 
the condition includes a comparison with ‘]’ (“ = ‘J”’) so that the condition evaluates to 
false or true. Alternatively, the condition “(k='l' AND p='I' AND s='0')” could be used, 
because each comparison results in a false or true, resulting in the condition evaluating to 
false or true. Note that logical operators can be used on Boolean values but cannot be com- 
bined with logic values of ‘O’ or ‘J’ in the same expression. 

An IF statement can have one or more ELSIF parts to handle more possible conditions. 
The first part whose condition evaluates to true will have its statements executed, and the 
remaining parts will be skipped. Figure 2.21 shows a process having an /F statement with 
two ELSIF parts and an ELSE part, describing the behavior of a 4x1 multiplexor. The figure 
shows which particular statements would be executed if the process were executed with 
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LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


ENTITY Mux4 IS 
PORT (13, i2, i1, i0: IN std_logic; 
sl, s0: IN std_logic; 
dad: OUT std_logic); 
END Mux4; 


ARCHITECTURE Beh OF Mux4 IS 
BEGIN 


PROCESS(i3, i2, i1, i0, si, s0) 
BEGIN 
IF (s1='0' AND s0='0') THEN 

da <= i0; 
ELSIF (s81='0' AND s0='1') THEN 
da <= il; 
ELSIF (si='1' AND s0='0') THEN 


a <= i2; 
ELSE 

a <= i3; 
END IF; 


END PROCESS; 
END Beh; 


Figure 2.21 4x1 mux described using a process having an IF statement 
with ELSIF and ELSE parts. 


slsO=01. The JF’s condition evaluates to false, so its statement “d <= i0;” would be 
skipped. The first ELSIF’s condition evaluates to true, so its statement “d <= il;” would 
execute, and the remaining parts of the /F statement would be skipped. The last part need 
not be ELSE, but if an ELSE part exists, it must be the last part. 


—— a ee 
Example 2.3: 2x4 decoder 


This example describes a 2x4 decoder’s behavior using a process having an JF statement. 
The entity declaration appears in Figure 2.22, having inputs i/ and i0. The architecture has 
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LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


ENTITY Dcd2x4 IS 
PORT (i1, i0: IN std_logic; 
a3, d2, di, dO: OUT std_logic); 
END Dcd2x4; 


ARCHITECTURE Beh OF Dced2x4 IS 
BEGIN 


PROCESS(i1, i0) 
BEGIN 
IF (i1='0' AND i0='0') THEN 
a3 <= '0'; d2 <= '0'; 
dai <= '0O'; dO <= '1'; 
ELSIF (i1='0' AND i0='1') THEN 
a3 <= 'O'; d2 <= 'O'; 
ai <= '1'; dO <= 'O'; 
ELSIF (i1='1' AND i0='0') THEN 
a3 <= '0O'; d2 <= '1'; 
adi <= '0'; dO <= '0'; 
ELSIF (i1='1' AND i0='1') THEN 
a3 <= '1'; a2 <= '0'; 
di <= '0'; dO <= '0O'; 
END IF; 
END PROCESS; 
END Beh; 


Figure 2.22. 2x4 decoder described using a process having an IF statement. 


a process that is sensitive to the inputs iJ and i0. The process contains a single JF statement 
whose four parts detect each of the four possible conditions of iJi0 = 00, 01, 10, or 11. 

Note that two (or more) signal assignment statements (or other types of statements) 
may appear on a single line. New lines and extra spaces have no impact other than enhanc- 
ing readability of the code. 

Note that the JF statement has no ELSE part in this example. Instead, the last part is an 
ELSIF part detecting the condition i/i0=1]. We could replace this part simply by an ELSE 
part, which has no condition, because the only way the ELSE part could be reached would 
be if i/i0=11. However, using ELSIF and showing the condition explicitly, as in the figure, 
may result in code that is more readable. 


es 


MULTIPLE ARCHITECTURES FOR ONE ENTITY 


A top-down design process involves capturing two architectures for the same entity—first 
an architecture described behaviorally, and then an architecture described structurally. For- 
tunately, the first architecture need not be deleted in order to capture the second architec- 
ture. Instead, a single entity may have two (or more) architectures describing the entity’s 
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LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


ENTITY BeltWarn IS 
PORT (k, p, 8: IN std_logic; 
ws: OUT std_logic); 
END BeltWarn; 


ARCHITECTURE Behav OF BeltWarn IS 
BEGIN 
PROCESS (k, p, 8) 
BEGIN 
w <= k AND p AND NOT(s); 
END PROCESS; 
END Behav; 


ARCHITECTURE Circuit OF BeltWarn IS 
COMPONENT And2 IS 
PORT (x,y: IN std_logic; 
F: OUT std_logic); 
END COMPONENT ; 
COMPONENT Inv IS 
PORT (x: IN std_logic; 
F: OUT std_logic); 
END COMPONENT ; 
SIGNAL n1, n2: std_logic; 
BEGIN 
And2_1: And2 PORT MAP (k, p, ni); 
Inv_i1: Inv PORT MAP (s, n2); 
And2_2: And2 PORT MAP (nl, n2, w); 
END Circuit; 


Figure 2.23 BeltWarn entity with two architectures, one behavioral, one structural. 


internal design. For example, Figure 2.23 shows a BeltWarn entity with two architectures, 
one behavioral, the other structural. A designer might first capture the entity declaration 
and behavioral architecture (called Behav in the figure) in a single file, and simulate using 
the testbench in Figure 2.15. The designer might then add the structural architecture (called 
Circuit in the figure) simply by adding to the bottom of the same file. 

During simulation, only one architecture can be used. While VHDL does have a way 
for specifying to a simulator which architecture to use (via configuration statements), 
many simulators provide simple mechanisms for selecting which architecture to use, and 
designers commonly use those mechanisms. 


COMMON PITFALLS 


Certain mistakes are made frequently. Such mistakes are known as common pitfalls. We 
describe a few common pitfalls that occur when describing combinational behavior using a 
process. Recall that for combinational behavior, the output value is purely a function of the 
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LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


(a) 
ENTITY Mux4 IS 
PORT (13, i2, i1, i0: IN std_logic; 
si, s0: IN std_logic; 
Missing 13-i0 from d: OUT std_logic); 
sensitivity list END Mux4; 


ARCHITECTURE Beh OF Mux4 IS 
BEGIN 
-- Note: missing i3, i2, i1, i0 
(b) Fails to recompute d if i3 PROCESS(s1, 80) 
(or i2-i0) changes BEGIN 
IF (sl='0' AND s0='0') THEN 
d <= i0; 
ELSIF (si='0' AND s0='1') THEN 
da <= il; 
ELSIF (si='1' AND s0='0') THEN 
a <= i2; 
ELSE 
a <= i3; 
END IF; 
END PROCESS; 
END Beh; 


Recomputes d if sl 
or sO changes 


Figure 2.24 Incorrect description of a 4x1 mux: (a) sensitivity list with missing inputs, (b) 
undesired behavior that appears during simulation. 


present input values, whereas for sequential behavior, the output value is a function of 
present and past input values, 1.e., sequential behavior has memory. 


Missing inputs from sensitivity list 
When using a process to describe combinational behavior, one common pitfall is to not 
include all the entity’s inputs in the process sensitivity list. Figure 2.24(a) provides an 
example of this mistake in a process that was intended to describe a 4x1 mux. The process 
sensitivity list is missing inputs i3, i2, iJ, and iO. That omission results in an entity whose 
behavior does not correspond to a 4x1 mux. Figure 2.24(b) illustrates the incorrect behav- 
ior. Suppose initially that s]sO=01, so d=il, and iJ happens to be ‘0’. If s/ or sO changes, 
the process will execute, and recompute the correct value of the output d. In the figure, 
when s/ changes to ‘/’, the process executes and sets d=i3, and i3 happens to be ‘/’. How- 
ever, if 13, 12, i], or iO changes, the process will not execute. In the figure, i3 changes from 
‘1’ to ‘0’, but the entity continues to output the old value of ‘/’, because the process did not 
execute when i3 changed. Instead, the process should have again executed, and set d=i3, 
meaning ‘0’. Hence, the behavior has some form of memory, and is therefore sequential. 
Note that this mistake is not a VHDL error. The code is legal VHDL. The code just 
does not describe a 4x1 mux. 
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LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 
(a) 
ENTITY Ded2x4 IS 
PORT (i1, i0: IN std_logic; 
d3, d2, dl, dO: OUT std_logic); 
END Dcd2x4;_ 


ARCHITECTURE Beh OF Dcd2x4 IS 
BEGIN 
PROCESS(il, i0) 
Missing assignments to BEGIN 


outputs d2, dl, dO IF (i1='0' AND i0='0') THEN 
(b) a3 <= '0O'; d2 <= '0O'; 
di <= '0'; dO <= '1'; 
ili0=10 > d2=1, ELSIF (i1='0' AND i0='1') THEN 
others=0 a3 <= '0'; d2 <= '0'; 
ili0=11 > d3=1, dl <= '1'; dO <= '0'; 


but d2 stays same ELSIF (i1='1' AND i0='0') THEN 
a3 <= 'O'; a2 <= '1'; 

di <= '0'; dO <= '0'; 

ELSIF (i1='1' AND i0='1') THEN 
da3 <= '1'; 

END IF; 

-- Note: missing assignments 

-- to all outputs in last ELSIF 
a ae ied Os Ae eee END PROCESS; 


Figure 2.25 Incorrect 2x4 decoder description: (a) some outputs not assigned on every pass, 
(b) incorrect behavior that appears during simulation. 


Outputs not assigned on every pass 


When using a process to describe combinational behavior, another common pitfall is to fail 
to assign every output on every possible pass through a process. Figure 2.25(a) provides an 
example of that mistake in a process that was intended to describe a 2x4 decoder. The last 
ELSIF part is missing assignments to d2, dl, and do. 

The omission results in a process whose behavior does not correspond to a 2x4 
decoder. Figure 2.25(b) illustrates the incorrect behavior. Suppose initially that iJi0=10, 
and therefore that the output d2 is ‘]’ and all other outputs equal ‘0’. Suppose then that i/i0 
changes to “JJ” as shown. The process will execute, and the last ELSIF part will execute. 
However, that last ELSIF only has the statement “d3 <= 'J';”. Thus, d3 will be updated to 
‘1’ as shown in Figure 2.25(b), but d2 will also remain at ‘J’ because it won’t be explicitly 
set to ‘O’ in that last ELSIF part. Hence, the circuit has some form of memory, and is there- 
fore sequential. 

Note that this mistake is not a VHDL error. The code is legal VHDL. The code just 
does not describe a 2x4 decoder. 
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Figure 2.26 Hierarchy is a powerful mechanism for managing complexity. 


The same pitfall occurs when not all input combinations are included in an JF state- 
ment. For example, a designer might forget to include the last ELSIF part entirely, thus not 
including the input combination iJi0=J/ in the JF statement. If iJ or i0 changes such that 
ili0=11], the process would execute, but would reach the end of the process without execut- 
ing any signal assignment statements. Thus, the output would remember the previous value, 
and hence the process would not describe a 2x4 decoder. This pitfall results in what is com- 
monly referred to as an inferred latch, because the process describes a circuit that must 
include a latch or some other form of memory (more on inferred latches later). 


2.4 HIERARCHICAL CIRCUITS 


After creating an entity (behaviorally or structurally), we may want to use that entity as a 
component in another design. We did this earlier when we created an And2 entity, and then 
used that And2 entity as a component in a circuit describing a BeltWarn entity, as shown in 
Figure 2.26. Likewise, we could use the BeltWarn entity as a component in another entity, 
as shown in the figure. 

Hierarchy is the notion that an entity may be broken down into components, where 
each component itself may be broken down into components, and so on. Hierarchy is a 
powerful mechanism for managing complexity, since the designer of an entity need only 
think of a smaller number of components one level down, rather than having to think of a 
larger numbers of components at the bottom level. 


USING ENTITIES AS COMPONENTS 


VHDL directly supports hierarchy by allowing an entity to be used as a component in 
another entity. We will demonstrate such hierarchy using an example. 
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Example 2.4: 4-bit 2x1 mux 


Consider the design of a 4-bit 2x1 mux. We begin by first designing a 2x1 mux entity as a 
circuit built from gate-level components, as was done in Figure 2.13. Next, we design a 4- 
bit 2x1 mux as a circuit built from 2x1 mux components, as shown in Figure 2.27. The 4-bit 
2x1 mux could then be used as a component in some other design, and so on. 


Use Mux? as 
component 


Mux2_4b 


(a) 


Can then use 
Mux2_4b in 
another entity's 
circuit, and so on... 


LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


ENTITY Mux2_4b IS 
PORT (a3, a2, al, a0: IN std_logic; 
b3, b2, bi, bO: IN std_logic; 
s0: IN std_logic; 
c3, ¢c2, cl, cO: OUT std_logic); 
END Mux2_4b; 


ARCHITECTURE Struct OF Mux2_ 4b IS 
COMPONENT Mux2 IS 
(b) PORT (i1, i0, s0: IN std_logic; 
da: OUT std_logic); 
END COMPONENT ; 


BEGIN 
Mux2_3: Mux2 PORT MAP (b3, a3, s0, c3); 
Mux2_2: Mux2 PORT MAP (b2, a2, 80, ¢€2); 
Mux2_1: Mux2 PORT MAP (bi, ail, s0, cl); 
Mux2_0: Mux2 PORT MAP (b0, a0, s0, c0); 
END Struct; 


Figure 2.27 Using hierarchy: (a) to build a 4-bit 2x1 mux from 2x1 muxes, (b) VHDL description. 
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Sequential Logic 
Design 


3.1 REGISTER BEHAVIOR 


Sequential circuits store bits. A basic storage compo- 
nent is a register. A basic N-bit register can store N bits. 
Figure 3.1 illustrates a 4-bit register. That register has a 
clock input, a reset input (rst), four data inputs (J3, 72, 
I1, 10), and four data outputs (Q3, Q2, Q/, QO). The 
register shown is loaded with its data inputs on every 
clock cycle. One approach to describing a 4-bit register 
is structurally, using 4 D flip-flops. However, another 
approach to describing a 4-bit register is behaviorally, Figure 3.1 4-bit register. 
an approach we now introduce. 


I3 12 I1 I0 


SIGNALS AS STORAGE 


Figure 3.2 shows a behavioral description of a 4-bit register. Briefly, the description con- 
sists of a single process that stores a new value into the 4-bit signal Q on every rising clock 
edge. If the reset input was ‘/’ during that clock edge, the register stores “0000”. Other- 
wise, the register stores into Q whatever values are on the 4-bit input 7. We now explain 
various aspects of the register’s description in more detail. 

The entity declaration could have declared four 1-bit ports for the four data inputs /3, 
12, 11, 10, as shown in Figure 3.3(a). Instead, the entity declaration declares one 4-bit port, /, 
by declaring I to be of type std_logic_vector(3 DOWNTO 0), as in Figure 3.3(b). A 
std_logic_vector type defines a collection of bits, and is more convenient than defining 
each bit separately. The std_logic_vector declaration must specify the numbering and order 
of the bits within the vector, defined here as 3 DOWNTO 0. Thus, the 3 DOWNTO 0 part 
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LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


ENTITY Reg4 IS 
PORT (I: IN std_logic_vector(3 DOWNTO 0); 
Q: OUT std_logic_vector(3 DOWNTO 0); 
Clk, Rst: IN std_logic ); 
END Reg4; 


ARCHITECTURE Beh OF Reg4 IS 
BEGIN 
PROCESS (Clk) 
BEGIN 
IF (Clk = '1' AND Clk'EVENT) THEN 
IF (Rst = '1') THEN 
Q <= "0000"; 
ELSE 
Q <= I; 
END IF; 
END IF; 
END PROCESS; 
END Beh; 


Figure 3.2 4-bit register description. 


also defines how many bits exist. In this example, the bits are numbered from 3 DOWNTO 
0, meaning 3, 2, 1, 0, and thus there are four bits, as illustrated in Figure 3.3(b). We could 
have numbered the bits 0 TO 3, or even J TO 4, but convention usually puts the highest- 
order bit on the left and numbering typically begins at 0. Figure 3.2 declares the data out- 
puts similarly to the data inputs, using one 4-bit port Q of type std_logic_vector. 

To access an individual bit of a logic vector, we specify the bit position in parentheses, 
e.g., Q(2) <= I(1) would assign input bit 1 to output bit 2. The benefit of using a logic vec- 
tor becomes evident when assigning multiple bits. For example, note in the description that, 
at one point, Q gets assigned to J using the statement “Q <= /;”. That single statement actu- 
ally represents four assignments: Q(3) <= 1(3), Q(2) <= I(2), Q(1) <= I(1), and Q(0) <= 
1(0). As another example, note in the description that all four bits of Q are set to Os with one 
statement: “Q(3) <= "0000";”. “OOOO” is the way to represent a four-bit std_logic_vector 


I3, I2, Ii, 10: IN std_logic; 


= [23] [22] [22] [20] 


I: IN std_logic_vector(3 DOWNTO 0); 
(b) Is 
I(3)I (2)I(1)I (0) 


Figure 3.3. Two ways of declaring a 4-bit input: (a) as four 
bits, (b) as a 4-bit vector. 
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consisting of all Os. Similarly, "0/01" would specify a four-bit std_logic_vector corre- 
sponding to the binary value 0/01, or decimal value of 5. 

The register’s architecture has a single process sensitive only to the clock input. Unlike 
a combinational circuit, a register’s data outputs are not affected directly by changes on the 
register’s data inputs; instead, only on a rising clock edge does the register load the data 
inputs. Thus, the process is only sensitive to the clock input Clk. When the process exe- 
cutes, meaning there was a change on the clock input, the first statement of the process 
compares Clk to ‘/’ to determine if the change was a rising clock edge, as opposed to a fall- 
ing clock edge. (That statement also checks that the clock signal actually changed, using 
Clk’event, That check is redundant in this example because the process is sensitive to Clk 
only, but good coding practice includes that check to make clear that the statement is 
detecting a rising clock edge). If the clock change was not a rising edge, then the process 
reaches the end, and waits for the next change on Clk due to the process’ sensitivity list. If 
the clock change was in fact a rising edge, the process checks if the reset input Rst is ‘/’. If 
so, the register should be reset to Os, and the process does so with the statement “Q <= 
"0000";”. If Rst was not ‘/’, then the register should load the data inputs, which the process 
does using the statement “Q <= /;”. 

Notice that the register’s contents will only be reset to all Os upon a rising clock edge 
when the Rst input is ‘J’. Thus, resetting the contents of the register to all Os will be syn- 
chronized with a rising clock edge. A reset synchronized with the clock edge is called a 
synchronous reset. An alternative reset implementation is an asynchronous reset, which 
will be described later in this chapter. 

The register’s storage is achieved by wniting to port Q. Because a port is a signal and a 
signal implements storage, then writing to a port implements storage. Q will maintain its 
previously-written value until the next write to Q, thus achieving the desired storage of the 
register. 


Np Ble 
[SIMUL] TESTBENCHES WITH CLOCK SIGNALS 


A testbench for a register component, illustrated in Figure 3.4, has a no-port entity declara- 
tion (not shown), a component declaration for the register (not shown), signal declarations, 
and a component instantiation similar to those of previously introduced testbenches. How- 
ever, the register’s testbench has two processes, rather than just one process as in previous 
testbenches. 

The first process, named ClkProcess, generates values for the clock, with the clock 
having a 20 ns period. The process sets the clock to ‘0’ for 10 ns, and then sets the clock to 
‘1’ for 10 ns. The process then immediately repeats itself, meaning the process sets the 
clock to *O’ again for 10 ns, then to ‘/’ again for 10 ns, and so on. 

The second process, VectorProcess, serves the purpose seen in previous testbenches, 
namely of generating a component’s input vectors. 
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SIGNAL I_s, Qs: std_logic_vector(3 DOWNTO 0); 
SIGNAL Clk_s: std_logic; 


BEGIN 
CompToTest: Reg4 PORT MAP (I_s, Qs, Clk_s, Rst_s); 


ClkProcess: PROCESS 
BEGIN 
Clk_s <= '0'; 
WAIT FOR 10 NS; 
Clk_s <= '1'; 
WAIT FOR 10 NS; 
END PROCESS ClkProcess; -- Note: Process repeats 


VectorProcess: PROCESS 

BEGIN 
Rst_s <= ‘'1'; 
I_s <= "0000"; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
Rst_s <= '0'; 
I_s <= "0000"; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
I_s <= "1010"; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
I_s <= "1111"; 
WAIT; 

END PROCESS VectorProcess; 

END TBarch; 


Figure 3.4 Register testbench. 


In this example, notice that a process may have a name. Such names help clarify the 
purpose of the process. We specify the process name by including the name followed by a 
semicolon before the PROCESS keyword. For example, “ClkProcess: PROCESS” specifies 
the name of the process that generates the values for the clock signal in our testbench. 
Whenever a process name is specified, good practice dictates that we also include the name 
when ending the process. For the ClkProcess, this is accomplished with the “END PRO- 
CESS ClkProcess;” statement. Notice that the end process statement does not have a semi- 
colon between END PROCESS and the process name. 

Notice also in this example that two processes may access the same signal. The clock 
signal Clk_s is accessed by the process ClkProcess and also by the process VectorProcess. 
However, only one process should write to a shared signal. (Actually, multiple processes 
could write to a signal in certain situations; this subject will be discussed in Section 4.5). 
ClkProcess writes the signal Clk_s, while VectorProcess reads the signal. Multiple pro- 
cesses may read a shared signal. 
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VectorProcess begins by resetting the register using “Rst_s <= 'J';” Note that the pro- 
cess also sets J_s to “O000’, even though such setting of J_s is really not necessary because 
the register internally sets itself to “0000” upon a reset. However, good practice dictates 
setting all of a component’s inputs to some defined value at the beginning of a vector pro- 
cess, even if those values are not used. Such setting prevents the potential problem of for- 
getting to set a particular input value later in the vector process, which could lead to 
incorrect simulation results or unexpected behavior. 

VectorProcess consists of four test vectors. The first vector resets the register, as dis- 
cussed above. The second vector loads the register with “0000”. The third vector loads 
“1010”, and the fourth vector loads “J//]”. The first three vectors are followed by a WAIT 
statement, “WAIT UNTIL Clk_s='1' AND Clk_s'EVENT;,” which waits for the next rising 
edge of the clock input. Only on that rising clock edge should the register be updated with 
the vector’s values. 

The WAIT statement represents another form of WAIT statement, “WAIT UNTIL condi- 
tion;”, which waits until the condition changes to true before moving on to the next state- 
ment. Note that we said “changes” to true — if the condition is initially true, the wait until 
statement waits for the condition to turn false, and then to turn true again. The condition 
obviously should contain at least one signal, whose value can change and thus which can 
cause the condition to change. 

Before setting the register’s inputs with the next vectors, the process waits for 5 ns. 
That extra wait seeks to make the simulation waveforms easier to read, by having the 
newly-loaded values appear separately from the next vectors, which appear 5 ns later. 

Figure 3.5 shows waveforms that would be generated by the testbench of Figure 3.4. 
Clk_s alternates between ‘/’ and ‘0’ every 10 ns. Rst_s is initially ‘J’. Thus, when the first 
rising clock edge appears at time 10 ns, the register’s output Q (connected in the testbench 
to the signal Q_s, which appears in the waveforms) resets to “0000”. Note that before time 
10 ns, Q’s value was undefined, indicated in the waveform as “????”, because no value had 
yet been written to Q. Depending on your simulator, you may instead see a value of 
“UUUU” indicating Q’s value is undefined. 


10 20 30 40 50 60 70 80 


time (ns) 


Figure 3.5 Register testbench waveforms. 
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Rst_s becomes ‘0’ 5 ns later, at time 15 ns. J (connected to signal J_s, which appears in 
the waveform) is also set to “OOOO” at that time, but since J was earlier set to “0000’’, no 
change appears in /’s waveform. When the next rising clock edge appears, at time 30 ns, the 
register’s output Q takes on the value on input J, which is “0000”. I changes to “1010” 5 ns 
later. When the next rising clock edge appears, at time 50 ns, Q becomes “J0/0”. The 
waveforms show that the register correctly loads its input J to its output Q only on rising 
clock edges. 


age ee 
[SIMUL] COMMON PITFALLS 


Some common pitfalls exist when creating testbenches, which we now describe. 


Omitting the final wait statement or not having any wait statements 


A common pitfall is the omission of the final “WAIJT;”’ statement at the end of the vector 
process in a testbench, as shown in Figure 3.6. Such omission causes the process to repeat, 
because when a process without a sensitivity list finishes executing its last statement, the 
process automatically executes its first statement again. Such repeated execution is typi- 
cally not what was intended by the person who wrote the vector process. The final “WAIT;” 
statement tells the simulator that this process should no longer be executed, and thus the 
process will only execute once. 


VectorProcess: PROCESS 
BEGIN 
Rst_s <= '1'; 
I_s <= "0000"; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
I_s <= "1111"; 


END PROCESS VectorProcess; 


Figure 3.6 Pitfall: Omitting the final WAIT. 


Another common pitfall is to not include any wait statement at all in a process, nor to 
include a sensitivity list (which has the same effect as a particular form of wait statement), 
as illustrated in Figure 3.7. The failure to include at least one wait statement causes an infi- 
nite loop in a simulator. Although processes model concurrently-executing hardware mod- 
ules, a simulator executes each process one at a time, executing each process up to the 
process’ next wait statement before moving on to execute the next process. When the simu- 
lator has executed every process (that needs to be executed) once, the simulator updates the 
simulator’s generated waveforms, and re-executes processes again. If a process has no wait 
statement (nor sensitivity list), then the simulator can never move on to the next process or 
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update the simulator’s waveforms. Instead, the simulator gets stuck in an infinite loop that 
repeatedly executes the statements of that process lacking any wait statement. 


VectorProcess: PROCESS 
BEGIN 

Rst_s <= '1'; 

I_s <= "0000"; 
END PROCESS VectorProcess; 


Figure 3.7 Pitfall: Not including any WAIT statement nor sensitivity list. 


This pitfall is commonly encountered not just in testbench processes, but in other pro- 
cesses, too. For example, a common mistake is to forget to include a sensitivity list in a pro- 
cess that is supposed to describe combinational logic. When a process exists with no wait 
statement or sensitivity list, then running simulation results in the simulator not generating 
any waveforms. Instead, the simulator appears to just “hang” and do nothing, as shown in 
Figure 3.8. In fact, the simulator is doing plenty of work, but that work consists of repeat- 
edly executing the process lacking a wait statement. 


Clk_s 


Rst_s 


10 20 30 40 50 60 70 80 
time (ns) 

Figure 3.8 Pitfall: not including any WAIT or sensitivity list results in the 

simulator not generating any waveforms, instead appearing to just “hang.” 


To avoid the above pitfalls, some experienced designers write in the final “WAIT;” 
statement to the end of a testbench process immediately when they first start writing the 
process, before writing even the first test vectors. 


Not initializing all input ports 

A common pitfall is to forget to explicitly assign a value to every input port of a component 
being tested, as shown in Figure 3.9. A simulator will usually show such an un-initialized 
signal value by placing a “?” or “U” in the signal’s waveform. While an undefined compo- 
nent input usually results in an undefined component output value, which is easy to detect 
by a designer, an undefined component input could result in a valid component output, 
depending on how the component’s architecture was written. In that case, the valid output 
may not be what the designer expects, and tracing the problem back to an un-initialized 
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VectorProcess: PROCESS 
BEGIN 
R a 


I_s <= "0000"; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
I_s <= "1111"; 
WAIT; 
END PROCESS VectorProcess; 


Figure 3.9 Pitfall: Not initializing all input ports. 


input can be difficult, especially when there are many input signals or when the undefined 
signal’s waveform was not selected to be shown in the simulation output. 

An even worse problem occurs if the simulator assigns a default value to every signal. 
Simulators are not supposed to do that, but not all simulators are perfectly compliant. The 
problem is that a testbench and design may simulate correctly under one simulator, but 
when that same testbench and design are run (perhaps years later) on another simulator that 
does not assign a default value, they may fail to simulate properly. 

Therefore, when creating a testbench process, some experienced designers will imme- 
diately write statements that initialize all of a component’s inputs, setting those inputs to Os, 
1s, or whatever is appropriate, before beginning to write the process’ test vectors. 


3.2 FINITE-STATE MACHINES (FSMS)—SEQUENTIAL 
BEHAVIOR 


Finite-state machines (FSMs) are a standard way to describe the desired behavior of 
sequential circuits. Figure 3.10(a) shows an FSM having four states. One approach to mod- 
eling FSMs uses two processes, an approach we now describe. 


ARCHITECTURES WITH USER-DEFINED TYPES, MULTIPLE PROCESSES, 
AND SHARED SIGNALS 


Because FSMs eventually get implemented as a state register and combinational logic, as 
shown in Figure 3.10(b), a common approach for describing an FSM uses a two-process 
approach, illustrated in Figure 3.11. One process describes a state register for the FSM, and 
the other process describes the combinational function that computes the next state and the 
outputs based on the current state and inputs. 

The description’s architecture first declares a new type named Statetype. A type decla- 
ration defines a new name that represents a set of possible values. Statetype can represent 
four possible values: S_Off, S_OnJ, S_On2, and S_On3, values that we made up to corre- 
spond to the four states of the FSM. This type declaration is called an enumeration type 
because all possible values of the newly created type were enumerated within the declara- 
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Inputs: b; Outputs: x 


(a) 


Combinational 
logic 


(b) Currstate 


State register 
site reiter 


Figure 3.10 FSMs: (a) an FSM, (b) the sequential circuit implementation model. 


tion. The description then declares two signals, Currstate and Nextstate, both of type State- 
type. Each signal can thus only take on values from the set of four values for Statetype. 

The convention of using state names that begin with “S_” helps to make clear that those 
identifiers represent states. The convention also helps avoid conflicts with keywords — for 
example, ON is a VHDL reserved word, while S_On is not. 

The two signals are shared by the two processes. According to Figure 3.10(b), the 
CombLogic process should be sensitive to Currstate and b, as shown in Figure 3.11, and 
will set values for Nextstate and x. The StateReg process models a register, and is thus sen- 
sitive only to the clock input Clk. The process will set a value for Currstate. 

The CombLogic process can be described using the case statement shown in Figure 
3.12. A case statement selects for execution one sequence among several possible 
sequences of statements, based on the value of an expression. In the figure, the expression 
is simply Currstate. The possible values of Currstate are S_Off, S_Onl, S_On2, and 
S_On3, where each value is part of a “WHEN” clause associated with a sequence of state- 
ments. For example, if the case statement executes with Currstate being S_On1, then the 
selected sequence of statements for execution would be “x <= ‘1’; Nextstate <= S_On2;”’. 
Describing an FSM involves associating with each case statement choice two things: the 
actions of the corresponding state, followed by statements describing the transitions from a 
state. For example, state S_Off’s action is “x <= '0';”. S_Off’s next state is computed using 
an IF-THEN-ELSE statement such that if b is ‘0’, the next state is set to S_off, whereas if b 
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ENTITY LaserTimer IS 
PORT (b: IN std_logic; 
x: OUT std_logic; 
Clk, Rst: IN std_logic ); 
END LaserTimer; 


ARCHITECTURE Beh OF LaserTimer IS 
TYPE Statetype IS 
(S_Of£, S_On1, S_On2, S_On3); 
SIGNAL Currstate, Nextstate: Statetype; 
BEGIN 
CombLogic: PROCESS (Currstate, b) 
BEGIN 


END PROCESS CombLogic; 


StateReg: PROCESS (Clk) 
BEGIN 


END PROCESS StateReg; 
END Beh; 


Figure 3.11 Two-process FSM behavioral description approach. 


is ‘1’, the next state is S_On1, corresponding to the transitions leaving S_Off in the FSM 
diagram in Figure 3.10(a). 

The StateReg process is shown in Figure 3.13. The process is similar to the register pro- 
cess introduced in Section 3.1. The process is sensitive to the clock, and first checks if the 
clock change was a rising edge. If so, the register checks if the reset input is ‘/’, in which 
case the process sets the current state signal to the FSM’s initial state, or S_Off. If the reset 
input is not ‘/’, then the register simply stores its data input, namely Nextstate, int 
Currstate. 

Note that the two processes are similar to a two-component approach, except that the 
interfaces are not specified using ports, but rather using shared signals. 

One could instead describe an FSM using a single process. That process would have 
the same form as the process in Figure 3.13, with the ELSE’s single statement replaced by 
the complete CASE statement of Figure 3.12. However, a two-process approach has two 
advantages. First, some automatic circuit creation tools may not create a simple state regis- 
ter and combinational logic implementation from the process of the single-process 
approach, instead creating a more complex circuit. Second, the single-process approach 
becomes complicated when describing a Mealy FSM, which is a type of FSM whose out- 
puts may change asynchronously when inputs change. Such asynchronous behavior is eas- 
ily captured in the two process approach, whose combinational logic process is already 
asynchronous. However, in the single-process approach, the single process would need to 
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SIGNAL Currstate, Nextstate: Statetype; 
BEGIN 
CombLogic: PROCESS (Currstate, b) 
BEGIN 
CASE Currstate IS 
WHEN S_ Off => 


x <= '0O'; 
IF (b = '0') THEN 
Nextstate <= S Off; 
ELSE 
Nextstate <= S_Onl1; 
END IF; 
WHEN S_Onl1 => 
x <= '1'; 


Nextstate <= S_On2; 
WHEN S_On2 => 

x <= '1'; 

Nextstate <= S On3; 
WHEN S_On3 => 

x <= '1'; 

Nextstate <= S Off; 

END CASE; 
END PROCESS CombLogic; 


Figure 3.12 FSM’s CombLogic process. 


StateReg: PROCESS (Clk) 


BEGIN 
IF (Clk = '1' AND Clk'EVENT) THEN 
IF (Rst = '1') THEN 
Currstate <= S Off; 
ELSE 
Currstate <= Nextstate; 
END IF; 
END IF; 


END PROCESS StateReg; 


Figure 3.13 FSM’s StateReg process. 


be extended to be sensitive to both the clock and to inputs, and to have part of the code as 
synchronous and the other part as asynchronous, resulting in a rather awkward description 
that may not correspond directly to the register and combinational logic implementation 
model for an FSM. 
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ail i es 
[SIMUL] ASSERTION STATEMENTS IN TESTBENCHES 


Figure 3.14 shows the key parts of a basic testbench for the earlier FSM example. Like the 
register testbench from Section 3.1, the FSM’s testbench has two processes, one to gener- 
ate the clock input, and the other to generate test vectors. The vector process first initializes 
the FSM to the FSM’s initial state, by setting Rst_s to ‘J’, and then waiting for a rising 
clock edge. Following good convention, the process also sets the input b_s to a specific 
value, in this case ‘0’, during initialization. Next (after waiting 5 ns before setting new test 
vectors), the process provides a sequence of values on the FSM’s input b_s for a number of 
clock cycles. Notice that the testbench doesn’t explicitly set the inputs on every clock 
cycle, relying instead on the fact that the inputs maintain their previous values. Some would 
argue that better practice involves setting every input explicitly on every cycle. For compo- 
nents with only a few inputs, explicitly setting every input may be feasible, but large num- 
bers of inputs may result in such explicit setting yielding too many lines of code. 

The waveforms resulting from simulating the testbench appear in Figure 3.15. We can 
manually examine these waveforms to determine whether the FSM behaves as expected for 
the given input vectors. We see that b_s becomes ‘J’ for one clock cycle, and we know 


ClkProcess: PROCESS 
BEGIN 
Clk_s <= '0'; 
WAIT FOR 10 NS; 
Clk_s <= '1'; 
WAIT FOR 10 NS; 
END PROCESS ClkProcess; 


VectorProcess: PROCESS 

BEGIN 
Rst_s <= '1'; 
bs <= '0'; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
Rst_s <= '0Q'; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
bs <= '1'; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
bs <= '0Q'; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT; 

END PROCESS VectorProcess; 


END TBarch; 


Figure 3.14 Basic testbench for an FSM. 
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Figure 3.15 FSM’s StateReg process. 


from Figure 3.10(a) that the FSM should output x_s=/ for three clock cycles after such an 
occurrence. We see in the waveform that x_s indeed becomes ‘/’ for three cycles after b_s 
became ‘/’, thus increasing our confidence that the FSM description is correct. 

Examining waveforms manually in the above manner is tedious and prone to errors, 
especially when the testbench generates thousands of test vectors rather than just a few. A 
more automated testbench approach, shown in Figure 3.16, makes use of assertion state- 
ments. An assertion statement checks if a condition is true, reporting an error if not. The 
testbench in Figure 3.16 has its first assertion statement just after initializing the FSM. 
Because the FSM should set output x_s to ‘0’ in the initial state S_Off, the assertion state- 
ment begins with “ASSERT x_s = '0’;”. If x_s is indeed ‘0’, execution proceeds to the next 
statement. However, if x_s is not ‘0’, then the next part of the assert statement, “REPORT 
"Reset failed";” would be printed out by the simulator. Some simulators will also print out 
the line in the testbench where the assertion statement appears. The report part of the asser- 
tion statement is optional; if that part is absent, the default report string “Assertion viola- 
tion” will be printed. 

Assert statements also allow for an optional severity clause to be included at the end of 
the assert statement, using the keyword “SEVERITY”. The severity clause indicates the 
importance of the assertion failure. Possible severity values are “ERROR”, “WARNING”, 
and “NOTE”, with “ERROR” being the default value. The severity clause provides addi- 
tional information to the simulator, allowing the simulator to decide how to report the error. 
For example, a simulator might halt simulation if an assertion “ERROR” occurs but may 
instead continue simulation if an assertion “WARNING” occurs. This behavior is often con- 
figurable within a simulator and can be helpful when debugging. Halting the simulator in 
the event of an assert “ERROR” may allow a designer to quickly find the error without hav- 
ing to search through the simulation waveform to find the error. 

Assertion statements provide a way for a testbench to check itself, thus relieving the 
designer from the tedious task of manually examining lengthy waveforms to determine 
whether those waveforms match expected behavior. 
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VectorProcess: PROCESS 
BEGIN 
Rst_s <= '1'; 
bs <= '0'; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
ASSERT x_s = '0' REPORT "Reset failed"; 
Rst_s <= '0'; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
bs <= '1'; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
bs <= '0'; 
ASSERT x_s = '1' REPORT "First x=1 failed"; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
ASSERT x_s = ‘1' REPORT "Second x=1 failed"; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
ASSERT x_s = '1' REPORT "Third x=1 failed"; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
ASSERT x_s = '0' REPORT "Final x=0 failed"; 
WAIT; 
END PROCESS VectorProcess; 


Figure 3.16 ASSERT-based testbench for an FSM. (Note: vertical space between vectors would 
improve readability, but is omitted here for space reasons.) 


3.3 TOP-DOWN DESIGN—FSMS TO CONTROLLER 
STRUCTURE 


As discussed in the previous chapter, a top-down design approach involves first capturing 
behavior and simulating, and then creating structure and simulating again. The previous 
section showed how to capture FSM behavior and simulate that behavior. This section pro- 
ceeds with the top-down approach, to create structure and simulate again. 

Figure 3.17 illustrates the steps involved in converting an FSM to a structural controller 
implementation of that FSM. The first step creates the architecture, consisting of a two-bit 
state register, and combinational logic, as in Figure 3.17(a). The next step encodes the 
states using unique bit representations, as shown in Figure 3.17(b). The encoding results in 
the state table of Figure 3.17(c). From this state table, one can derive the combinational 
logic equations of Figure 3.17(d). Implementing those equations as a circuit inside the com- 
binational logic block of Figure 3.17(a) would complete the controller design. 
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Figure 3.17 Top-down FSM to controller design: (a) architecture, (b) encoded states, (c) state 
table, (d) combinational logic. 


Figure 3.18 shows the controller description of the FSM. This description differs from 
the original FSM description shown in Figure 3.11, Figure 3.12, and Figure 3.13, in several 
ways. 

First, Statetype is no longer defined using a type declaration that enumerates four 
states, but instead using a subtype declaration that represents a 2-bit value. A subtype dec- 
laration declares a new subtype that is a restricted form of a previously-defined type (or 
subtype). In this case, Statetype is declared to be a restricted form of std_logic_vector in 
which the vector range is specifically restricted to be “J DOWNTO 0”. 

Second, the encoding “00” for the initial state S_Off is declared as a constant. A con- 
stant declaration declares an identifier as a given type and sets that identifier to the speci- 
fied value (using “:=” to assign that value), such that the identifier’s value cannot be 
changed after the declaration. In this example, the statement “CONSTANT S_Off : Statetype 
:= "00";” defines the identifier S_Off of type Statetype and sets S_Off’s value to “00”. 
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LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


ENTITY LaserTimer IS 
PORT (b: IN std_logic; 
x: OUT std_logic; 
Clk, Rst: IN std_logic ); 
END LaserTimer; 


ARCHITECTURE Struct OF LaserTimer IS 
SUBTYPE Statetype IS std_logic_vector(1 DOWNTO 0); 
CONSTANT S_Off : Statetype := "00"; 
SIGNAL Currstate, Nextstate: Statetype; 
BEGIN 
CombLogic: PROCESS (Currstate, b) 
BEGIN 
x <= Currstate(1) OR Currstate(0); 
Nextstate(1) <= (NOT(Currstate(1)) AND Currstate(0) ) 
OR (Currstate(1) AND NOT(Currstate(0))); 
Nextstate(0) <= (NOT(Currstate(1)) AND NOT(Currstate(0)) AND b) 
OR (Currstate(1) AND NOT(Currstate(0))); 
END PROCESS CombLogic; 


StateReg: PROCESS (Clk) 


BEGIN 
IF (Clk = '1' AND Cl1k'EVENT) THEN 
IF (Rst = '1') THEN 
Currstate <= S Off; 
ELSE 
Currstate <= Nextstate; 
END IF; 
END IF; 


END PROCESS StateReg; 


END Struct; 


Figure 3.18 Controller description for earlier-introduced FSM. 


Third, the combinational logic process now directly models the combinational func- 
tions using equations, rather than indirectly modeling those functions using a case state- 
ment. Note how much less the equations convey the intended system behavior to the reader, 
compared to the case statement, even though the equations are more compact. 

The controller description has exactly the same input and output ports as did the earlier 
FSM description. The controller description can be simulated using the same testbench as 
in Section 3.2, resulting in the same waveforms as in Figure 3.15. 

Although we said the controller description represented “structure,” notice that the 
combinational logic process is actually a behavioral description of the combinational logic, 
rather than a structural description. Such behavioral description of combinational logic was 
covered in Chapter 2. That combinational behavior could be further refined, again using 
top-down design approach, to create a structural connection of gates for the combinational 


b] 
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logic. Note that the top-down design process may be repeated for different parts of a 
design, until finally reaching a structural circuit consisting of low-level components. 


[SYNTH] COMMON PITFALL 


Not assigning output signals in every state 


A common mistake when describing FSMs is to not assign every FSM output in every 
state. Failing to assign an output means the output’s value will be remembered, rather than 
updated, by the process during a particular clock cycle. That remembered value means the 
output has storage, and thus that the output is not just determined by the present state as is 
intended. Simulation may not unveil the storage if test vectors are not thorough enough, but 
synthesis tools will either refuse to synthesize such a circuit, report a warning during syn- 
thesis, or generate a circuit that behaves different from a designer’s expectations. 

Many experienced designers avoid this problem using one of two methods. One 
method is to ensure every output is assigned in every state, perhaps by cut-and-pasting a 
sequence of assignment statements, which includes every output, into every alternative of a 
case statement, with each sequence requiring completion with a specific assigned values. 

Another method is to initially assign every output to a default value before the case 
statement, as illustrated in Figure 3.19. If an output does not get assigned by a case state- 
ment alternative during execution of the case statement, the initially assigned value will be 
the actual assigned value for that output during that execution of the process. However, if 
that output does get assigned in a case statement alternative, then that assignment overrides 
the initial assignment. 

CombLogic: PROCESS (Currstate, b) 
BEGIN 

x <= 'O'; 

CASE Currstate IS 


WHEN S_Off => 
x= 


av 
IF (b = '0') THEN 
Nextstate <= S Off; 
ELSE 
Nextstate <= S_Oni; 
END IF; 
WHEN S_Onl1 => 
x <= '1'; 
Nextstate <= S_On2; 
WHEN S_On2 => 
x <= '1'; 
Nextstate <= S_On3; 
WHEN S_On3 => 
x <= '1'; 
Nextstate <= S_ Off; 
END CASE; 


END PROCESS CombLogic; 


Figure 3.19 Initializing FSM outputs. 
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In Figure 3.19, the FSM’s output x is initialized to ‘0’. If process execution executes 
any of the S_On case statement alternatives, the assignment of x to ‘J’ will override the ear- 
lier assignment to ‘0’. If instead process execution executes the S_Off alternative, x will be 
set to ‘0’. 

Notice that the assignment to ‘0’ in S_Off’s statements is redundant with the assign- 
ment to ‘0’ during initialization, and could be eliminated. However, it may be best to leave 
that assignment there to make the behavior of state S_Off entirely clear. 

The initialization method of avoiding the pitfall is useful when an FSM has many out- 
puts, because the method improves the readability of each case statement alternative. Only 
the outputs that are assigned a different value from the default, or for which a designer 
wishes to clearly show being assigned a value in a state, need be included in each case 
statement alternative. Figure 3.20 illustrates such improved readability. Figure 3.20(a) 
shows all outputs assigned in every state. Figure 3.20(b) shows only the relevant output 
assignments for each—clearly, state S assigns b to ‘J’, and state T assigns c to ‘J’. Note that 
such output initialization can be used to support the common simplifying FSM notation that 
assumes every output not explicitly assigned in a state is implicitly assigned ‘0’, as illus- 
trated in the figure. 


CASE Currstate IS 


WHEN S => 
a <= "O'; 
b <= '1'; 
(a) c <= '0'; 
WHEN T => =0 -0 
a <= '0'; a= a= 
b <= '0'; b=1 b=0 
e <= '1'; c=0 c=1 
a <= 'O'; | 
(bd) p <= 08; 
c¢ <= '0'; 
CASE Currstate IS 
WHEN S => 
b <= '1'; b=1 =| 
WHEN T => 


ce <= et BS 


Figure 3.20 Initializing FSM outputs can improve readability: 
(a) without initialization, (b) with initialization. 
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3.4 MORE SIMULATION CONCEPTS 


oleae 
[SIMUL] THE SIMULATION CYCLE 


It can be instructive to learn how a simulator executes an HDL description to generate 
waveforms. This section will highlight how a simulator would execute the example 
description in Figure 3.21. HDL simulation is complex; this section only provides some 
key highlights. 

The example has three user-defined signals: Q, Clk, and S. Note that ports are signals, 
which is why Q is included in the list of signals. The example also has three processes: P/, 
P2, and P3. The job of the simulator will be to determine values for the three signals over 
time. The simulator will accomplish this job by repeatedly executing and suspending the 
three processes, which assign values to the signals. 


LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


ENTITY SimEx1 IS 
PORT (Q: OUT std_logic ); 
END SimEx1; 


ARCHITECTURE SimEx1Arch OF SimExl1 IS 
SIGNAL Clk, S: std_logic; 
BEGIN 
Pi: PROCESS 
BEGIN 
Clk <= '0'; 
WAIT FOR 10 NS; 
Clk <= '1'; 
WAIT FOR 10 NS; 


END PROCESS P1; ese 


P2: PROCESS 
BEGIN 
Q <= NOT(S); 
WAIT ON S; 
END PROCESS P2; 


P3: PROCESS 


BEGIN 
WAIT UNTIL Clk='1' AND C1lk'EVENT; 
S <= '1'; 
WAIT UNTIL Clk='1' AND Clk'EVENT; 
S <= '0'; 
WAIT; 


END PROCESS P3; 
END SimEx1Arch; 


Figure 3.21 Example to demonstrate simulation concepts. 
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py | Clk <= 0, then suspend. 

Resume when time is 0+10=10 ns. 

P2 Q <= NOT(S) (so Q <='U’), then suspend. 
Resume when S changes. 


p3 | No actions, then suspend. 
Resume when Clk changes to 'l’. 


(a) 


Processes 


Time (ns): Start, 0 


[Q) 'u bu 
zs 
- 


N 
a 
(b) & 
On 


Figure 3.22 Simulation initialization: (a) Process execution and suspension, (b) signal 
values before/after initialization. 


A process suspends whenever the process execution reaches a WAIT statement. Notice 
that process P2 does not have a WAIT statement, but instead has a sensitivity list. A process 
with a sensitivity list is equivalent to a process that does not have a sensitivity list, but that 
instead has a WAIT statement as the process’ last statement, where that WAIT statement 
waits on changes of the signals that were in the original sensitivity list. Such a process is 
shown in Figure 3.21. The WAIT ON form of a WAIT statement has a list of signals to 
which the statement is sensitive. The process suspends upon reaching that statement, and 
resumes only when one (or more) of the signals in the sensitivity list changes. We’ ll thus 
consider that form of P2. 

The first step of simulation is initialization. At the start of simulation, all signals have 
the value undefined (‘U’), as shown in Figure 3.22(b) under the heading Start. The initial- 
ization step then executes each process, one at a time, until each process suspends due to a 
wait statement. As shown in Figure 3.22(a), the simulator will execute process P1’s first 
statement “Clk <= '0';” and then suspend at the statement “WAIT FOR 10 ns;’”’. The simula- 
tor will note that this process should resume execution 10 ns after the present simulation 
time of 0 ns, meaning P/ should resume at time 0 ns + 10 ns = 10 ns. The simulator will 
then execute process P2’s first statement ““Q <= NOT(S);”, which means Q should get the 
value of undefined because S is undefined, and the process will then suspend at the state- 
ment “WAIT ON S;’”. The simulator will note that this process should resume execution 
when S changes. Finally, the simulator will execute P3 but will immediately suspend, due 
to that process’ first statement being “WAIT UNTIL Clk='1' AND Clk’ EVENT;’’. The simu- 
lator will note that this process should resume when Clk changes to ‘/’. After initialization, 
the signal values will be those shown for time 0 ns in Figure 3.22(b). 

Once the simulator completes the initialization and has initial values for time 0 ns, the 
simulator will continue simulation by repeatedly executing the simulation cycle. During 
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each simulation cycle, the simulator advances simulation time to the next time at which a 
process (or processes) resumes, and executes the resumed process until the process sus- 
pends. In this case, the simulator will advance time to 10 ns, at which time process P/ 
resumes, as shown in Figure 3.23(a). The simulator resumes P/, executes the statement 
“Clk <= 'I';’, and then suspends at the following statement “WAIT FOR 10 ns;”. As before, 
the simulator notes that this process should resume execution 10 ns after the present simu- 
lation time of 10 ns, meaning P/ should resume again at time 20 ns. 

The simulator then advances execution to the next time at which a process resumes. 
Remember that the simulator previously noted that process P3 should resume when Clk 
changes to ‘J’. During execution of process P/, the simulator updated the value of Clk sig- 
nal to ‘J’ and should now resume process P3. Thus, to execute P3, the simulator 
“advances” time to 10 ns. In this case, the simulator may “advances” the simulation time to 
the current time (i.e., advancing from 10 ns to 10 ns), indicating that additional processes 
need to be executed at this current time. A simulation cycle whose simulated time is actu- 


Resume when time is 10 ns. 
@ Clk <='l', suspend, resume when t=10+10=20 ns. 
3 Resume when S changes. 
a 
{) Resume when Clk changes to 'l’. 
. Resume when time is 20 ns. 
o 
8 Resume when S changes. 
b = 
o ia Resume when Clk changes to 'l'. 
S <='l', suspend, resume when Clk changes to 'L’. 
Resume when time is 20 ns. 
o 
(c) © P2 Resume when S changes. 
Fe Pe | Q <='0' (NOT(S)), suspend, resume when S changes. 
Resume when change on Clk to 'l’. 
Time (ns): Init! 0 } 10/10: 10 
(d) Fe (Q] 'U' | 'U' | U' 3 'U' ! ‘0’ 
6D THlinn forget tae tegen 
wm (Clik Or aia ease bare 
U' UC} U': oi 1' 


Figure 3.23 Simulation execution: (a) Process execution and suspension, (b) signal values 
during simulation execution. 
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ally the same as that of the previous simulation cycle is known as a delta cycle. After 
advancing the simulation time to the current time, the simulator executes P3 by executing 
the statement “S <= ‘/’;” and then suspends the process at the following statement “WAIT 
UNTIL Clk='I' AND Clk’EVENT;”. The simulator notes that this process should resume 
again when Clk changes to ‘J’. 

Process P2 was previously suspended at the statement “WAIT ON S;”’. While executing 
process P3, the simulator updated the value of S from ‘U’ to ‘J’ and now needs to execute 
process P2. To do so, the simulator will again advance the simulation time to the current 
time of 10 ns, meaning the simulator will execute another delta cycle. The simulator exe- 
cutes process P2, as shown in Figure 3.23(c). The simulator will execute the statement “Q 
<= NOT(S);” and assign a value of ‘0’ to the signal Q. The simulator will then suspend 
process P2 at the statement “WAIT ON S;” and note that process P2 should resume execu- 
tion when S changes again. 

After several simulation cycles at time 10 ns, the signal values will be the last values 
shown for time 10 ns in Figure 3.23(d). Note that during this simulation, the simulator will 
keep track of the signals’ values as the simulator executes each process, but the output 
waveforms will only show the final signal values at the end of the current time. 

The simulator will advance time to 20 ns and continue executing simulation cycles, 
until the user-specified simulation time is reached. The signal values determined during 
simulation will translate to the output simulation waveform, as shown in Figure 3.24. 
Notice how the waveform values correspond to the final values determined during simula- 
tion for each simulation time. 


Time (ns): Init! 0 ! 10! 10! 10: 20: 30! 30: 30! 40: 50 
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Figure 3.24 Simulation results: (a) Signal values over time as computed during 
simulation, (b) waveforms derived from those signal values. 
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Ske 
[SIMUL] SIGNAL DRIVERS AND EVENTS 


In describing the simulation cycle of a simulator, we assumed that updates to a signal’s 
value happened immediately. In fact, signal assignments within a simulation cycle will not 
update the signal’s value immediately. Instead, a signal assignment will change the pro- 
jected value of the signal. The projected value of a signal is the value a simulator deter- 
mines should be assigned to the signal at the beginning of a future simulation cycle. The 
signal’s value will be updated with the projected value during the beginning of the next 
simulation cycle. We need to revise the previous explanation of a simulation cycle to 
include updating the signals’ values. During this revised explanation of a simulation cycle, 
the simulator advances simulation time to the next time at which a process (or processes) 
will resume, updates the values of any active signal, and executes the resumed process until 
the process suspends. 

It is important to consider the implication of this revised explanation of a simulation 
cycle and projected signal values. One implication is that the execution order of processes 
during a simulation cycle does not matter. For example, consider the two processes, 
Process] and Process2, shown in Figure 3.25. Assume that both of those processes are 
resumed during the same simulation cycle, and assume that B is ‘0’. The simulator will 
resume Process], execute the statement “B <= NOT(B);”, update the projected value of B 
to ‘J’, and suspend the process. Within the same simulation cycle, the simulator will 
resume Process2, execute the statement “A <= B;”, and update the projected value of A to 
‘0’. Note that during that simulation cycle, the current value of B will be ‘0’ for both pro- 
cesses. Thus, at the start of the next simulation cycle, B will be updated to ‘/’, and A will be 
updated to ‘0’, not to ‘/’. 


Assume B is '0'. 
Process 1: 
B <= NOT(B); 


Process?2: 
A <= B; 


A will be '0'", not '1’. 


Figure 3.25 Projected values: Signals values are updated at the beginning of the next simulation 
cycle. 
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In addition, the execution order of assignments to different signals within a process 
does not matter. Consider the two alternative processes, Process3a and Process3b, shown 
in Figure 3.26. These two processes consist of the same two assignment statements, “C <= 
NOT(C);” and “D <= C;”, but with opposite ordering of the two statements. Assume the 
current value of C is ‘0’. Regardless of which process is used, after executing the process, C 
will be ‘/’ and D will be ‘0’. Each assignment statement will use the current value, not the 
projected value, of C to determine the next values for C and D. The assignment statements 
do not modify the current value of C or D, but rather the projected value, and both pro- 
cesses will have the same behavior even though the assignments to C and D have different 
orders within the two processes. For example, when executing Process3a, the simulator 
will execute the statement “C <= NOT(C);” and assign ‘J’ to the projected value of C. 
When executing the following statement, “D <= C;”, the simulator will use the current 
value of C, not the projected value, and assign ‘0’ to the projected value of D. 


Process3a: Process3b: 
C <= NOT(C); D <= C; 
D <= C; «< Same— ec <= nov(Cc); 


Figure 3.26 Projected values: Order of assignments to different signals within a process does 
not matter. 


Projected signal values further imply that later signal assignments to a particular signal 
within a process have precedence over earlier assignments to that same signal. Considering 
the process example in Figure 3.27, the simulator will execute the statement “E <= ‘0’;” 
and update the projected value of E to ‘0’. However, the simulator then executes the state- 
ment “E <= ‘/’;” further down in the process, and thus the simulator will replace E’s pro- 
jected value of ‘0’ with ‘J’. The next value of E will thus be ‘/’, not ‘0’. Further recall the 
FSM example in Figure 3.19. That FSM’s implementation took advantage of the fact that 
later output assignments (the assignment within a state’s WHEN clause) have precedence 
over earlier assignments (the default output assignment before the CASE statement). 


Process4: 
E <= '0'; 
E <= '1'; 


Figure 3.27 Projected values: Later signal assignments have precedence over earlier assignment 
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3.5 RESETS 


Reset behavior is the behavior of a register (or other sequential element, like a flip-flop) 
that occurs when a special reset input is asserted. For example, the register described in 
Figure 3.2 included reset behavior that cleared the register to Os when an input Rst equaled 
‘J’, and the register described in Figure 3.13 had reset behavior that initialized the register 
to the value “S_Off’ when an input Rst equaled ‘J’. Good design practice dictates having a 
defined reset behavior for every register in a design, thus ensuring that a design always 
starts from the same starting point. Reset behavior should always have priority over normal 
register operation. 

Reset behavior usually clears a register to Os, but may instead initialize a register to a 
specific non-zero value, such as when initializing a controller’s state register to the encod- 
ing of the initial state of an FSM. A system’s reset input is typically asserted externally at 
the start of operation of a sequential circuit, such as when a chip is first powered on. How- 
ever, resets can also occur during circuit operation, perhaps due to a detected failure, due to 
a user request, or for some other reason. 

The previous examples of Figure 3.2 and Figure 3.13 used a reset technique known as 
synchronous reset. A synchronous reset is a reset that, when asserted, only takes effect at 
the next rising clock. Figure 3.28(b) shows the behavior of the synchronous reset of the reg- 
ister described in Figure 3.2, whose description is shown again in Figure 3.28(a) for conve- 
nience. The setting of Rst to ‘J’ has no effect until a rising clock edge arrives, at which time 
the reset of the register to Os takes place. 

A second reset technique is known as asynchronous reset. An asynchronous reset is a 
reset that takes effect almost immediately after being asserted, independently from the 
clock signal. Figure 3.28(c) provides a description of the same register from Figure 3.28(a) 
except that the register’s reset behavior is now described to be asynchronous. To achieve an 
asynchronous reset, the description includes Rst in the sensitivity list of the process—if Rst 
were omitted, the process would only evaluate the Rst signal when the clock signal 
changed, and thus the reset would be synchronous. The description also places the reset 
behavior outside of the IF statement that detects a rising clock edge. For the reset behavior 
to have priority over normal operation, the check for Rst equal to ‘7’ must occur before the 
check for a nsing clock, and the check for a rising clock must be an ELSIF part rather than 
a separate IF statement. Figure 3.28(d) illustrates the behavior of this asynchronous reset. 
The setting of Rst to ‘J’ has an effect almost immediately, causing the reset of the register 
to Os. 
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LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


ENTITY Reg4 IS 
PORT (I: IN std_logic_vector(3 DOWNTO 0); 
Q: OUT std_logic_vector(3 DOWNTO 0); 
Clk, Rst: IN std_logic ); i 
END Reg4; 


Cuuyuy | Cs—“‘CNCOC* 
ARCHITECTURE Beh OF Reg4 IS ae 
BEGIN 
PROCESS (Clk) 
BEGIN 
IF (Clk = '1' AND Clk'EVENT) THEN (b) 
IF (Rst = '1') THEN 
Q <= "0000"; 
ELSE 
Q <= I; 
END IF; 
END IF; 
END PROCESS; (a) 
END Beh; 


LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


ENTITY Reg4 IS 
PORT (I: IN std_logic_vector(3 DOWNTO 0); 
Q: OUT std_logic_vector(3 DOWNTO 0); 
Clk, Rst: IN std_logic ); 
END Reg4; 


ARCHITECTURE BehAsyRst OF Reg4 IS 


BEGIN 
PROCESS (Clk, Rst) 
BEGIN 
IF (Rst = '1') THEN (d) 


Q <= "0000"; 
ELSIF (Clk = '1' AND Cl1K'EVENT) THEN 
Q <= I; 
END IF; 
END PROCESS; (c) 
END BehAsyRst; 


Figure 3.28 Reset techniques: (a) synchronous reset, (b) synchronous reset has no effect until next 
rising clock, (c) asynchronous reset, (d) asynchronous reset has effect almost immediately, 


independently from the clock. 


3.5 Resets * 59 


StateReg: PROCESS (Clk) 


BEGIN 

IF (Clk = '1' AND Cl1k'EVENT) THEN 

IF (Rst = '1') THEN 
(a) Currstate <= S Off; 
ELSE 
Currstate <= Nextstate; 

END IF; 

END IF; 


END PROCESS StateReg; 


StateReg: PROCESS (Clk, Rst) 


BEGIN 
IF (Rst = '1') THEN 
Currstate <= S_Off; 
(b) ELSIF (Clk = '1' AND Clk'EVENT) THEN 
Currstate <= Nextstate; 
END IF; 


END PROCESS StateReg; 


Figure 3.29 FSM’s StateReg process with: (a) synchronous reset, (b) asynchronous reset. 


The state register process from Figure 3.13, shown again in Figure 3.29(a) for conve- 
nience, could have also been described to use an asynchronous reset rather than a synchro- 
nous reset, as shown in Figure 3.29(b). 

Whether designers should use synchronous or asynchronous resets is a hotly debated 
subject in the design community. Each approach has pros and cons. For example, asynchro- 
nous resets can reset a circuit even if the clock is not functioning. On the other hand, syn- 
chronous resets may make timing analysis a bit easier. The debate cannot be settled here. 
The important thing is to be consistent in the use of resets throughout a design. All registers 
should have defined reset behavior that takes priority over normal register behavior, and 
that reset behavior should all be synchronous reset or should all be asynchronous reset. This 
book will use synchronous resets in the remaining examples. 
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3.6 DESCRIBING SAFE FSMS 


A safe FSM is an FSM whose definition is such that if the FSM were to ever enter an ille- 
gal state, the FSM would transition to a legal state. Figure 3.30(a) shows an unsafe FSM. 
The FSM uses a two-bit state encoding but has only three states, resulting in one illegal 
state encoded as “//”. Such an illegal state is also called an unreachable state. In theory, an 
illegal state can never be reached during operation of the FSM. In practice, however, such a 
state may be reached due to a circuit error. For example, severe electrical noise could result 
in a bit change from 0 to 1 or vice versa. If an illegal state is reached, the FSM’s behavior is 
undefined. A circuit synthesized for that FSM could conceivably get stuck in such an illegal 
state (or begin transitioning among illegal states). 


Inputs: b; Outputs: x Inputs: b; Outputs: x 
x=0 


(a) (b) 


Figure 3.30 Unsafe versus safe FSMs: (a) Unsafe FSM may get stuck in an undefined state (“JJ”), 
(b) Safe FSM explicitly transitions from undefined states back to a defined state. 


Figure 3.30(b) shows a safe version of the same FSM, in which the illegal state is 
explicitly included in the FSM. That state transitions to state Off, while outputting x=0. 
Although the state looks odd due to having no transitions leading to the state, remember 
that the state can only be reached due to a circuit error. 

Figure 3.31(a) shows a description of an unsafe FSM in VHDL. Only the legal states 
appear in the description. Synthesis of a controller from this FSM might result in the cre- 
ation of an unsafe controller. Some synthesis tools support a “safe” synthesis option that 
automatically converts an unsafe FSM description into a safe FSM during synthesis. 

In contrast, Figure 3.31(b) explicitly describes safe FSM. The description makes use of 
an OTHERS choice in a case statement. A case statement may contain one OTHERS 
choice, which must be the last choice of the case statement, and which is chosen only if 
none of the earlier choices match. 

Note that the OTHERS approach enables safe FSM description even before the FSM 
states have been encoded. 

Good practice dictates including an OTHERS choice in all state machines. One might 
believe that the OTHERS choice is not needed if the number of states is a power of two. 
However, before states have been encoded, there is no guarantee that a synthesis tool will 
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CombLogic: PROCESS (Currstate, b) 


CombLogic: PROCESS (Currstate, b) BEGIN 
CASE Currstate IS 
pect WHEN S_Off 
CASE Currstate IS = ae 
WHEN S_Off => arm : 
' IF (b = '0') THEN 
x <= '0O'; ££ 
IF (b = '0') THEN wee ites <= S_Off; 
Nextstate <= S_Off; wextutat = we Gat 
ELSE Soy ie oa ‘ 
Nextstate <= S_On1; eerie G < = 
END IF; ne 
x <= '1'; 
WHEN S_Onl1 => 
; Nextstate <= S_ On2; 
x <= '1'; 


Nextstate <= S On2; WHEN areas 
WHEN S_On2 => x <= : 
, Nextstate <= S Off; 
x <= 1'; 


Nextstate <= S Off; WHEN OTHERS => 


END CASE; : 5 Hees ees 
END PROCESS CombLogic; extstate <= S_ ; 
END CASE; 


END PROCESS CombLogic; 


(a) (b) 


Figure 3.31 Unsafe versus safe FSM descriptions: (a) Unsafe FSM description only lists legal 
states, (b) Safe FSM description uses OTHERS choice in CASE statement to cover illegal states, 
which all would transition back to S_Off. 


encode states using the minimum number of bits. The tool might, for example, encode 
states using a one-hot encoding, which uses as many bits as there are states in the FSM. 
Such an encoding will have numerous illegal states. Using an OTHERS choice ensures that 
an illegal state will have a defined transition back to a legal state. Thus, including an OTH- 
ERS choice is likely wise for all state machines. 
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Datapath Components 


4.1 MULTIFUNCTION REGISTERS 


The previous chapter showed a register that had only a reset contro] input. A more 
general register may have more control inputs, such as load, shift right, and shift 
left control inputs, along with data inputs when shifting right or left. Such a multi- 
function register appears in Figure 4.1(a), with the register’s operations appearing 
in Figure 4.1(b). 

Describing a multifunction register could be done structurally, by connecting 
four flip-flops, four muxes, and combinational logic to convert the control inputs 
into mux select inputs. 

The register can instead be described behaviorally, as shown in Figure 4.2. 
The JF statement maintains the priorities among the control inputs of Figure 
4.1(b), through the ordering of the ELSIF parts. Rst has highest priority, then Ld, 
then Shr, and finally Shi. 


Operation 
0 0 0 Maintain value 
0 0 1 Shift left 
0 1 xX Shift right 
1 xX xX Parallel load 


(a) (b) 


Figure 4.1 A multifunction register: (a) block diagram, (b) operation table. 
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LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


ENTITY MfReg4 IS 
PORT (I: IN std_logic_vector(3 DOWNTO 0); 
Q: OUT std_logic_vector(3 DOWNTO 0); 
Ld, Shr, Shl, Shr_in, Shl_in: IN std_logic; 
Clk, Rst: IN std_logic ); 
END MfReg4; 


ARCHITECTURE Beh OF MfReg4 IS 
SIGNAL R: std_logic_vector(3 DOWNTO 0); 
BEGIN 
PROCESS (Clk) 
BEGIN 
IF (Clk = '1' AND Clk'EVENT) THEN 
IF (Rst = '1') THEN 
R <= "0000"; 
ELSIF (Ld = '1') THEN 
R <= I; 
ELSIF (Shr = '1') THEN 
R(3) <= Shr_in; R(2) <= R(3); 
R(1) <= R(2); R(O) <= R(1); 
ELSIF (Shl = '1') THEN 
R(0) <= Shl_in; R(1) <= R(2); 
R(2) <= R(1); R(3) <= R(2);7 
END IF; 
END IF; 
END PROCESS; 


Q <= R; 


END Beh; 


Figure 4.2 Multifunction register behavioral description. 


When Shr is ‘J’, the shift is accomplished using four statements that assign 
each bit to the location on the right. Recall that each signal assignment statement 
results in an update of the signal value at the beginning of the next simulation 
cycle, rather than immediately, and thus the order of those assignment statements 
in the description does not matter. 


CONCURRENT SIGNAL ASSIGNMENT STATEMENT 


In the register description of Section 3.1, the output port Q, being a signal, was 
used for the register’s storage. However, the description in Figure 4.2 uses a signal 
R for storage. The reason for using a distinct signal is that the shift operations 
require that the description read the stored value, but an output port, such as port 
Q in Figure 4.2, may not be read. 

Because the register should output the stored value on port Q, a mechanism is 
needed to copy signal R’s value to port Q at all times. The description in Figure 


4.1 Multifunction Registers * 65 


4.2 therefore includes the statement “Q <= R;” near the bottom of the description. 
However, note that the statement is not contained within the process. A signal 
assignment statement appearing outside a process in an architecture is known as a 
concurrent signal assignment statement. A concurrent signal assignment state- 
ment is shorthand notation for another process, executing concurrently with any 
other processes, and being equivalent to a process that has the appropriate sensi- 
tivity list and a single signal assignment statement. The concurrent signal assign- 
ment statement “Q <= R;’ is equivalent to the following process: 


PROCESS (R) 
BEGIN 
O -<=-Ry 


END PROCESS; 


Therefore, whenever R changes, the process executes, and thus the process 
updates Q with the new value of R. Q therefore will change whenever R changes; 
in a sense, Q has been “wired” to R. Note that the process, and hence the concur- 
rent signal assignment, describes a combinational logic process, where the logic is 
simply a wire. 

A concurrent signal assignment statement may include expressions, rather 
than just one signal, on the right hand side, just as may a signal assignment inside 
a process. 

Figure 4.3 shows a partial testbench for Figure 4.2’s multifunction register. 
That testbench is actually very short; a good testbench would test all the control 
inputs, and would test different combinations of those inputs too. Note that the 
testbench initializes all the component inputs and resets the register. The testbench 
then loads “///1”, and then shifts right. 

The waveforms resulting from simulating the multifunction register with the 
given testbench are shown in Figure 4.4. The waveforms show the register being 
cleared to “0000”, then loaded with “J///’, and then shifted right on each of the 
next four clock cycles, resulting in register values of “O11”, “OOII”, “OOOI’’, and 
finally “0000”. 

One might incorrectly assume that another way to update Q with the value of 
R would be to instead add the statement “Q <= R;” as the last statement in the ris- 
ing clock JF statement in the process of Figure 4.2, just before the second “END 
IF;”. However, that approach would not correctly describe the desired behavior. 
Recall that signals assigned in a process do not actually get updated until after the 
present simulation cycle completes. Thus, that last statement added to the process 
would assign Q with the old value of R, and not with the newly-assigned value of 
R. Q would thus not be updated until the next time the process executes, which 
would be on the next rising clock edge, and thus Q’s value would always be one 
cycle behind what the value should be. Alternatively, the concurrent signal assign- 
ment “Q <= R;” is not sensitive to the clock signal, and instead executes when- 
ever R changes (thus executing one delta cycle after R is updated). 


66 * 4 Datapath Components 


ClkProcess: PROCESS 


END PROCESS ClkProcess; 


VectorProcess: PROCESS 

BEGIN 
Rst_s <= '1'; 
I_s <= "0000"; 
Ld_s <= '0'; Shr_s <= '0'; Shl_s <= '0'; 
Shr_in_s <= '0'; Shl_ins <= '0Q'; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
Rst_s <= '0'; 
I_s <= "1111"; Ld_s <= '1'; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
Ld_s <= '0'; Shr_s <= '1'; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
-- Good testbench needs more vectors 
WAIT; 

END PROCESS VectorProcess; 

END TBarch; 


Figure 4.3. Multifunction register testbench. 
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Figure 4.4 Multifunction register waveforms. 
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4.2 ADDERS 


An N-bit adder adds two N-bit binary numbers, resulting in an N-bit binary num- 
ber representing the sum, and resulting in a carry-out bit. The adder may also 
include a carry-in bit. 

One way to describe an N-bit adder is structurally, as a connection of N full- 
adders, where each full-adder itself is described either as a connection of gates or 
perhaps as combinational behavior. Of course, such a structural description repre- 
sents a carry-ripple implementation of an N-bit adder. Other types of adder imple- 
mentations, such as a carry-lookahead adder, would require a different structural 
description. 

Another way to describe an N-bit adder is behaviorally. A behavioral descrip- 
tion could be created to reflect a carry-ripple implementation or a carry-lookahead 
implementation, but a nice feature of a behavioral description is its ability to indi- 
cate just the functionality of an entity (in this case, the adding of two numbers), 
without implying a particular implementation (such as carry-ripple or carry-looka- 
head). 


PROCESSES WITH ARITHMETIC OPERATIONS 


Given two N-bit inputs A and B, the idea of an implementation-neutral behavioral 
adder description is to simply describe the adder as computing the sum A + B. Fig- 
ure 4.5 shows such a description. The adder has two 4-bit input ports A and B, and 
a 4-bit output port S. The architecture consists of a single process, which is sensi- 
tive to inputs A and B. Note that if any bit within A or B changes, the process will 
execute. In particular, not all bits of a vector need to change in order to cause a 
process to execute; only one bit changing within a vector causes the process to 
execute. 


LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 
USE ieee.std_logic_unsigned.ALL; 


ENTITY Add4 IS 
PORT (A, B: IN std_logic_vector(3 DOWNTO 0); 
S: OUT std_logic_vector(3 DOWNTO 0) ); 
END Add4; 


ARCHITECTURE Beh OF Add4 IS 
BEGIN 
PROCESS (A, B) 
BEGIN 
S <= A + B; 
END PROCESS; 
END Beh; 


Figure 4.5 Simple 4-bit adder description. 
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The process uses the signal assignment statement “S <= A + B;”. That state- 
ment applies the addition operation, “+”, to the two std_logic_vector ports A and 
B. That operation was not defined in the package ieee.std_logic_1164.ALL, which 
instead defined Boolean operations like AND, NAND, OR, NOR, XOR, XNOR, 
and NOT, for std_logic and std_logic_vector types. Attempting to compile the 
description using only the ieee.std_logic_1164.ALL package would yield a com- 
piler error stating that “+” is not defined for std_logic_vector. Thus, the descrip- 
tion uses a second package, ieee.std_logic_unsigned.ALL, which defines 
arithmetic operations “+”, “‘-”, “*”, and “/’ (add, subtract, multiply, and divide), 
and relational operations “<“, “<=”, “=”, “>=”, and “>”, for std_logic_vector 
types, assuming the std_logic_vector items are unsigned binary numbers. If the 
items were instead two’s complement (signed) numbers, the description would 
instead use ieee.std_logic_signed.ALL, which defines those same arithmetic and 
relational operations for signed std_logic_vector items. An architecture can only 
use one of those’ two packages,  ieee.std_logic_signed.ALL or 
ieee.std_logic_unsigned.ALL, but can not use both. Otherwise, it would not be 
clear whether operators like “+” should perform signed or unsigned operations. 

Figure 4.6 shows a testbench for the simple 4-bit adder of Figure 4.5. The test- 
bench only includes two vectors. A good testbench would instead have many 


LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


ENTITY Testbench IS 
END Testbench; 


ARCHITECTURE TBarch OF Testbench IS 
COMPONENT Add4 IS 
PORT (A, B: IN std_logic_vector(3 DOWNTO 0); 
S: OUT std_logic_vector(3 DOWNTO 0) ); 
END COMPONENT; 


SIGNAL A_s, B_s, S_s: std_logic_vector(3 DOWNTO 0); 


BEGIN 
CompToTest: Add4 PORT MAP (A_s, B_s, S_s); 


PROCESS 

BEGIN 
A_s <= "0011"; B_s <= "0001"; 
WAIT FOR 10 ns; 
A_s <= "1100"; B_s <= "0011"; 
WAIT FOR 10 ns; 
-- Good testbench needs more vectors 
WAIT; 

END PROCESS; 

END TBarch; 


Figure 4.6 Simple 4-bit adder testbench. 
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more vectors, would use ASSERT statements to check for correct output, and 
would add blank lines between vectors (all of which are omitted for reasons of 
brevity here). The testbench illustrates that the testbench file does not use the 
leee.std_logic_unsigned.ALL package, because the testbench does not use arith- 
metic/relational operators with its std_logic_vector types. If instead the testbench 
used arithmetic/relational operators, such as in an ASSERT statement to check for 
correct output sums, then the testbench would also have to use that package. 

Simulation of the testbench of Figure 4.6 will result in S_s first equaling 
“0011+0001", or “0100”. In other words, 3 + 1 equals 4. After 10 ns, S_s will 
equal “//00+0011”, or “1111”. In other words, 12 + 3 equals 15. 

The above example introduced a four-bit adder with no carry-in bit and no 
carry-out bit. Figure 4.7 illustrates a description having carry-in and carry-out 
bits, Ci and Co, respectively. The description uses a technique that extends inputs 
A and B into 5-bit numbers, adds them and the carry-in to create a 5-bit sum, and 
then splits that 5-bit sum into a 1-bit carry-out bit and a 4-bit sum output. The lan- 
guage features involved in that technique will now be discussed. 


CONCATENATION 


The description in Figure 4.7 uses the concatenation operator. The concatenation 
operator, “&”, combines its left and right bit vectors into one larger bit vector 
value. The description concatenates ‘O’ and the four-bit value of A, resulting in a 


LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 
USE ieee.std_logic_unsigned.ALL; 


ENTITY Add4wCarry IS 
PORT (A, B: IN std_logic_vector(3 DOWNTO 0); 
Ci: IN std_logic; 
S: OUT std_logic_vector(3 DOWNTO 0); 
Co: OUT std_logic ); 
END Add4wCarry; 


ARCHITECTURE Beh OF Add4wCarry IS 
BEGIN 
PROCESS (A, B, Ci) 
VARIABLE A5, B5, S5: 
std_logic_vector(4 DOWNTO 0); 
BEGIN 
A5 := '0' & A; B5 := '0' & B; 
S5 := A5 + B5 + Ci; 
S <= S$5(3 DOWNTO 0); 
Co <= §5(4); 
END PROCESS; 
END Beh; 


Figure 4.7 4-bit adder description with carry-in and carry-out. 
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value consisting of the five bits: “O A(3) A(2) A(1) A(O)”. Thus if A were “OOI1”, 
the result of the concatenation would be “000/11”. 

Concatenation is needed in the description to compute the carry-out bit. If the 
description had merely computed the sum as “S <= A + B + Ci;”, the result would 
have been the correct four-bit sum, but the carry-out bit would not have been com- 
puted. Thus, the description first converts the four-bit A and B operands into five- 
bit operands A5 and B5 by using the concatenation operator. The description then 
adds A5 + B5 + Ci into a five-bit value S5— the fifth bit of $5, namely S5(4), will 
represent the carry-out bit of the four-bit addition. Finally, the description sets the 
sum § to the lower four bits of $5, namely $5(3 DOWNTO 0), and sets the carry- 
out bit Co to the fifth bit of $5, namely S5(4). 


VARIABLES 


The description in Figure 4.7 uses a new type of declared object known as a vari- 
able. A variable declaration declares a new storage item and is similar to a signal, 
except for the important distinction that a variable does not have a time aspect. A 
variable is defined within a process between the process declaration and the pro- 
cess’ begin statement, and can only be accessed within the process in which the 
variable is defined. (Note: The most modern version of VHDL allows for pro- 
cesses to share variables, but we do not discuss that advanced feature here.) The 
description first declares a 5-bit std_logic_vector variable, named A5, using the 
statement “VARIABLE AS: std_logic_vector(4 DOWNTO 0);”. Similarly, the 
description further declares two additional variables B5 and $5. 

The three variables declared within the process are used to calculate the sum 
and carry-out bits for the 4-bit adder. As previously described, A5 and B5 are 
assigned 5-bit versions of the inputs A and B, respectively. Variable assignment 
uses the operator “:=” instead of the signal assignment operator “<=”. Using the 
variable assignment operator for assigning a value to a signal, and vice versa, will 
result in a compilation error. 

The language uses different operators primarily for clarity, so that one can 
immediately distinguish whether an assignment is to a variable or to a signal. 
Such distinction is important because, unlike signal assignments, variable assign- 
ments take effect immediately. The description in Figure 4.7 first assigns the con- 
catenation of ‘0’ and the four-bit input A to the variable A5 and assigns the 
concatenation of ‘0’ and the four-bit input B to the variable B5. Because variables 
(unlike signals) do not have a time aspect, the variables are updated immediately 
as a process executes, not at the beginning of the next simulation cycle. Thus, the 
description can immediately use the values assigned to A5 and B5 to compute the 
5-bit sum as “S5 := A5 + B5 + Ci;”. By defining S5 as a variable, the description 
can access the updated sum value in order to separate it into the final 4-bit sum 
output, S, and the carry-out output, Co. 

Figure 4.8 shows a testbench for the 4-bit adder with carry-in and carry-out of 
Figure 4.7. The testbench only includes two vectors. As mentioned before, a good 
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LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


ENTITY Testbench IS 
END Testbench; 


ARCHITECTURE TBarch OF Testbench IS 
COMPONENT Add4wCarry IS 
PORT (A, B: IN std_logic_vector(3 DOWNTO 0); 
Ci: IN std_logic; 
S: OUT std_logic_vector(3 DOWNTO 0); 
Co: OUT std_logic ); 
END COMPONENT ; 


SIGNAL A_s, B_s, S_s: std_logic_vector(3 DOWNTO 0); 
SIGNAL Ci_s, Co_s: std_logic; 


BEGIN 
CompToTest: Add4wCarry 
PORT MAP (A_s, B_s, Ci_s, S_s, Co_s); 


PROCESS 

BEGIN 
A_s <= "0011"; B_s <= "0001"; Ci_s <= '1'; 
WAIT FOR 10 ns; 
A_s <= "1100"; B_s <= "0011"; Ci_s <= '0'; 
WAIT FOR 10 ns; 
-- Good testbench needs more vectors 
WAIT; 

END PROCESS; 

END TBarch; 


Figure 4.8 Testbench for 4-bit adder with carry-in and carry-out. 


testbench would have many more vectors, and would also use ASSERT statements 
to check for correct output. Simulation of the testbench of Figure 4.8 will result in 
S_s first equaling “001/+0001+1”, or “O1OI’. In other words, 3 + 1 + 1 equals 5. 
After 10 ns, S_s will equal “//00+0011+0”, or “J111”. In other words, 12 +3 +0 
equals 15. 


4.3 SHIFT REGISTERS 


Figure 4.1 presented a multifunction register, which included shift left and shift 
right operations. If one only requires that the input be serially shifted into the reg- 
ister, a simpler shift register description could be created. Figure 4.9(a) shows a 
simple 4-bit right shift register, with control input Shr, data input Shr_in, and par- 
allel 4-bit output Q. Figure 4.9(b) shows the register’s operations. On every clock 
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Retain Value 
1 Shift right 


(b) 
Figure 4.9 4-bit shift register: (a) block diagram, (b) operation table. 


cycle that the Shr control input is ‘/’, the register shifts the contents one position 
to the right and loads Shr_in into the leftmost bit. 

Similar to the multifunction register description of Figure 4.1, the description 
for the 4-bit shift register in Figure 4.10 declares a signal R as a 4-bit 
std_logic_vector, with that signal being used to store the register contents. The 
concurrent signal assignment statement “Q <= R;” is used to assign the register 
contents to the output Q. The description performs shifting by assigning the value 
for each register bit independently as an individual statement, thereby requiring 
four separate statements to perform the right shift operation. Although such a 
description is correct, assigning each bit individually results in excessive code for 
larger registers. For example, a 32-bit shift register would 32 assignment state- 
ments. Not only is such code less readable, but such code may contain errors due 
to cut-and-paste-and-revise errors or due to simply typing the wrong bit number in 
one of those statements. 

Alternatively, the shift operation could be achieved by concatenating each bit 
of the register together using a single assignment statement: “R <= Shr_in & R(3) 
& R(2) & R(/);”. While simpler and more compact than individual assignment 
statements, using concatenation is still time-consuming and error prone, as one 
has to manually enter the bits in the proper order. A loop statement can yield a bet- 
ter description. 


PROCESSES WITH FOR LOOP STATEMENTS 


Consider a 32-bit version of the shift register of Figure 4.9. Assigning individual 
bits of the register is very time-consuming. For larger register sizes, a simpler and 
more compact description utilizes a Joop to assign the bits. A loop statement 
defines a sequence of statements that will be executed repeatedly some number of 
times. The loop statement contains several items: the loop type, which can be 
either FOR or WHILE; the loop parameter, which controls how many times the 
loop will be executed; and the sequence of statements to be execute during each 
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LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


ENTITY ShiftReg4 IS 
PORT (Q: OUT std_logic_vector(3 DOWNTO 0); 
Shr, Shr_in: IN std_logic; 
Clk, Rst: IN std_logic ); 
END ShiftReg4; 


ARCHITECTURE Beh OF ShiftReg4 IS 
SIGNAL R: std_logic_vector(3 DOWNTO 0); 


BEGIN 
PROCESS (Clk) 
BEGIN 
IF (Clk = '1' AND Clk'EVENT) THEN 
IF (Rst = '1') THEN 
R <= "0000"; 
ELSIF (Shr = '1') THEN 
R(3) <= Shr_in; R(2) <= R(3); 
R(1) <= R(2); R(O) <= R(1); 
END IF; 
END IF; 
END PROCESS; 
Q <= R; 
END Beh; 


Figure 4.10 4-bit shift register. 


loop iteration. The following discussion describes FOR loops. WHILE loops, will 
be discussed in a later section. 

A FOR loop is a loop that executes a discrete number of times as specified by 
the loop parameter. The loop parameter of a for loop defines the parameter identi- 
fier and a range of numbers over which the loop will iterate. For example, the loop 
declaration “FOR index IN 0 TO 3 LOOP” defines a FOR loop with a loop param- 
eter identifier named index that will iterate from 0 to 3. The FOR loop will exe- 
cute a total of four times, during which index will have the values of 0, 1, 2, and 3. 
The FOR loop executes the statement within the body of the loop between the 
loop declaration and the “END LOOP,” statement. Nested loops are allowed, but 
care must be taken to ensure that all loop parameter identifiers are unique. 

Figure 4.11 describes a 32-bit shift register using a FOR loop to perform the 
right shift operation. The shift register includes a reset input, Rst, that when ‘7’, 
will reset the contents of the register to all Os upon a rising clock edge. 

Within the “JF (Rst = 'l') THEN” statement, the description resets the con- 
tents of the register by assigning R the hexadecimal value “ X”"00000000" ”. A 
hexadecimal number describes a number in base 16 format, and is convenient for 
describing long binary constants. The format involves placing an “X” before a 
vector string. Each character in the subsequent vector string will be considered a 
hexadecimal digit. Thus, the assignment, “R <= X"00000000"; ” is equivalent to 
the bitwise assignment “R <= "OOO00000000000000000000000000000"; ”’. 
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LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


ENTITY ShiftReg32 IS 
PORT (Q: OUT std_logic_vector(31 DOWNTO 0); 
Shr, Shr_in: IN std_logic; 
Clk, Rst: IN std_logic ); 
END ShiftReg32; 


ARCHITECTURE Beh OF ShiftReg32 IS 
SIGNAL R: std_logic_vector(31 DOWNTO 0); 


BEGIN 
PROCESS (Clk) 
BEGIN 
IF (Clk = '1' AND Cl1k'EVENT) THEN 
IF (Rst = ‘'1') THEN 
R <= X"00000000"; 
ELSIF (Shr = '1') THEN 
R(31) <= Shr_in; 
FOR index IN 0 TO 30 LOOP 
R(index) <= R(index+1) ; 
END LOOP; 
END IF; 
END IF; 
END PROCESS; 
Q <= R; 
END Beh; 


Figure 4.11 32-bit shift register description using a FOR loop. 


Although the FOR loop will execute the loop one iteration at a time, during 
synthesis the for loop will be expanded, or unrolled, such that all iterations of the 
loop will be executed simultaneously. For the shift register description, the result- 
ing synthesized circuit would be equivalent to the synthesized hardware circuit 
had the description specified 32 separate assignments, one for each bit of the shift 
register. 

The description in Figure 4.11 performs the right shift operation by first 

assigning the input data Shr_in to the leftmost bit of the register contents R, using 
the statement “R(31) <= Shr_in;”. The remaining lower 31 bits of the register will 
be assigned using a FOR loop. The loop is declared as “FOR index IN 0 TO 30 
LOOP” and contains a single signal assignment statement, “R(index) <= 
R(index+1);”. During each iteration of the loop, the assignment statement within 
‘the loop will assign to the bit at the current position, index, the value currently 
stored in the next highest bit location, index+]. For example, if index were cur- 
rently equal to 2, the statement “R(index) <= R(index+1);” would be equivalent 
to the statement “R(2) <= R(3);”, which is how the 4-bit shift register description 
of Figure 4.10 assigned the individual bits. After executing the loop, all bits of the 
register contents R will have been assigned. 
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VectorProcess: PROCESS 
BEGIN 
Rst_s <= '1'; 
Shr_s <= '0'; Shr_in_s <= '0'; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
Rst_s <= '0O'; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
Shr_s <= '1'; Shr_in_s <= '1'; 
FOR index IN 0 TO 15 LOOP 
WAIT UNTIL Clk _s='1' AND Clk _s'EVENT; 
END LOOP; 
WAIT FOR 5 NS; 
ASSERT Qs = X"FFFFO0000" 
REPORT "Failed Q=FFFF0000"; 
Shr_s <= '1'; Shr_in_s <= '0'; 
FOR index IN 0 TO 15 LOOP 
WALT UNTIL Clk_s='1' AND Clk_s'EVENT; 
END LOOP; 
WAIT FOR 5 NS; 
ASSERT Q 8s = X"0Q000FFFF" 
REPORT "Failed Q=0000FFFF"; 
Shr_s <= '0Q'; 
WAIT; 
END PROCESS VectorProcess 


Figure 4.12 32-bit shift register testbench. 


The description again uses a concurrent signal assignment statement “Q <= 
R;”’ to assign the register contents to the output Q. 

Note that the loop only iterates from 0 to 30, and not over all bits of the regis- 
ter, 0 to 31. This is because the leftmost, or highest-order, bit gets its value from 
the input Shr_in, and thus need not be assigned within the FOR loop. If the shift 
register were instead designed to shift left into the register, the FOR loop would 
instead be declared as “FOR index IN 1 TO 31 LOOP’”’, iterating from 1 to 31 and 
assigning the rightmost, or lowest-order, bit using a separate assignment state- 
ment. 

A partial testbench for the 32-bit shift register appears in Figure 4.12. The 
testbench first rests the register contents by setting Rst_s to ‘J’, and waits for one 
clock cycle. Next, the testbench enables the shift operation by setting Shr_s to ‘1’, 
and sets the data input to ‘J’. The testbench then waits for sixteen clock cycles, 
which will result in shifting a total of sixteen /s into the register. Instead of hard 
coding sixteen “WAIT UNTIL Clk_s='I' AND Clk_s'EVENT,” statements, the 
testbench also uses a FOR loop, which executes sixteen times over the range 0 to 
15 and includes only one wait statement. Because the loop parameter identifier 
itself is not used within the FOR loop, that loop could have declared the loop to 
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iterate over any range of size sixteen, such as 100 to 115, or 2 to 17. However, 
good practice dictates using a range whose purpose clearly indicates sixteen itera- 
tions, such as 0 to 15, or perhaps 1 to 16. 

After shifting in sixteen /s, the testbench verifies the register’s output using 
an ASSERT statement to compare Q_s with the expected output value of 
“X"FFFFOO0O" ”’, reporting “Failed Q=FFFFOOO0” if the assert statement fails. 

Using a similar approach, the testbench subsequently shifts in sixteen Os and 
verifies the register output using an ASSERT statement to compare the register 
output with the hexadecimal value “X"0000F FFF" ”. The testbench then disables 
the shift control input by setting Shr_s to ‘0’ and executing the statement ““WAIT;”’. 


JUL 


[SIMUL] FILE INPUT/OUTPUT AND SUBPROGRAMS 


As designs become more complex and have larger data width for inputs, outputs, 
and internal signals, specifying a robust set of test vectors with a testbench can 
become difficult and time-consuming. Thus, as the number of required test vec- 
tors increases, designing testbenches using a large sequence of signal assign- 
ments, wait statements, and assert statements, may become more difficult. 
Consider the 32-bit shift register design presented in Figure 4.11 and the corre- 
sponding testbench appearing in Figure 4.12. Creating a more robust testbench 
that shifts into the register several distinct 32-bit values would require hundreds of 
lines of code. For example, shifting in just one distinct 32-bit test vector requires 
64 statements—32 assignment statements assigning the shift data input for each 
bit, with each assignment followed by a WAIT statement to wait for the next ris- 
ing clock edge. Defining 100 such vectors would require 64*100 = 6,400 state- 
ments. 

The approach for testing an entity can be improved by reading the test vectors 
from an input file. A file is a document located on the host computing system, 
which can be read from or written to within the testbench. Using a file allows for 
easy inclusion of new test vectors into an existing test vector file, and allows for 
use of different files that test different design aspects or scenarios. Furthermore, 
new vectors can be added to the input file without requiring re-compilation in 
order to re-simulate. 

Figure 4.13 shows a testbench that reads test vectors from a file for the 32-bit 
shift register of Figure 4.11, showing only the testbench vector process. The vec- 
tor process will read several test vectors from the input file, where the vector file 
specifies the bits that will be shifted into the register during simulation. The 
description uses the package std.textio.ALL, which defines the file type and the 
supporting subprograms needed to read from a file, specifically file_open(), 
file_close(), endfile(), readline(), and read(). A subprogram may be either a pro- 
cedure or a function. A procedure is accessed using a procedure call, which is a 
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USE std.textio.ALL; 
VectorProcess: PROCESS 
FILE vectorfile: text; 
VARIABLE inputline: line; 
VARIABLE inputbit: bit; 
BEGIN 
file _open(vectorfile, "vectors.txt", 
read_mode) ; 
Rst_s <= '1'; 
Shr_s <= '0'; Shr_ins <= '0'; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
Rst_s <= '0'; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
Shr_s <= '1'; 
WHILE NOT endfile(vectorfile) LOOP 
readline(vectorfile, inputline) ; 
FOR i IN inputline'RANGE LOOP 
read(inputline, inputbit); 


IF inputbit = '1' THEN 
Shr_in_s <= '1'; 
ELSE 
Shr_in_s <= '0'; 
END IF; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
END LOOP; 
END LOOP; 


file _close(vectorfile); 
Shr_s <= '0Q'; 
WAIT; 

END PROCESS VectorProcess; 


Figure 4.13 32-bit shift register testbench with file input. 


statement. A function is accessed using a function call, which is an expression 
and thus returns a value. 

The description first declares the file using a file declaration statement. A file 
declaration statement defines a file identifier and the file type. The testbench 
declares the file as “FILE vectorfile: text;”, which defines a file with the identifier 
vectorfile with a file type of text. A text file is a file that contains an arbitrary num- 
ber of text (known as “ASCII’) characters. The text file type is a very convenient 
file type to use as one can edit a text file with any text editor. The file declaration 
is specified within the vector process between the PROCESS declaration and the 
process BEGIN statement, much in the same way as a variable declaration. The 
testbench also declares two variables, inputline and inputbit, of types line and bit 
respectively, needed for reading the input from the file. The line type is defined 
within std.textio.ALL and represents a single line that can be read from or written 
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to a file. The bit type is a pre-defined type similar to std_logic but can only repre- 
sent logic values of ‘0’ and ‘/’ 

The testbench first opens a file by using the file_open() procedure call, before 
reading or writing to the file. The file_open() procedure requires three parameters, 
a file identifier, the name of the file on the host computing systems, and the file 
access mode. The file access mode can be either read_mode, write_mode, or 
append_mode depending on whether the file will be used for input, output, or 
being appended. The testbench includes the statement “file_open(vectorfile, “vec- 
tors.txt", read_mode);” that opens the file named “vectors.txt’ on the host com- 
puter system, associates the file with the identifier vectorfile, and opens the file for 
reading. 

Before reading from the file, the testbench resets the register contents to 0 by 
setting the Rst_s signal to ‘J’. The description then sets Shr_s to ‘J’ to begin shift- 
ing bits into the register. The testbench repeatedly reads bits from vectorfile and 
shift those bits into the register until reaching the end of the file. The testbench 
uses a WHILE loop. A WHILE loop is a loop that continues to execute its state- 
ments as long as the loop’s condition evaluates to true. The loop condition is a 
Boolean expression that appears between the “WHILE” and “LOOP” words of a 
loop declaration, with that condition controlling the execution of the loop. The 
execution of a WHILE loop is similar to the execution of the previously-presented 
FOR loop, with the main difference being that the WHILE loop execution is not 
controlled by a discrete range, but rather by the loop condition. Thus, the number 
of times a WHILE loop executes may not be known until the loop is actually exe- 
cuted. 

The testbench of Figure 4.13 defines a WHILE loop that executes until reach- 
ing the end of vectorfile. The WHILE loop is declared as “WHILE NOT ena- 
file(vectorfile) LOOP.”’, where the loop condition is the Boolean expression “NOT 
endfile(vectorfile)’. The endfile() function returns true if the end of the specified 
file has been reached, and returns false otherwise. 

While the end of the vectorfile has not been reached, the description uses the 
readline() procedure to read one line at a time from the file. The readline() proce- 
dure requires two parameters, a file parameter and a parameter of type line. The 
procedure call statement “readline(vectorfile, inputline);” reads a single line from 
vectorfile and stores the line into the variable inputline. The file input and output 
support within the package std.textio.ALL only provides the readline() procedure 
for reading from files, and does not directly support the reading of individual bits. 
As each line is read from the input file, the testbench needs to use the read() pro- 
cedure to read the individual values from the input line. 

The testbench uses a FOR loop to access the individual bits of inputline. 
Recall that a FOR loop’s loop parameter must be defined as a discrete range. 
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Thus, the FOR loop is declared as “FOR i IN inputline'RANGE LOOP ”,, where 
“inputline’RANGE” specifies the number of characters within that line as a dis- 
crete range. Within the FOR loop, the testbench reads each bit from inputline with 
the statement “read(inputline, inputbit);”. The read() procedure takes two param- 
eters, a /ine parameter from which to read and an object into which the procedure 
will store the value read from the line. The description reads an individual bit 
from inputline and stores the value in the variable inputbit, of type bit. The read() 
procedure is also defined for other types, including bit_vector and character, 
among others. 

The testbench can now write the bit read from the input file to the Shr_in_s 
signal. However, the bit type and std_logic type are not compatible—the direct 
assignment of a bit to a std_logic, such as “Shr_in_s <= inputbit;”, is not allowed. 
Instead, the testbench uses an IF statement to assign the value to Shr_in_s. If 
inputbit is equal to ‘/’, the IF statement executes the statement “Shr_in_s <= 
']';”. Otherwise, the testbench executes the ELSE portion of the IF statement, set- 
ting Shr_in_s to ‘O’. After assigning the shift input data, the testbench will wait 
until the next rising clock edge before reading the next bit value from the input 
line, thereby shifting in each bit from the input file into the shift register. 

Once the end of the file is reached, the WHILE loop completes and the test- 
bench closes the input file using the file_close() procedure. The file_close() proce- 
dure takes a file identifier as its sole parameter and closes the file, thus 
disallowing further reading from the file. 

Defining the vectors within the vectors. txt file allows easy changes to the sim- 
ulated behavior of the testbench. For example, consider the case when the con- 
tents of vectors.txt file is: 


st Ko 29 Kt pd Ee sl 
0000000000000000 


During simulation, the testbench reads the bits from the file and shifts those bits 
into the shift register. This input file will first shift sixteen /s into the register, fol- 
lowed by sixteen Os. The resulting simulation waveform will be identical to the 
waveform generated from the original testbench that appeared in Figure 4.12. 

Figure 4.14 shows the simulation waveform for a 32-bit shift register when 
the contents of vectors.txt are: 


Ad 
00 


Notice the four bit values of ‘/’, ‘J’, ‘0’, and ‘0’ being shifted into the register. 
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Figure 4.14 32-bit shift register waveform for give vectors. 


[SYNTH] COMMON PITFALL 


Creating a loop that cannot be unrolled 


A common pitfall involves creating an un-synthesizable loop in a description 
intended for synthesis. In a description intended for synthesis, a loop should be 
considered merely as a shorthand description for a longer sequence of statements. 
Consider the FOR loop from Figure 4.11, which 1s shown again in Figure 4.15 for 
convenience. That loop is a shorthand description for 31 signal assignment state- 
ments: “R(O) <= R(1);”, “R(1) <= R(2);”, ..., “R(30) <= R(31);”. A synthesis tool 
would in fact “wnroll’” that FOR loop into the equivalent 31 statements that are 
shown in Figure 4.15. Those statements describe 31 concurrent updates (recall 
that the order of such statements does not matter) that should occur during a clock 
cycle of the register that was described in Figure 4.11. The tool is able to unroll 
the FOR loop because the FOR loop contains clearly indicated bounds of 0 (the 
lower bound) and 30 (the upper bound). To unroll the loop, the tool simply repli- 
cates the loop body 31 times, and for each replicated body instance, the tool 
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FOR index IN 0 TO 30 LOOP 
R(index) <= R(index+t1) ; 
END LOOP; 


Unrolling 


R(0O) <= R(1); 
R(1) <= R(2); 


R(30) <= R(31); 


Figure 4.15 A loop must be un-rollable if the loop is to be synthesized. 


replaces the identifier index by the value corresponding to that instance (0 for the 
first instance, 1 for the second instance, etc.). 

A common pitfall is to not indicate the bounds of a loop in a manner that a 
synthesis tool can readily recognize those bounds. If a tool cannot recognize the 
loop bounds, then the tool does not know how many times to unroll the loop and 
thus cannot unroll the loop. For example, if the loop were described as “FOR 
index IN 0 TO Regwidth LOOP ”’, and Regwidth were declared as anything other 
than a constant (e.g., as a signal, port, or variable), then a synthesis too] might not 
be able to determine the value of Regwidth and thus might not be able to unroll the 
loop. If an RTL synthesis tool cannot unroll a loop, the tool cannot synthesize the 
loop. 

WHILE loops are also generally not synthesizable, because synthesis tools 
generally are not able to unroll such loops due to not recognizing the loop bounds. 
Some synthesis tools are actually able to unroll certain types of WHILE loops that 
are essentially equivalent to FOR loops, such as the following example of a 
WHILE loop: 


index := 0; 
WHILE (index < 31) LOOP 
-- loop statements 
index := index + 1; 
END LOOP; 


Assuming that index is declared as an integer variable, a tool might recognize that 
the WHILE loop is equivalent to the above mentioned FOR loop, and thus a tool 
might unroll the loop. However, because many synthesis tools will not recognize 
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the WHILE loop as unrollable, it is best to only use FOR loops with explicit 
bounds in descriptions intended for synthesis. 

Figure 4.12 and Figure 4.13 also used loops. However, whether or not those 
loops can be unrolled is not relevant, because those loops appear in a testbench, 
which will not be synthesized. 


4.4 COMPARATORS 


An N-bit comparator compares two N-bit numbers A and B and indicates whether 
A is greater than, less than, or equal to B. Creating a behavioral description for 
either two unsigned numbers, or for two signed numbers, should be straightfor- 
ward based on earlier discussions. However, creating a behavioral description of a 
special comparator (used mainly for demonstration purposes here) that compares 
an unsigned number A with a signed number B is not obvious, and thus will be 
discussed in this section. 

Section 4.2 presented a behavioral description of a 4-bit adder in which the 4- 
bit std_logic_vector inputs and outputs were treated as unsigned values by using 
the package ieee.std_logic_unsigned.ALL. That section also mentioned that using 
leee.std_logic_signed.ALL would have treated std_logic_vector as signed num- 
bers. However, those packages do not allow the use of both unsigned and signed 
numbers within the same architecture. 

Sometimes such simultaneous use of unsigned and signed logic vectors is 
indeed required within a single architecture, as would be the case for a 4-bit mag- 
nitude comparator that compares an unsigned 4-bit number A with a signed 4-bit 
number B. A block diagram of that comparator appears in Figure 4.16(a). 


UNSIGNED AND SIGNED NUMBERS 


A solution to using both signed and unsigned logic vectors in the same architec- 
ture is to use the package ieee.std_logic_arith.ALL, which includes two logic vec- 
tor types named signed and unsigned, and also defines operators +, -, *,/, <, <=, 
=, >=, and > for any combination of unsigned and signed operands. For example, 
the package defines the + operator for adding two unsigned numbers, two signed 
numbers, or an unsigned and signed number (in either order). 

Figure 4.16(b) illustrates use of those types to describe the special comparator 
introduced above. The description declares port A as type unsigned, and declared 
port B as type signed. The description then uses the comparison “A < B”, which 
will correctly compare the unsigned and signed items. Although the description 
does not do so, objects of unsigned or signed type may have individual bits 
accessed just like for std_logic_vector, e.g., A(2) corresponds to the value of bit 2 
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a3 a2 al a0 


b3 b2b1 bO Gt 


4-bit magnitude comparator Eq 
Lt 


(a) 


LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 
USE ieee.std logic arith.ALL; 


ENTITY Comp4 IS 
PORT (A: IN unsigned(3 DOWNTO 0); 
B: IN signed(3 DOWNTO 0); 
Gt, Eq, Lt: OUT std_logic ); 
END Comp4; 


ARCHITECTURE Beh OF Comp4 IS 
BEGIN 
PROCESS (A, B) 
BEGIN 
IF (A < B) THEN 
Gt<='0'; Eq<='0'; Lt<='1'; 
ELSIF (A > B) THEN 
Gt<='1'; Eq<='0'; Lt<='0'; 
ELSE 
Gt<='0O'; Eq<='1'; Lt<='0'; 
END IF; 
END PROCESS; 
END Beh; (b) 


Figure 4.16 4-bit comparator: (a) block diagram, (b) description using both unsigned and 
signed types in one architecture. 


in the 4-bit unsigned vector A. The remainder of the description in Figure 4.16 is 
straightforward. 

Figure 4.17 shows a testbench for the comparator. The testbench also uses the 
package ieee.std_logic_arith.ALL so that the component port types of unsigned 
and signed are recognized, and so that signals of those types can be declared for 
use by the vector process. The testbench includes vectors that test both positive 
and negative values of B, and includes vectors in which A is greater than, less 
than, and equal to B. 

One may wonder why one would ever use the earlier-introduce packages 
ieee.std_logic_unsigned and_ ieee.std_logic_signed when the package 
leee.std_logic_arith handles both unsigned and signed numbers. The drawback of 
using ieee.std_logic_arith is that its types signed and unsigned are not compatible 
with the widely-used type std_logic_vector. 
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LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 
USE ieee.std _ logic_arith.ALL; 


SIGNAL A_s: unsigned(3 DOWNTO 0); 
SIGNAL B_s: signed(3 DOWNTO 0); 
SIGNAL Gt_s, Eq_s, Lt_s: std_logic; 


BEGIN 
CompToTest: Comp4 PORT MAP (A_s, B_S, 
Gt_s, Eq_s, Lt_s); 


PROCESS 

BEGIN 
A_s <= "0011"; B_s <= "0001"; 
WAIT FOR 10 ns; 
A_s <= "1111"; B_s <= "0111"; 
WAIT FOR 10 ns; 
A_s <= "0111"; B_s <= "1011"; 
WAIT FOR 10 ns; 
A_s <= "0001"; B_s <= "0010"; 
WAIT FOR 10 ns; 
A_s <= "0001"; B_s <= "0001"; 
WAIT FOR 10 ns; 
A_s <= "0000"; B_s <= "1111"; 
WAIT FOR 10 ns; 
WAIT; 

END PROCESS; 

END TBarch; 


Figure 4.17 4-bit comparator testbench. 


Although packages ieee.std_logic_unsigned, ieee.std_logic_signed, and 
ieee.std_logic_arith all have “ieee” at the beginning of their names, they are not 
actually IEEE standards. They were instead developed by a particular company 
(Synopsys), and made available for public use. As such, specific implementations 
of those packages by different companies could have variations. An IEEE stan- 
dard does exist to deal with signed and unsigned numbers, embodied in the pack- 
ages ieee.numeric_bit and ieee.numeric_std, but tool support for those packages, 
at the time of this book’s writing, is not widespread. Future evolution of the pack- 
ages and tools may result in changes to handling of signed and unsigned numbers. 


4.5 REGISTER FILES 


A register file can provide for compact storage when a design contains multiple 
registers. Register files come in different sizes. A 4x32 register file has 4 registers, 
each being 32 bits wide. Figure 4.18(a) shows a structural design of a 4x32 regis- 


4.5 Register Files * 85 


R_data 


(Oye _R_addr 


R_en 


c=1:q=d d——eq 
c=0: q="2’ d—=, oq 
like no connection 


(b) 


Figure 4.18 Register file: (a) 4x32 register file, (b) functionality of three-state buffers, 
used to enable wiring together of register outputs. 


ter file having what is known as one “write port” and one “read port’ (not to be 
confused with VHDL ports). 

The register file design uses two 2x4 decoders with enable. Chapter 2 pro- 
vided the description of a 2x4 decoder. Adding an enable input, which when ‘0’ 
causes all decoder outputs to be ‘0’, would be a simple extension of that descrip- 
tion. 

The register file design also uses three-state buffers (each buffer shown in the 
figure actually corresponds to 32 buffers), whose functionality is illustrated in 
Figure 4.18(b). When the control input is ‘J’, the buffer passes its data input to its 
output. However, when the control input 1s ‘0’, the buffer outputs a special value 
known as “high impedance” and written as ‘Z’. A wire with a high impedance 
value essentially appears to be disconnected from other wires to which it is actu- 
ally connected. The purpose of the three-state buffers is to allow the register out- 
puts to simply be wired together to form a bus, rather than being fed through a 
large and slow multiplexor before reaching the read port’s data output. Such bus 
wiring works correctly only if the design is such that no more than one register 
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Figure 4.19 Register with output enable: (a) block diagram, (b) output enable 
functionality. 


can ever output non-high-impedance values onto the bus. The decoder ensures 
such behavior. 

The register file design in Figure 4.18 also contains a signal-strengthening 
driver, but we can omit that from a register file description, as such drivers would 
automatically be inserted by a synthesis tool. 

The three-state buffers can be treated as internal parts of the registers. Thus, 
the register file design would require the design of a 32-bit register component 
having a load control input and an output enable control input (and having internal 
three-state buffers). The block diagram and functionality of such a register is 
shown in Figure 4.19. 


HIGH-IMPEDANCE VALUES IN STD_LOGIC AND 
STD_LOGIC_VECTOR 


Figure 4.20 provides a description of a register with output enable. The descrip- 
tion will make use of the fact that the std_logic and std_logic_vector types directly 
support high-impedance values. Objects of those types can be set to ‘Z’ just as 
they could be set to ‘0’ or ‘J’. For example, a signal S of type std_logic could be 
assigned a high-impedance value simply by using the statement “S <= 'Z’;”. Thus, 
the description need not introduce a new logic type, and instead uses 
std_logic_vector for its register output Q. 

The description uses two processes. RegProcess describes the main storage 
and reset behavior of the register, as in previous register descriptions. Note that 
the process includes the statement “R <= (OTHERS=>'0');”. That statement 
assigns Os to all 32 bits of the vector R, essentially having the same behavior as 
the assignment statement “R <= X"00000000";”, but happens to do so using a 
new notation involving “OTHERS”. The notation is a bit awkward due to actually 
being usable in a more general scenario, but the notation is commonly used to set 
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LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


ENTITY Reg32wO0E IS 
PORT (I: IN std_logic_vector(31 DOWNTO 0); 
Q: OUT std_logic_vector(31 DOWNTO 0); 
Oe, Ld: IN std_logic; 
Clk, Rst: IN std_logic ); 
END Reg32w0E; 


ARCHITECTURE Beh OF Reg32w0E IS 
SIGNAL R: std_logic_vector(31 DOWNTO 0); 


BEGIN 
RegProcess: PROCESS (Clk) 
BEGIN 
IF (Clk = '1' AND Clk'EVENT) THEN 
IF (Rst = '1') THEN 
R <= (OTHERS=>'0'); 
ELSIF (Ld = '1') THEN 
R <= I; 
END IF; 
END IF; 


END PROCESS; 


OutputProcess: PROCESS (R, Oe) 


BEGIN 
IF (Oe = '1') THEN 
Q <= R; 
ELSE 
Q <= (OTHERS=>'Z'); 
END IF; 
END PROCESS; 
END Beh; 


Figure 4.20 Description of register with output enable. 


all bits of a vector to a particular value as used here. This notation is not only 
somewhat shorter, but is also independent of the number of bits in the vector. 

OutputProcess describes the combinational logic of the three-state buffer out- 
put behavior of the register. When the output enable input is ‘J’, the process sets 
the output @ to the stored value R. When the output enable input is ‘0’, the process 
sets the output Q to high impedance, or to all Zs. The process also happens to use 
the new vector assignment notation involving “OTHERS”, namely “Q <= (OTH- 
ERS=>'Z');”. Here, the advantage of the others notation becomes quite evident, as 
the alternative assignment statement would have been “Q <= 
"TZLLLLLLLLLLLLLLL111L1LLLLLLLLLLL,, because that statement could 
not have used the hexadecimal notation to reduce the size of the right side of the 
statement. 
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VectorProcess: PROCESS 
BEGIN 
Rst_s <= ‘1'; 
Oe_s <= '1'; Ld_s <= '0'; 
I_s <= X"00000000"; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
Rst_s <= '0'; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
Ld_s <= '1'; I_s <= X"QOOOOOFF"; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 5 NS; 
ASSERT Qs = X"0Q00000FF" 
REPORT "Failed output enabled"; 
Ld_s <= '0'; Oe_s <= '0'; 
WAIT FOR 5 NS; 
ASSERT 
Qs = "22222222Z22Z2Z22Z2Z222222Z2Z2ZZ2ZZ2Z2Z2222222" 
REPORT "Failed output disabled"; 
WAIT; 
END PROCESS VectorProcess; 


Figure 4.21 Partial testbench for register with output enable. 


A partial testbench for a register with output enable appears in Figure 4.21. 
The vector process enables the register output, performs a load, and checks to see 
that the loaded data appears at the register’s output. The process then disables the 
register output, and checks that the output value becomes high impedance. 

Note that the “OTHERS” notation cannot be used in the assert statement’s 
condition. The “OTHERS” notation only applies to an assignment statement, and 
cannot be used within a condition. Instead, the assert condition must compare with 
a 32-bit string of Zs. 

Given this description of a register with output enable, the register file struc- 
tural design of Figure 4.18 could be described using the earlier-discussed struc- 
tural description method of instantiating and connecting components. In this case, 
the description would instantiate two decoders with enable and four registers with 
output enable, and would connect those components together and with external 
inputs and outputs as shown in Figure 4.18. Such a structural description appears 
in Figure 4.22. 
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LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


ENTITY RegFile4x32 IS 
PORT (R_Addr, W_Addr: IN std_logic_vector(3 DOWNTO 0); 
R_en, W_en: IN std_logic; 
R_Data: OUT std_logic_vector(31 DOWNTO 0); 
W_Data: IN std_logic_vector(31 DOWNTO 0); 
Clk, Rst: IN std_logic ); 
END RegFile4x32; 


ARCHITECTURE Struct OF RegFile4x32 IS 
COMPONENT Dcd2x4wEn IS 
PORT (i1, i0, en: IN std_logic; 
a3, d2, di, a0: OUT std_logic); 
END COMPONENT; 
COMPONENT Reg32w0E IS 
PORT (I: IN std_logic_vector(31 DOWNTO 0); 
Q: OUT std_logic_vector(31 DOWNTO 0); 
Oe, Ld: IN std_logic; 
Clk, Rst: IN std_logic ); 
END COMPONENT; 
SIGNAL W_d3, W_d2, W_di, W_d0: std_logic; 
SIGNAL R_d3, R_d2, R_di, R_dO: std_logic; 
BEGIN 
R_Dcd: Dcd2x4wEn PORT MAP(R_Addr(1),R_Addr(0),R_en, 
R_d3,R_d2,R_d1,R_d0); 
W_Ded: Dcd2x4wEn PORT MAP (W_Addr(1),W_Addr(0),W_en, 
w_d3,wW_d2,wW_di,w_d0); 
Reg0: Reg32wOE PORT MAP(W_Data,R_ Data,R_d0,W_d0,Clk,Rst); 
Regl: Reg32wOE PORT MAP(W_Data,R_Data,R_d1,W_d1,Clk,Rst); 
Reg2: Reg32wOE PORT MAP(W_Data,R_ Data,R_d2,W_d2,Clk,Rst); 
Reg3: Reg32wOE PORT MAP(W_Data,R Data,R_d3,W_d3,Clk,Rst); 
END Struct; 


Figure 4.22 Structural description of a 4x32 register file. 


ERNE: 


[SIMUL] DRIVERS AND RESOLUTION FUNCTIONS 


The previous section created a description in which certain signals had multi- 
ple drivers. A driver is the name for the object that keeps track of the values that a 
process writes to a signal. If a process contains a signal assignment statement for a 
signal, the process will have a driver for that signal. In earlier sections, each signal 
had only a single driver, i.e., only one process wrote to any particular signal. In the 
previous section, however, the signal R_Data has four drivers—one from Reg0’s 
OutputProcess (which writes to output port Q, which in turn is mapped to signal 
R_Data), one from Regl’s OutputProcess, one from Reg2’s OutputProcess, and 
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one from Reg3’s OutputProcess. Note that each instantiation of the Reg32wOE 
component results in a unique instance of OutputProcess, ultimately resulting in 
four processes that each drive R_Data. Albeit, care was taken to ensure that only 
one such process at a time could drive a value of ‘0’ or ‘1’, with the other pro- 
cesses driving ‘Z’. Nevertheless, the signal at any time will have four values being 
written to it, three of which will be Zs, and the fourth of which might be ‘0’, ‘J’, or 
‘Z’.The simulator must have a method for resolving these multiple driving values 
of a signal into a single value for the signal. A resolution function represents such 
a method. A resolution function is a function that takes multiple values for a sig- 
nal, and returns a single value. If a signal will have multiple drivers, then its sub- 
type must have an associated resolution function, otherwise an error occurs. When 
faced with multiple driving values of a signal, the simulator automatically calls 
the signal subtype’s associated resolution function to resolve the multiple values 
into one value. 

Recall that the R_Data signal is declared as subtype std_logic_vector. That 
subtype is declared in the ieee.std_logic_1164.ALL package. That subtype decla- 
ration, which we have not shown, includes a resolution function. That resolution 
function returns ‘J’ if one of the drivers is ‘J’ and the others are all ‘Z’. It returns 
‘O’ if one of the drivers is ‘0’ and the others are all ‘Z’. It returns ‘Z’ if all the driv- 
ers are ‘Z’. However, if two (or more) of the drivers are ‘0’ or ‘]’, then the resolu- 
tion function returns the value ‘X’. ‘X’ is another possible std_logic value, 
meaning “unknown”. 

Creation of resolution functions is an advanced topic, further coverage of 
which is beyond the scope of this book. 


ARRAYS 


As was the case for several other components, the register file can be described 
behaviorally rather than structurally. A behavioral description appears in Figure 
4.23. The description declares a new type, called regfile_type, as an array. An 
array is another form of type declaration that describes an object consisting of a 
number of elements, all having the same subtype, and each being accessible using 
an index. The description declares regfile_type as consisting of elements whose 
indices are numbered from 0 to 3 (meaning 0, 1, 2, and 3), thus comprising four 
elements in total, and whose subtypes are all 32-bit std_logic_vector. The descrip- 
tion then declares one signal regfile of type regfile_type. An array element is 
accessed using an index. For example, the reset portion of the description sets the 
first array element to Os using the statement “regfile(0) <= X"00000000",’’. In that 
statement, the index is 0. The description then sets the second, third, and fourth 
elements using similar statements, having indices of 1, 2, and 3. 

The description consists of two processes. WriteProcess handles writes to the 
register. During a normal write, the regfile array index is not a constant as above, 
but is instead the value of the input port W_addr, which is a 4-bit vector. Unfortu- 
nately, one cannot use a vector as an array index; the index must be a numeric type 
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LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 
USE ieee.std_logic_unsigned.ALL; 
ARCHITECTURE Beh OF RegFile4x32 IS 
TYPE regfile type IS 
ARRAY (0 TO 3) OF std_logic_vector(31 DOWNTO 0); 
SIGNAL regfile : regfile_ type; 


BEGIN 
WriteProcess: PROCESS (Clk) 
BEGIN 
IF (Clk = '1' AND Clk'EVENT) THEN 
IF (Rst = '1') THEN 
regfile(0) <= X"00000000"; 
regfile(1) <= x"00000000"; 
regfile(2) <= x"00000000"; 
regfile(3) <= xX"00000000"; 
ELSIF (W_en = '1') THEN 
regfile(conv_integer(W_Addr)) <= W_Data; 
END IF; 
END IF; = 


END PROCESS; 


ReadProcess: PROCESS(R_Addr, R_en, regfile) 


BEGIN 
IF (R_en = '1') THEN 
R_Data <= regfile(conv_integer(R_Addr) ); 
ELSE 
R_Data <= (OTHERS=>'Z'); 
END IF; 
END PROCESS; 
END Beh; 


Figure 4.23 Behavioral description of a 4x32 register file. 


(such as an integer). Thus, the statement “regfile(W_addr) <= W_data;” is not 
allowed. To cope with this limitation, the package ieee.std_logic_unsigned.ALL 
includes a function named Conv_Integer. Conv_Integer takes a std_logic_vector 
as a parameter, and returns an integer. Similar functions with the same name exist 
in the ieee.std_logic_signed.ALL and ieee.std_logic_arith.ALL packages. Thus, 
Conv_Integer is commonly used to convert a vector into an integer when indexing 
an array. Most synthesis tools support the Conv_Integer function. 


5 


Register- Transfer 
Level (RTL) Design 


5.1 HIGH-LEVEL STATE MACHINE (HLSM) 
BEHAVIOR 


Register-transfer level (RTL) design involves describing the behavior of a design 
as the transfers that occur between registers every clock cycle. One method for 
such description uses a high-level state machine (HLSM) computation model. The 
finite-state machine (FSM) model of Chapter 3 allows only Boolean operations 
and conditions in states and transitions. In contrast, the HLSM model allows arith- 
metic operations and conditions, such as the addition or comparison of two 8-bit 
binary numbers. Furthermore, the HLSM model allows explicit declaration of reg- 
isters, which may be written to and read from in the HLSM’s states and transi- 
tions. 

Figure 5.1 shows an FSM and an HLSM model for the three-cycles-high laser 
timer system of Section 3.2, whose behavior is such that when a button press is 
detected, the system holds an output high for exactly three clock cycles. Figure 
5.1(a) shows an FSM description of the system, which uses three states to hold the 
output high for three cycles. However, what if the system was supposed to hold its 
output high for 512 cycles rather than just three cycles? Creating an FSM with 512 
states to hold the output high would result in an unnecessarily large description. 
For such a system, a high-level state machine model would be more appropriate. 
Figure 5.1(b) shows a description having identical behavior with the FSM 
description of Figure 5.1(a) but achieved using a high-level state machine model. 
The HLSM has only two states, and explicitly declares a 2-bit register cnt. The 
register cnt is used to count the number of cycles for which the output has been 
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Inputs: b; Outputs: x 


3 cycles with x=1 


(a) 


Inputs: b; Outputs: x; Register: cnt(2) 


x=0 
cnt=2 


cnt=0 


x=1 
cnt=cnt- 1 


~ (cnt=0)' 


3 cycles with x=1 


(b) 
Figure 5.1 Two state machine description types: (a) FSM, (b) high-level state machine 
(HLSM). 


held high. The first state initializes cnt to 2. After a button press has been detected, 
the second state holds the output high while comparing cnt to O and also decre- 
menting cnt. The net result is that the output will be held high for three clock 
cycles. Initializing cnt to 511 (and also declaring cnt to be a 9-bit register rather 
than just 2-bits) would result in holding the output high for 512 cycles. 

Describing an HLSM in VHDL can be achieved using a straightforward 
approach similar to the approach for describing an FSM. Similar to the approach 
for an FSM, the approach for an HLSM considers the target architecture consist- 
ing of a combinational logic part and a register part, as shown in Figure 5.2. The 
earlier-introduced FSM register part consisted only of a state register. The HLSM 
register part consists of a state register, and of any explicitly declared registers. 
The figure shows the architecture for the laser timer example system, which has 
one explicitly declared register, cnt. 
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Combinational 
logic 


Currstate 


ae register Cnt register 


Nextstate 


Figure 5.2 Target architecture for an HLSM, consisting of a combinational logic part, and 


a register part. 


Describing an HLSM in VHDL follows straightforwardly from the target 
architecture, as illustrated in Figure 5.3. The description consists of two processes, 
one for the combinational logic, and one for the registers. In addition to declaring 
current and next signals for the state register as for an FSM, the description also 
declares current and next signals for each explicitly declared register in the 
HLSM. For the laser timer example’s one explicit register cnt, the description 
declares two signals, Cnt and CntNext. In order to support arithmetic operations 
and conditions involving that register, the description also uses the library 
ieee.std_logic_unsigned.ALL. 


LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 
USE ieee.std_logic_unsigned.ALL; 


ENTITY LaserTimer IS 


PORT (b: 


IN std_logic; 
ouT std_logic; 


Clk, Rst: IN std_logic ); 


END LaserTimer; 


ARCHITECTURE HLSM OF LaserTimer IS 
TYPE Statetype IS (S_Off, S_On); 
SIGNAL Currstate, Nextstate: Statetype; 
SIGNAL Cnt, CntNext: std_logic_vector(1 DOWNTO 0); 


BEGIN 


CombLogic: PROCESS (Currstate, Cnt, b) 


BEGIN 


END PROCESS CombLogic; 


Regs: 
BEGIN 


PROCESS (Clk) 


END PROCESS Regs; 


END HLSM; 


Figure 5.3 Code template for describing the laser timer’s HLSM in VHDL. 
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ARCHITECTURE HLSM OF LaserTimer IS 
TYPE Statetype IS (S_ Off, S_On); 
SIGNAL Currstate, Nextstate: Statetype; 
SIGNAL Cnt, CntNext: std_logic_vector(1 DOWNTO 0); 


BEGIN 
CombLogic: PROCESS (Currstate, Cnt, b) 
BEGIN 
CASE Currstate IS 
WHEN S_Off => Note: Writes 

x <= 10"; are to "next" 

CntNext <= "10"; ; 1 d 

IF (b = '0') THEN signal, reads 
Nextstate <= S_ Off; are from 

ELSE "current" 
Nextstate <= S_On; ; LS 

END IF; signal. See 

WHEN S_On => target 

x<e '1'; architecture to 

CntNext <= Cnt - "01"; qeead 

IF (Cnt = "00") THEN understan 
Nextstate <= S_Off; why. 

ELSE 
Nextstate <= S_On; 

END IF; 

END CASE; 


END PROCESS CombLogic; ... 


Figure 5.4 HLSM combinational part. 


Figure 5.4 shows the process for the combinational logic part of the HLSM. 
The process is sensitive to all the inputs to the combinational logic. Figure 5.2 
shows those inputs to be the signals coming from the registers, namely Currstate 
and Cnt, and the external input b. The process consists of a case statement that 
executes the actions and transitions associated with the current state. Figure 5.1(b) 
shows those actions to be not just the setting of the HLSM’s external outputs (e.g., 
“x=0"), but also setting of explicitly declared registers (e.g., “cnt=2”). The 
actions in the process of Figure 5.4 therefore includes not only setting of the exter- 
nal output values (e.g., “x <= ‘0’;’”), but also setting of the next values for explic- 
itly defined registers (e.g., “CntNext <= "10";”). 

Note from the architecture shown in Figure 5.2 that for an explicitly declared 
register, the combinational logic reads the current signal (Cnt) but writes the next 
signal (CntNext) for the cnt register. This dichotomy explains why the action “cnt 
<= cnt - 1” of the HLSM in Figure 5.1(b) is described in the process of Figure 5.4 
as “CntNext <= Cnt - "01";”. Reading is from Cnt, while writing is to CntNext. 
When describing HLSMs in an HDL, care must be taken to ensure that reads are 
from current signals and writes are to next signals for explicitly declared registers. 
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ARCHITECTURE HLSM OF LaserTimer IS 

TYPE Statetype IS (S_Off, S_On); 

SIGNAL Currstate, Nextstate: Statetype; 

SIGNAL Cnt, CntNext: std_logic_vector(1 DOWNTO 0); 
BEGIN 

CombLogic: PROCESS (Currstate, Cnt, b) 


END PROCESS CombLogic; 


Regs: PROCESS (Clk) 
BEGIN 
IF (Clk = '1' AND Clk'EVENT) THEN 
IF (Rst = '1') THEN 
Currstate <= S Off; 
Cnt <= "00"; 
ELSE 
Currstate <= Nextstate; 
Cnt <= CntNext; 
END IF; 
END IF; 
END PROCESS Regs; 


END HLSM; 


Figure 5.5 HLSM register part. 


The transitions in the process in Figure 5.4, when reading from an explicitly 
declared register, must read from the current signal and not the next signal, again 
based on the target architecture of Figure 5.2. Thus, the transition that detects 
cnt=0 appears as “Cnt = "00";”. 

Figure 5.5 shows the process for the register part of the HLSM. The register 
part actually describes two registers—the state register (involving signals 
Currstate and Nextstate), and the cnt register (involving signals Cnt and CntNext). 
When the clock 1s rising and reset is not asserted, the process updates each current 
signal with the corresponding next signal. If instead reset was asserted, the pro- 
cess sets each current signal to an initial value. Note that the process resets Cnt to 
an initial value (“00’’), even though such reset behavior is not strictly necessary 
for correct functioning of the HLSM. Such reset behavior was included to follow 
the modeling guidelines described in Chapter 3, where it was stated that all regis- 
ters should have defined reset behavior. 

Figure 5.6 provides simulation waveforms generated when using the laser 
timer example testbench introduced in Chapter 3. Note first that the three-cycle- 
high behavior is identical to the FSM behavior from Chapter 3. The waveforms 
show two internal signals, Cnt and Currstate. Note how the system enters state 
S_On on the first rising clock after b becomes ‘/’, causing Cnt to be initialized to 
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CntaxX_ 9 Xf 2 Xf 1 Yo ff 3) 2 
Currstate 


Figure 5.6 HLSM simulation results. 


2. Cnt is then decremented on each rising clock while in state S_On. After Cnt 
reaches 0, Currstate changes to S_Off. Note that Cnt also was decremented at that 
time, causing Cnt to wrap around from 0 to 3 (“00” - ‘1’ = “J1”’), but that value of 
3 was never used, because state S_Off sets Cnt to 2 again. 

Examining the reset behavior of the system is useful. At the beginning of sim- 
ulation, Cnt is undefined. At the first rising clock, Cnt is reset to 0 by the descrip- 
tion’s explicit reset behavior. At the next rising clock, Cnt is set to 2 by state 
S_Off. Also note that Currstate starts with the value S_Off. Actually, Currstate 
should have also been undefined until the first rising clock, but the commercial 
simulator used to generate the above waveforms happened to give Currstate the 
initial value of S_Off. Care must be taken never to rely on such simulator-specific 
initialization, and instead to always explicitly initialize all registers as part of a 
system’s reset behavior. 


5.2 TOP-DOWN DESIGN— HLSM TO 
CONTROLLER AND DATAPATH 


Recall from Chapters 2 and 3 that top-down design involves first capturing and 
simulating the behavior of a system, and then transforming that behavior to struc- 
ture and simulating again. Top-down design divides the design problem into two 
steps. The first step is to get the behavior right (freed from the complexity of 
designing structure), and the second step is to derive a structural implementation 
for that behavior. Dividing into two steps can make the design process proceed 
more smoothly than trying to directly capture structure. The two-step approach 
also enables the use of automated tools that automatically convert the behavior to 
structure. 

At the register-transfer level, top-down design involves converting a high- 
level state machine (HLSM) to a structural design consisting of a controller and a 
datapath, as shown in Figure 5.7. The datapath carries out the arithmetic opera- 
tions involved in the HLSM’s actions and conditions. The controller sequences 
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Inputs: b; Outputs: x; Register: cnt(2) 


x=0 
cnt=2 


cnt=0 


Controller Datapath 


Figure 5.7 Top-down design at the RT level involves converting an HLSM to a 
controller and datapath implementation. 


those operations in the datapath. The controller itself will be an implementation of 
an FSM. 

The first step in converting an HLSM to a controller and datapath is typically 
to design a datapath that is capable of implementing all the arithmetic operations 
of the HLSM. Figure 5.8 shows a datapath capable of implementing the arithmetic 
operations of the laser timer HLSM. 

The datapath includes a register Cnt, a decrementer to compute Cnt-J, and a 
comparator to detect when Cnt is 0. Those components are connected to enable 
the operations needed by the HLSM, with a mux in front of the Cnt register to 
account for the fact that Cnt can be loaded from two different sources. The datap- 
ath provides clear names for the input and output control signals of the datapath 
(Cnt_s, Cnt_eqO, and Cnt_Id). 


100 « 5 Register-Transfer Level (RTL) Design 


Inputs: b; Outputs: x; Register: cnt(2) 


x=0 
cnt=2 


Figure 5.8 Deriving a datapath for the arithmetic operations for the laser timer HLSM. 


After creating a datapath, the next step is to derive a controller by replacing 
the HLSM with an FSM having the same state and transition structure, but replac- 
ing arithmetic operations by Boolean operations that use the datapath input and 
output control signals to carry out the desired arithmetic operations inside the 
datapath. Such an FSM is shown in Figure 5.9. The FSM does not contain an 
explicit register declaration for cnt, as that register now appears in the datapath. 
Likewise, any writes of that register have been replaced by writes to datapath con- 
trol signals that configure the input to the register and enable a register load. For 
example, the assignment “cnt = 2” in state Off has been replaced by the Boolean 
actions “Cnt_s=1”, which configures the datapath mux to pass “/0” (2) through 
the mux, and “Cnt_ld=1”, which enables loading of the Cnt register. 

Proceeding with top-down design requires describing Figure 5.9’s controller 
and datapath in VHDL. One option would be to create an entity for the controller 
and an entity for the datapath, and then instantiating and connecting a controller 
and datapath component in another higher-level entity. However, a simpler 
approach describes the controller and datapath as processes within a single archi- 
tecture. The simpler approach will now be discussed. 
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Inputs: b; Outputs: x; Register: cnt(2) 


cnt=0 


x=1 
cnt=cnt-1 


Datapath 
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Figure 5.9 Deriving a controller by replacing the HLSM with an FSM that uses the 
datapath to carry out arithmetic operations. 


The datapath could be described structurally. Such a description would instan- 
tiate four components: a register, a comparator, a mux, and a decrementer. The 
description would connect those four components. Each component would require 
further description as its own entity. 

The datapath could instead be described behaviorally. Recall from Chapters 2 
and 3 that behavioral descriptions are typically easier to create and to understand 
than structural descriptions. Of course, a behavioral description would need to be 
further converted to structure to achieve an implementation, meaning that top- 
down design must be applied in a hierarchical manner. 

One approach to behaviorally describing the datapath involves partitioning 
the datapath into a combinational logic part and a register part, as shown in Figure 
5.10. Notice the similarity of this architecture with the architecture in Figure 5.2, 
which also consists of a combinational logic part and a register part. 

Describing the datapath architecture in VHDL thus proceeds in the same man- 
ner as in that previous situation, namely using two processes, one for any combi- 
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Datapath 
DpCombLogic 


Figure 5.10 Partitioning a datapath into a combinational logic part, and a register part. 


national logic, and one for any registers. Such a two-process behavioral 
description of the datapath is shown in Figure 5.11. 

The first process in Figure 5.11 describes the datapath’s combinational logic, 
whose inputs can be seen from Figure 5.10 to be Cnt_s and Cnt, which therefore 
appear in the process’ sensitivity list. The body of the process consists of two IF 
statements. The first IF statement describes the behavior of the datapath output 
CntNext, including the behavior of the decrementer and the 2x1 mux. The second 
IF statement describes the behavior of the datapath output Cnt_eg0, essentially 
just describing a comparator with 0. Notice that those two IF statements could 
have appeared in opposite order but would have still described the same behavior. 

The second process in Figure 5.11 describes the datapath’s register. When the 
clock is rising and the register load signal is asserted, the process updates the cur- 
rent signal value with the next value. Notice that reset behavior is included for the 
register, even though such behavior isn’t strictly necessary for the correct opera- 
tion of this particular datapath operation. The reset was included to follow good 
modeling practice, which involves always including reset behavior for every reg- 
ister. Also notice that only the Clk signal appears in the process sensitivity list, as 
the register is synchronous and thus is only updated on (rising) clock edges. 

The controller’s FSM would also be described using two processes, one for 
the combinational part, and one for the register, as was done in Chapter 3, and as 
shown in Figure 5.12. 

Therefore, the controller and datapath description consists of four processes, 
two for the datapath (one for combinational logic, one for registers), and two for 
the controller (one for combinational logic, and one for registers), as shown in 
Figure 5.13. Those four processes appear in a single architecture. The datapath 
processes and controller processes communicate through the signals Cnt_eq0, 
Cnt_s, and Cnt_ld. The other signals are declared either for exclusive use of the 
datapath (Cnt, CntNext) or the controller (Currstate, Nextstate). 
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ARCHITECTURE CtrlDpBeh OF LaserTimer IS 

-- Shared signals 

SIGNAL Cnt_eq0, Cnt_s, Cnt_ld: std_logic; 

-- Datapath signals 

SIGNAL Cnt, CntNext: std_logic_vector(1 DOWNTO 0); 
BEGIN 

------ Datapath processes ------ 

DPCombLogic: PROCESS (Cnt_s, Cnt) 


BEGIN 
IF (Cnt_s = '1') THEN 
CntNext <= "10"; 
ELSE 
CntNext <= Cnt - "01"; 
END IF; 


IF (Cnt = "00") THEN 
Cnt_eqO <= '1'; 
ELSE 
Cnt_eqO <= '0'; 
END IF; 
END PROCESS DPCombLogic; 


DpRegs: PROCESS (Clk) 


BEGIN 
IF (Clk = '1' AND Clk'EVENT) THEN 
IF (Rst = '1') THEN 
Cnt <= "00"; 
ELSIF (Cnt_ld = '1') THEN 
Cnt <= CntNext; 
END IF; 
END IF; 


END PROCESS DpRegs; 


Figure 5.11 Two-process description of a datapath. 
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ARCHITECTURE CtrlDpBeh OF LaserTimer IS 


-- Controller state signals 


TYPE Statetype IS (S_Off, S_On); 
SIGNAL Currstate, Nextstate: Statetype; 


BEGIN ale 
------ Controller processes 
CtrlCombLogic: PROCESS (Currstate, Cnt_eq0, b) 
BEGIN 
CASE Currstate IS 
WHEN S_Off => 
x <= 'O'; Cnt_s <= '1'; Cnt_ld <= '1'; 
IF (b = '0') THEN 
Nextstate <= S Off; 
ELSE 
Nextstate <= S_On; 
END IF; 
WHEN S_On => 
x <= '1'; Cnt_s <= '0'; Cnt_ld <= '1'; 
'1') THEN 


IF (Cnt_eqO = 
Nextstate <= S_ Off; 


ELSE 
Nextstate <= S_On; 


END IF; 


END CASE; 
END PROCESS CtrlCombLogic; 


PROCESS (Clk) 


CtrlRegs: 
BEGIN 
IF (Clk = '1' AND Clk'EVENT) THEN 
IF (Rst = '1') THEN 
Currstate <= S Off; 
ELSE 
Currstate <= Nextstate; 
END IF; 
END IF; 


END PROCESS CtrlRegs; 
Figure 5.12 Two-process controller description. 
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LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 
USE ieee.std_logic_unsigned.ALL; 


ENTITY LaserTimer IS 
PORT (b: IN std_logic; 
x: OUT std_logic; 
Clk, Rst: IN std_logic ); 
END LaserTimer; 


ARCHITECTURE CtrlDpBeh OF LaserTimer IS 
-- Shared signals 
SIGNAL Cnt_eq0, Cnt_s, Cnt_ld: std_logic; 
-- Datapath signals 
SIGNAL Cnt, CntNext: std_logic_vector(1 DOWNTO 0); 
-- Controller state signals 
TYPE Statetype IS (S_Off, S_On); 
SIGNAL Currstate, Nextstate: Statetype; 
BEGIN 
------ Datapath processes ------ 
DPCombLogic: PROCESS (Cnt_s, Cnt) ... 
END PROCESS DPCombLogic; 


DpRegs: PROCESS (Clk) ... 
END PROCESS DpRegs; 


wre Controller processes ------ 
CtrlCombLogic: PROCESS (Currstate, Cnt_eq0, b) ... 
END PROCESS Ctrl1CombLogic; 


CtrlRegs: PROCESS (Clk) ... 
END PROCESS CtrlRegs; 


END Ctrl1DpBeh; 


Figure 5.13. Controller and datapath descriptions, consisting of two processes for the 
datapath, and two for the controller. 
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5.3 DESCRIBING A STATE MACHINE USING ONE 
PROCESS 


Section 5.1 described how to describe a high-level state machine using two pro- 
cesses, using one process for combinational logic, and a second process for regis- 
ters, as summarized in Figure 5.14(a). The two-process description required two 
signals for each register, a current signal, and a next signal. 

A one-process description of a high-level state machine is also possible, and is 
quite commonly used. A one-process description is highlighted in Figure 5.14(b). 
In addition to using only one process, the description uses only one signal per reg- 
ister, rather than two signals per register. A one-process description thus has 
advantages of simplicity and improved readability. 

Figure 5.15 provides a complete one-process description of the HLSM for the 
earlier laser-timer example. The process is sensitive only to the clock signal. If the 
clock is rising, the process checks whether the reset input is asserted, in which 
case the process resets all registers (the state register, and explicitly declared reg- 
isters in the HLSM). If the reset is not asserted, then the process executes the 
HLSM’s state actions based on the state signal’s value, and sets the next state sig- 
nal value according to the HLSM transitions. 


ARCHITECTURE HLSM OF LaserTimer IS 

TYPE Statetype IS (S_Off, S_On); 

SIGNAL Currstate, Nextstate: Statetype; 

SIGNAL Cnt, CntNext: std_logic_vector(1 DOWNTO 0); 
BEGIN 

CombLogic: PROCESS (Currstate, Cnt, b)... 

END PROCESS CombLogic; 


Regs: PROCESS (Clk) 
END PROCESS Regs; 


END HLSM; 


(a) 


ARCHITECTURE HLSMOneProcess OF LaserTimer IS 
TYPE Statetype IS (S_Off, S_On); 
SIGNAL State: Statetype; 
SIGNAL Cnt: std_logic_vector(1 DOWNTO 0); 
BEGIN 
PROCESS (Clk) 
END PROCESS; 
END HLSMOneProcess; 


(b) 


Figure 5.14 Alternative approaches for describing a high-level state machine: (a) two- 
process description, (b) one-process description. 
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ARCHITECTURE HLSMOneProcess OF LaserTimer IS 
TYPE Statetype IS (S_Off, S_On); 
SIGNAL State: Statetype; 
SIGNAL Cnt: std_logic_vector(1 DOWNTO 0); 


BEGIN 
PROCESS (Clk) 
BEGIN 
IF (Clk = '1' AND Cl1kK'EVENT) THEN 
IF (Rst = '1') THEN 
State <= S Off; 
Cnt <= "00"; 
ELSE 
CASE State IS 
WHEN S_Off => 
x <= '0'; 
Cnt <= "10"; 
IF (b = '0') THEN 
State <= S Off; 
ELSE 
State <= S_On; 
END IF; 
WHEN S_On => 
x <= '1'; 
Cnt <= Cnt - "01"; 
IF (Cnt = "00") THEN 
State <= S_ Off; 
ELSE 
State <= S_ On; 
END IF; 
END CASE; 
END IF; 
END IF; 


END PROCESS; 
END HLSMOneProcess; 


Figure 5.15 One-process description of a high-level state machine. 


Compared to the two-process description shown in Figure 5.4 and Figure 5.5, 
the one-process description in Figure 5.15 is clearly simpler and easier to read. 
Why then was a two-process description introduced? The main reason relates to 
timing. The one-process description of Figure 5.15 does not exactly match the 
timing of the HLSM in Figure 5.1(b). In particular, the HLSM’s behavior is such 
that changes to the HLSM inputs (i.e., to input b) would be seen by the HLSM 
immediately, and thus a change could influence the next state on the rising clock 
edge immediately following the change. Such behavior is accurately reflected by 
the two-process description, as shown in the waveforms of Figure 5.16(a), 
because the combinational logic process is independent of the clock signal. In 
contrast, the one-process description of Figure 5.15 is synchronous, meaning the 
process only checks the value of b on a rising clock edge, and thus a change can- 
not influence the next state until two rising clock edges after the change, as shown 
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Figure 5.16 Timing differences between different descriptions: (a) In the two-process 
description, a change in b appearing sufficiently before a rising clock edge sets up the 
next state according to the new value of b, (b) In the one-process synchronous 
description, b’s value is only checked on rising clock edges, and thus a change in b is 
not noticed until the next rising edge, meaning the new value of b doesn’t impact the 
next state until two rising clock edges after b changes. 


in Figure 5.16(b). The one-process description thus introduces some delay into the 
system’s behavior. 

Introducing such delay is not necessarily a bad thing. In many systems, the 
extra cycle delay may represent an insignificant change. For example, in Figure 
5.16, both waveforms ultimately represent acceptable behavior of the three- 
cycles-high laser timer system—the output stays high for exactly three clock 
cycles after a button press. For that system, it is not important if the three cycles 
are shifted in time by one cycle; what’s important is that the output stays high for 
exactly three cycles. The insignificance of delays in detecting input changes is 
further illustrated by the fact that external inputs are typically fed through a series 
of flip-flops in order to isolate circuits from flip-flop metastability issues—that 
series of flip-flops introduces several cycles of delay itself. 

Therefore, a one-process synchronous description is actually a reasonable and 
popular approach to describing a HLSM during RTL design. If the extra cycle for 
reading inputs does not pose a timing problem, the one-process description yields 
simpler and easier-to-read descriptions. 

Actually, a one-process description need not differ in timing from a two-pro- 
cess description. The one-process description of Figure 5.15 was fully synchro- 
nous, being sensitive only to the clock signal, thus essentially representing a 
complex register. An alternative one-process description can maintain the asyn- 
chronous combinational functionality of the system, while also describing the 
synchronous register part. Such an alternative one-process description is shown in 
Figure 5.17. The description just merges the functionality of the two processes of 
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ARCHITECTURE HLSMOneProcess2 OF LaserTimer IS 
TYPE Statetype IS (S_Off, S_On); 
SIGNAL Currstate, Nextstate: Statetype; 
SIGNAL Cnt, Cnt_Next: std_logic_vector(1 DOWNTO 0); 
BEGIN 
PROCESS (Clk, Currstate, b) 
BEGIN 
CASE Currstate IS 
WHEN S_Off => 
x <= 'O'; 
Cnt_Next <= "10"; 
IF (b = '0') THEN 
Nextstate <= S Off; 
ELSE 
Nextstate <= S_On; 
END IF; 
WHEN S_On => 
x <= '1'; 
Cnt_Next <= Cnt - "01"; 
IF (Cnt = "00") THEN 
Nextstate <= S Off; 
ELSE 
Nextstate <= S_ On; 
END IF; 
END CASE; 


IF (Clk = '1' AND Clk'EVENT) THEN 
IF (Rst = '1') THEN 
Currstate <= S_Off; 
Cnt <= "00"; 
ELSE 
Currstate <= Nextstate; 
Cnt <= Cnt_Next; 
END IF; 
END IF; 
END PROCESS; 
END HLSMOneProcess2; 
Figure 5.17 Alternative, non-standard one-process description of a high-level state 
machine. The description merges the two-process description into a single process, 
maintaining separate combinational and register parts within that single process. 


Figure 5.4 and Figure 5.5 into one process. The description uses two signals per 
register as in the two-process description, merges the sensitivity lists into one pro- 
cess, and contains a case statement for the combinational part and an IF statement 
for the register part. This description in Figure 5.17 has exactly the same behavior 
as the two processes in Figure 5.4 and Figure 5.5, reflecting the target architecture 
of Figure 5.2, and yielding the waveforms in Figure 5.16(a). 

However, the merged one-process description is not a standard method for 
RTL description. While the authors verified that the description does synthesize 
correctly using two of the most commonly used commercial RTL synthesis tools, 
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some tools may not handle that description properly. Thus, the authors do not 
presently recommend the one-process modeling approach for general use. 

The same two-process versus one-process discussion applies as equally to 
FSMs as it does to HLSMs. Specifically, an FSM can be described using one pro- 
cess. The most common one-process FSM description approach uses the same 
structure as the process in Figure 5.15, having only the state register and no addi- 
tional registers. The process uses a single signal for the state register, a process 
sensitive to the clock signal, and a single IF statement containing a reset part and 
an actions/transitions case statement part. 

Furthermore, the same discussion regarding the alternative one-process 
description applies. An alternative one-process FSM description merely merges 
the two-processes into one processes, having two signals per register, merged sen- 
sitivity lists, and two distinct parts within the process, namely a combinational 
part, and a register part. However, this process, while resulting in correct circuits 
from popular synthesis tools, is non-standard and may not synthesize to correct 
circuits with some synthesis tools. 


5.4 IMPROVING TIMING REALISM 


JUL 


[SIMUL] AFTER CLAUSES 


Real components do not compute their outputs instantly after their inputs change. 
Instead, real components have delay—after inputs change, the correct outputs do 
not appear until some time later. For example, suppose the comparator in the data- 
path of Figure 5.9 has a delay of 7 ns. In order to obtain a more accurate RTL sim- 
ulation of the controller and datapath in that figure, a descnption could be 
extended to include such delays. Figure 5.18 shows how the description of Figure 
5.11 could be extended to include a 7 ns delay for the comparator component, by 
using AFTER clauses. 

An AFTER clause is a clause that can be added to a signal assignment state- 
ment. The clause consists of the word “AFTER” followed by a time expression, 
which must evaluate to a time type. Including an AFTER clause indicates the 
amount of time in the future (relative to the present time) at which the signal 
update should occur. For this example, the two assignments to Cnt_eq0, which 
model the datapath’s comparator, have been extended with AFTER clauses indi- 
cating a 7 ns delay. To more fully model the datapath component delays, AFTER 
clauses would also be added to the two CntNext assignments, modeling the delay 
of the mux and the decrementer. 

Delays might be estimated from components existing in the component 
library that will be used in an implementation. Such delays are quite commonly 
included for low-level components like gates, muxes, registers, and so on. 
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DPCombLogic: PROCESS (Cnt_s, Cnt) 


BEGIN 
IF (Cnt_s = '1') THEN 
CntNext <= "10"; 
ELSE 
CntNext <= Cnt - "01"; 
END IF; 


IF (Cnt = "00") THEN 
Cnt_eq0O <= '1' AFTER 7 NS; 
ELSE 
Cnt_eqO <= '0' AFTER 7 NS; 
END IF; 
END PROCESS DPCombLogic; 


Figure 5.18 Including a component’s delay in a description. 


Including such delays in a description results in better timing accuracy during 
simulation, and can even detect timing problems. For example, if the clock period 
were shorter than the longest register-to-register delay in the datapath, the datap- 
ath with delays would compute incorrect results during simulation. 

A tool synthesizing a circuit from a description having delays, like the 
description in Figure 5.18, would simply ignore the AFTER clauses. Those 
clauses serve to reflect the predicted timing behavior of the eventual implementa- 
tion, and do not serve to guide the synthesis tool in creating that implementation. 

Figure 5.19 illustrates the effect of including delays in a description. Figure 
5.19(a) shows the simulation waveforms for the system when the comparator does 
not have any delay. That figure shows several internal signals, Cnt, Cnt_eqO (the 
comparator output), and Currstate. Figure 5.19(b) shows the simulation wave- 
forms for the description having the 7 ns comparator delay. Notice that the com- 
parator’s output, Cnt_eq0, is slightly shifted to the right, due to the delay. 
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Figure 5.19 Simulation results: (a) without comparator delay, (b) with 7 ns delay. 
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5.5 ALGORITHMIC-LEVEL BEHAVIOR 


In the early stages of design, a designer may want to describe a system’s behavior 
at an even higher level of abstraction than the register-transfer level. Sometimes, 
the behavior is naturally described first as an algorithm. For example, consider a 
system that computes the sum of absolute differences (SAD) of the corresponding 
elements of two 256-element arrays. Such a computation is useful in video com- 
pression to determine the difference between two video frames, for example. A 
SAD system block diagram appears in Figure 5.20(a). The system’s algorithmic- 
level behavior is shown in Figure 5.20(b). The algorithm, which is written in 
pseudo-code and not in any particular language, indicates that the system is acti- 
vated when the input Go becomes ‘/’. The algorithm then generates array indices 
from 0 to 255, one at a time. For each index, the algorithm computes the absolute 
value of the difference of the two array elements for that index, and adds that 
value to a running sum variable. The algorithm then writes the final sum to the 
system’s output. Notice how simple and clear an algorithm-level description can 
be. A designer may wish to verify the correctness of the algorithm, before pro- 
ceeding to design the system at the RT level. 

Figure 5.21 shows an algorithmic-level description of the SAD system’s 
behavior. Although the two 256-element arrays A and B are external to the SAD 
system itself as shown in Figure 5.20(a), the algorithmic-level description initially 
declares those two arrays as part of the SAD architecture. Although not necessary, 
such declaration makes the initial description easier to create. Details of those 
array declarations will be described shortly. 


256-byte array 


» be 


256-byte array 


integer 


Wait until Go equals '1' 


Sum := 0; 
FOR I IN 0 TO 255 LOOP 
Sum := Sum + |A(I) - B(I)|; 
(b) END LOOP; 


SAD_out <= Sum; 


Figure 5.20 Sum of absolute differences: (a) block diagram, (b) algorithm. 
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LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 
USE ieee.std_logic_signed.ALL; 


ENTITY SAD IS 
PORT (Go: IN std_logic; 
SAD_out: OUT integer; 
Clk, Rst: IN std_logic ); 
END SAD; 


ARCHITECTURE SAD_Alg OF SAD IS 
TYPE SADArrayType IS ARRAY(0 TO 255) 
OF std_logic_vector(7 DOWNTO 0); 
-- somehow declare A and B here 
BEGIN 
PROCESS 
VARIABLE Sum: integer; 
BEGIN 
IF (NOT(Go='1')) THEN 
WAIT UNTIL Go='1'; 
END IF; 
Sum := 0; 
FOR I IN 0 TO 255 LOOP 
Sum := Sum + Conv_Integer(ABS(A(I) - B(I))); 
END LOOP; 
WAIT FOR 50 ns; 
SAD_out <= Sum; 
END PROCESS; 


END SAD_Alg; 


Figure 5.21 Sum of absolute differences algorithmic-level description. 


The description consists of one process. The process contents look very simi- 
lar to the algorithm in Figure 5.20(b). A variable Sum, declared as an integer, is 
used to keep the sum of absolute differences. Integer is a pre-defined data type in 
VHDL that can be used when declaring variables or signals. A FOR loop gener- 
ates indices O to 255. The function ABS, defined in the package 
ieee.std_logic_signed.ALL for std_logic_vector, is used to compute the absolute 
value. The Conv_Integer function, also defined in that package, is used to convert 
the std_logic_vector representation of the absolute value of the difference into an 
integer, which can then be added to the Sum variable. 

The description’s use of the two WAIT statements require some discussion. 
The statement “WAIT FOR 50 ns;” appears to create some delay (albeit a rather 
short one) between the time that Go becomes ‘/’ and the time that the computed 
SAD value appears at the output. Including a WAIT statement at the end of the 
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process also prevents an infinite simulation loop in which the process repeatedly 
executes without ever suspending. 

The first WAIT statement, “WAIT UNTIL Go='1';”, suspends the process, and 
resumes when Go changes to ‘J’. The word “changes” is critical in the previous 
sentence. If Go is ‘1’ when that WAIT statement is reached during execution, the 
process still suspends at that WAIT statement. The process stays suspended at that 
statement until Go changes to ‘0’ and then changes back to ‘/’. This behavior of a 
WAIT UNTIL statement is somewhat counterintuitive, as many designers make 
the mistake of believing that if Go was ‘J’ when reaching the statement, execution 
will simply proceed to the next statement without the process suspending. 

The description therefore uses an IF statement to achieve the desired behavior 
of the process proceeding to compute the SAD if Go is already ‘/’. The IF state- 
ment proceeds to execute the WAIT statement only if Go is not already ‘/’; other- 
wise, execution proceeds on to the SAD calculation. 

The last aspect of the description is the declaration of the arrays A and B. The 
type declaration of Figure 5.21 defines an array type of 256 8-bit elements. The 
arrays can be declared as signals of that type, e.g., “signal A, B: SADArrayType;”’. 
However, because this algorithmic-level description initially includes the arrays 
internal to the SAD so that the SAD can be easily created and tested, the arrays 
should be initialized with some values. One initialization method would use a sec- 
ond process to write values into the arrays. 

However, for initial quick testing purposes of just one set of array values, the 
description could instead initialize the signal values in the signal declaration itself, 
as shown in Figure 5.22. The initialization syntax is the same as for a constant 
declaration, using the “:=” symbol followed by the initial value (or values). The 
initialization syntax is the same for a signal declaration, variable declaration, or 
constant declaration. A constant declaration obviously must be initialized, while 
initialization is optional for signal and variable declarations. 

The initial values used in Figure 5.22 are arbitrary. For the shown values, 
however, the computed SAD should equal four, because elements 0, 4, 248, and 
252 are the only differing elements, and they each differ by just 1 (“OOQ00000” 
versus “OOOOO00I’’). 

Figure 5.23 provides a simple test vector process for the algorithm-level SAD 
description. The process resets the SAD component (even though the SAD com- 
ponent’s description does nothing in response to that reset), pulses Go_s, waits for 
some time, and then checks that the computed SAD equals four. Simulation wave- 
forms are shown in Figure 5.24. Note that the SAD output is initially a large nega- 
tive number, due to the output not having been explicitly set to some value when 
the SAD process first executed. A better description would set the output to some 
value, likely during reset. 
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ARCHITECTURE SAD Alg OF SAD IS 
TYPE SADArrayType IS ARRAY(0 TO 255) 
OF std_logic_vector(7 DOWNTO 0); 
SIGNAL A: SADArrayType := ( 
"00000000", "00000001", "00000010", "00000011", 
"00000000", "00000001", "00000010", "00000011", 
"00000000", "00000001", "00000010", "00000011", 
"90000000", "00000001", "00000010", "00000011" ); 
SIGNAL B: SADArrayType := ( 
"00000001", "00000001", "00000010", "00000011", 
"00000001", "00000001", "00000010", "00000011", 
"00000000", "00000001", "00000010", "00000011", 
"00000000", "00000001", "00000010", "00000011", 
"00000001", "00000001", "00000010", "00000011", 
"00000001", "00000001", "00000010", "00000011" ); 
BEGIN 
PROCESS 
VARIABLE Sum: integer; 
BEGIN 
IF (NOT(Go='1')) THEN 
WAIT UNTIL Go='1'; 
END IF; 
Sum := 0; 
FOR I IN 0 TO 255 LOOP 
Sum := Sum + Conv_Integer(ABS(A(I) - B(I)));3 
END LOOP; 
WAIT FOR 50 ns; 
SAD_out <= Sum; 
END PROCESS; 


END SAD_Alg; 


Figure 5.22 Declaring the SAD arrays as initialized signals. 
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VectorProcess: PROCESS 
BEGIN 
Rst_s <= '1'; 
Go_s <= '0'; 
WAIT UNTIL Clk_s='1' and Clk_s'EVENT; 


Rst_s <= '0Q'; 
Go_s <= '1'; 
WAIT UNTIL Clk_s='1' and Clk_s'EVENT; 


Go_s <= '0'; 
WAIT UNTIL Clk_s='1' and Clk_s'EVENT; 


WAIT FOR 60 ns; 
ASSERT (SAD out_s = 4) REPORT "SAD incorrect"; 


WAIT; 
END PROCESS VectorProcess; 


Figure 5.23 Simple testbench vector process for the SAD algorithmic-level description. 
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Figure 5.24 Waveforms for the SAD algorithmic-level description. 
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5.6 TOP-DOWN DESIGN—CONVERTING 
ALGORITHMIC-LEVEL BEHAVIOR TO RTL 


Once satisfied that an algorithm is correct, a designer may wish to proceed to con- 
vert the algorithm-level behavior to an RTL description, as a means of moving 
towards an implementation of the system. The algorithm of Figure 5.21 can be 
recaptured as the HLSM shown in Figure 5.25. The HLSM can then be described 
as shown in Figure 5.26. The HLSM can be tested using the same testbench as in 
Figure 5.23, except that the testbench should wait longer than just 60 ns for the 
SAD output to appear. By counting the number of HLSM states that must be vis- 
ited to compute the SAD, one can determine a waiting time of (256*2+3) * (20 
ns), where 20 ns is the clock period. Figure 5.27 provides the resulting wave- 
forms, showing several internal signals to better demonstrate the HLSM’s behav- 
ior during simulation. 


Local registers: sum, sad_reg (32 bits); i (9 bits) 


sum=sum-+abs(A[i]-B[i]) 
i=i+1 


sad_ reg = sum 


Figure 5.25  HLSM for the SAD system. 
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TYPE Statetype IS (S0,S1,S2,8S3,S4); 
SIGNAL State_reg: Statetype; 
SIGNAL Sum_reg, SAD_reg: integer; 
SIGNAL I_reg: integer; 
BEGIN 
PROCESS (Clk) 
BEGIN 
IF (Clk='1' AND Cl1k'EVENT) THEN 
IF (Rst='1') THEN 
State_reg <= S0; 
Sum_reg <= 0; 
SAD_reg <= 0; 
I_reg <= 0; 
ELSE 
CASE (State_reg) IS 
WHEN SO => 
IF (Go='1') THEN 
State_reg <= S1; 
ELSE 
State_reg <= S0; 
END IF; 
WHEN S1 => 
Sum_reg <= 0; 
I_reg <= 0; 
State_reg <= S2; 


WHEN S2 => 
IF (NOT(I_reg = 255)) THEN 
State_reg <= S3; 
ELSE 
State_reg <= S4; 
END IF; 
WHEN S3 => 
Sum_reg <= Sum_reg + 
Conv_Integer (ABS(A(I_reg) -B(I_reg) ) ); 
I_reg <= I_reg + 1; 
State_reg <= S2; 
WHEN S4 => 
SAD reg <= Sum_reg; 
State_reg <= SO; 
WHEN OTHERS => 
State_reg <= SO; 
END CASE; 
END IF; 
END IF; 
END PROCESS; 
SAD_out <= SAD _ reg; 


Figure 5.26 Description of the HLSM for the SAD system. 
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Figure 5.27 Waveforms for HLSM of the SAD system. 


[SYNTH] AUTOMATED SYNTHESIS FROM THE ALGORITHMIC- 
LEVEL 


Several commercial tools, known as behavioral synthesis or high-level synthesis 
tools, have been introduced in the 1990s and 2000s intending to automatically 
synthesize algorithmic-code to RTL code or even directly to circuits. Such tools 
have not yet been adopted as widely as RTL synthesis tools. Each tool imposes 
strong requirements and restrictions on the algorithmic-level code that may be 
synthesized, and those requirements and restrictions vary tremendously across 
tools. The quality of RTL code or circuits created from such tools also varies tre- 
mendously. Nevertheless, behavioral synthesis tools represent an interesting 
direction and may prove increasingly useful in coming years. 
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[SIMUL] SIMULATION SPEED 


Higher-level descriptions not only have the advantage of requiring less time to 
create them and thus of being more suitable for initial system behavior definition, 
but also have the advantage of faster simulation. For example, the algorithmic- 
level description of the sum-of-absolute-differences system may simulate faster 
than an HLSM description of that system, which in turn may simulate faster than a 
lower-level description like a gate-level description. When the system’s Go input 
becomes ‘/’, the algorithmic-level description resumes a process that then exe- 
cutes a FOR loop that involves only a few thousand calculations in total to com- 
pute the output result. In contrast, the HLSM description would require tens of 
thousands of calculations by the simulator, which must suspend and resume the 
HLSM process nearly one thousand times in order to simulate the clock-con- 
trolled state machine of that process, performing dozens of calculations each time 
the process resumes in order to compute the current output values and the next 
state. For a small testbench, the simulation speed difference may not be notice- 
able. However, for a large testbench, or for a system comprised of hundreds or 
thousands of sub-systems, the simulation speed difference may become quite sig- 
nificant. It is not unusual for system simulations to run for hours. Thus, a 10 times 
difference in simulation speed may mean the difference between a 10-20 minute 
simulation versus a 2-3 hour simulation; a 100 times slower simulation could take 
days. Thus, high-level descriptions are favored early in the design process, when 
system behavior is being defined and refined. Low-level descriptions are neces- 
sary to achieve an implementation. High-level descriptions are also useful when 
integrating components in a large system, to see if those components interact 
properly from a behavioral perspective—the fast simulation speed allows for test- 
ing of a large variety of component interaction scenarios. Lower-level descrip- 
tions would be more suitable to verify detailed timing correctness of such large 
Systems, as their slower simulation speed allows for only relatively few scenarios 
to be examined. For example, a system consisting of several microprocessor com- 
ponents described at a high level might be able to simulate minutes of micropro- 
cessor execution in a few hours, but might only be able to simulate a few seconds 
of microprocessor execution if described at a low level. 

We previously showed how state machines could be modeled using two pro- 
cesses where one process was combinational, or using one process where that pro- 
cess was sensitive only to a clock signal. The latter will simulate much faster than 
the former, due to fewer process resumes and suspends. The difference may not be 
noticeable for small systems, but if a system contains hundreds or thousands of 
state machines, the difference can become quite significant. 
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5.7 MEMORY 


Desired storage may initially be described merely using signals declared within a 
system’s architecture, as was done in the SAD example of the previous section 
and as illustrated in Figure 5.28(a). However, refining the description towards an 
implementation may mean creating a description with that storage described as a 
separate memory component, as in Figure 5.28(b). 

Describing memory separately begins by creating a new entity representing a 
memory. A description for a simple read-only memory (ROM) appears in Figure 
5.29. The memory description has an input port for the address, and an output port 
for the data. In this case, the bitwidth of those ports are the same, but they obvi- 
ously can be different depending on the memory size and width. The memory con- 
tains a constant representing the ROM contents. In the figure, the ROM 
represented is for memory A of the SAD example; a similar description would be 
created for memory B, with different ROM contents. The description contains a 
process that is sensitive to the address input, and that simply outputs the appropri- 
ate data for the given address. 

Figure 5.30 shows the HLSM for the SAD example, modified to access the 
external memory components. Rather than simply access A and B values, the 
HLSM must now set its address outputs A_addr and B_addr, and then use the 
returned data inputs A_data and B_data. Furthermore, because the HLSM is fully 
synchronous due to modeling it using a single process sensitive only to the clock 
signal, the HLSM requires an extra state, S3a. Although the A and B memories 
will be combinational components, the extra state is necessary because the A_data 
and B_data inputs will only be sampled on clock edges due to the fully synchro- 
nous HLSM model being used. 


A SAD 
256-byte memory 


sad_out 
256-byte memory 


o=> 
eae 1 
(a) (b) 
Figure 5.28 A more accurate system description may create memory as a separate 
component. 
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LIBRARY ieee; 

USE ieee.std_ logic_1164.ALL; 

USE ieee.std_logic_unsigned.ALL; 
USE ieee.std_logic_arith.ALL; 


ENTITY SAD_MemaA IS 
PORT (addr: IN std_logic_vector(7 DOWNTO 0); 
data: OUT std_logic_vector(7 DOWNTO 0) ); 


END SAD_MemA; 


ARCHITECTURE SAD _MemA Beh OF SAD MemA IS 
TYPE SADArrayType IS ARRAY(0 TO 255) 
OF std_logic_vector(7 DOWNTO 0); 

CONSTANT MemA: SADArrayType := ( 
"00000000", "00000001", "00000010", "00000011", 
"00000000", "00000001", "00000010", "00000011", 
"90000000", "00000001", "00000010", "00000011", 
"900000000", "00000001", "00000010", "00000011" ); 


BEGIN 
PROCESS (addr) 
BEGIN 
data <= MemA(Conv_Integer (addr) ); 


END PROCESS; 


END SAD_MemA_Beh; 


*" ‘Figure 5.29 Description of a simple read-only memory. 


Local registers: sum, sad_reg (32 bits); 1 (9 bits) 
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Figure 5.30 SAD HLSM modified to access the external memory components. 
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Figure 5.31 shows the first part of a description of the new SAD HLSM that 
uses memory components. The entity declaration now includes the ports for inter- 
facing with the external memory components. Furthermore, the description now 
defines a function AbsDiff that computes the absolute value of the difference of 
two logic vectors. The previous description uses the ABS function defined in the 
std_logic_signed package. However, the new description _ uses 
std_logic_unsigned, as the address and data lines interfacing with the memory 
components use unsigned vectors. Because both packages cannot be used in the 
same entity, ABS cannot be used, and thus the new description defines the AbsDiff 
function in a way that does not result in an intermediate negative value. 

Figure 5.32 shows the second part of the new HLSM description. The part 
shown illustrates the new state S3a, corresponding to the HLSM of Figure 5.30. 
Notice how the access to items A and B is now completely through address and 
data ports. Also notice that state $3 now calls function AbsDiff rather than ABS. A 
synthesis tool would replace that function call by the contents of the function 
itself. In other words, the description could have included AbsDiff's IF-THEN- 
ELSE statement directly in state $3. However, using the function leads to 
improved readability of the HLSM. 


USE ieee.std_logic_unsigned.ALL; 
USE ieee.std_logic_arith.ALL; 


ENTITY SAD IS 
PORT (Go: IN std_logic; 

A_addr: OUT std_logic_vector(7 DOWNTO 0); 
A_data: IN std_logic_vector(7 DOWNTO 0); 
B_addr: OUT std_logic_vector(7 DOWNTO 0); 
B_ data: IN std_logic_vector(7 DOWNTO 0); 
SAD_out: OUT integer; 
Clk, Rst: IN std_logic ); 

END SAD; 


ARCHITECTURE SAD_HLSM OF SAD IS 
TYPE Statetype IS (S0,S1,S2,S3a,S3,S4); 


FUNCTION AbsDiff(A, B: std_logic_vector(7 DOWNTO 0)) 
RETURN integer IS 
BEGIN 
IF (A > B) THEN 
RETURN (Conv_Integer (A-B) ); 
ELSE 
RETURN (Conv_Integer(B-A) ); 
END IF; 
END FUNCTION; 


Figure 5.31 SAD HLSM description with separate memory (part 1). 
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BEGIN 
PROCESS (C1k) 
BEGIN 
IF (Clk='1' AND Cl1k'EVENT) THEN 
IF (Rst='1') THEN 
ELSE 
CASE (State_reg) IS 
WHEN S2 => 
IF (NOT(I_reg = 255)) THEN 
State_reg <= S3a; 
ELSE 
State_reg <= S4; 
END IF; 
WHEN S3a => 
A_addr <= 
Conv_Std_Logic_Vector(I_reg, 8); 
B_addr <= 
Conv_Std_Logic_Vector(I_reg, 8); 
State_reg <= S3; 
WHEN S3 => 
Sum_reg <= Sum reg + 
AbsDiff(A_data, B_ data); 
I_reg <= I_reg + 1; 
State_reg <= S2; 
eoezZ 
END CASE; 
END IF; 
END IF; 
END PROCESS; 
SAD_out <= SAD _ reg; 


END SAD_HLSM; 


Figure 5.32 SAD HLSM description with separate memory (part 2). 
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Figure 5.33 shows the first part of a testbench for the SAD system with sepa- 
rate memory components. The testbench declares three components: the SAD 
component, the memory A component, and the memory B component. The test- 
bench also declares the signals needed for connecting those components together, 
and then connects them using port maps. Note that a testbench can instantiate 
multiple components for testing, rather than instantiating just one component. To 
the extent possible, designers should always test components separately, before 
testing them together in a single testbench. 

Figure 5.34 shows the second part of the testbench, having the clock and vec- 
tor processes. The vector process is similar to the process of the previous SAD 
HLSM without external memory components, except that the process must wait 
longer for the SAD output to appear, due to the extra state in the HLSM. Thus, 
rather than waiting (256*2+3) * (20 ns), the process waits (256*3+3) * (20 ns). 


ARCHITECTURE TBarch OF Testbench IS 
COMPONENT SAD IS 
PORT (Go: IN std_logic; 

A_addr: OUT std_logic_vector(7 DOWNTO 0); 
A_data: IN std_logic_vector(7 DOWNTO 0); 
B_addr: OUT std_logic_vector(7 DOWNTO 0); 
B_data: IN std_logic_vector(7 DOWNTO 0); 
SAD_out: OUT integer; 
Clk, Rst: IN std_logic ); 

END COMPONENT ; 


COMPONENT SAD _MemA IS 
PORT (addr: IN std_logic_vector(7 DOWNTO 0); 
data: OUT std_logic_vector(7 DOWNTO 0) ); 
END COMPONENT SAD_MemA; 


COMPONENT SAD _MemB IS 
PORT (addr: IN std_logic_vector(7 DOWNTO 0); 
data: OUT std_logic_vector(7 DOWNTO 0) ); 
END COMPONENT SAD_MemB; 


SIGNAL Go_s: std_logic; 

SIGNAL A_addr_s, B_addr_s: std_logic_vector(7 DOWNTO 0); 
SIGNAL A_data_s, B_data_s: std_logic_vector(7 DOWNTO 0); 
SIGNAL SAD_out_s: integer; 

SIGNAL Clk_s, Rst_s: std_logic; 


SIGNAL ClkPeriod : TIME := 20 ns; 


BEGIN 
CompToTest: SAD PORT MAP 
(Go_s, A_addr_s, A_data_s, B_addr_s, B_data_s, 
SAD_out_s, Clk_s, Rst_s); 
A_Mem: SAD _MemA PORT MAP (A _addr_s, A_data_s); 
B_ Mem: SAD MemB PORT MAP (B_ addr _s, B_data_s); 


Figure 5.33 SAD HLSM testbench with memory components (part 1). 


126 * 5 Register-Transfer Level (RTL) Design 


ClkProcess: PROCESS 
BEGIN 

Clk_s <= '0'; 

WAIT FOR ClkPeriod/2; 

Clk_s <= '1'; 

WAIT FOR ClkPeriod/2; 
END PROCESS ClkProcess; 


VectorProcess: PROCESS 
BEGIN 
Rst_s <= '1'; 
Go_s <= '0'; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 


Rst_s <= '0'; 

Go_s <= '1'; 

WAIT FOR (256*3 + 3)*ClkPeriod; 

ASSERT (SAD_out_s = 4) REPORT "SAD failed -- should equal 4"; 


WAIT; 
END PROCESS VectorProcess; 


Figure 5.34 SAD HLSM testbench with memory components (part 2). 
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Figure 5.35 Waveforms for SAD HLSM with memory components. 


The testbench in Figure 5.33 and Figure 5.34 has also been improved by 
declaring (in Figure 5.33) a constant named ClkPeriod to represent the clock’s 
period of 20 ns, and using that constant (in Figure 5.34) in the clock and vector 
processes, rather than hardcoding the 20 ns value throughout. Declaring such a 
constant enables a designer to easily change the clock period just by changing one 
number, rather than having to change multiple numbers scattered throughout the 
code (and possibly forgetting to change the number in one place or changing a 
number when it should not have been changed). The constant declaration uses the 
type TIME, which consists of a number and a timescale like ns (nanoseconds). 

Finally, Figure 5.35 shows waveforms generated from the testbench. Wave- 
forms for the address and data signals now appear. The final SAD output also 
appears, although it appears later than in Figure 5.27, due to the extra state in the 
HLSM. Generally, converting a design from higher-levels to levels closer to an 
implementation yield increasing timing accuracy. 
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VHDL Mini-Reference 


6.1 BASIC SYNTAX 


COMMENTS 


VHDL comments begin with two hyphens, “--”, and continue until the end of the 
line. Comments can be used to provide annotations about VHDL code to provide 
designers with additional information regarding the code. All VHDL comments 
are single line comments, but may start on the same line following VHDL state- 
ments. Comments too long to fit on a single line can be split into multiple com- 
ments, one per line, beginning with “--” at the start of each line of the comment. 
VHDL comments do not affect the simulation or synthesis of a VHDL descrip- 
tion, but are very useful to human readers. 


Examples: 


-- Example of a single line comment 
A <= '0'; -- Reset condition 


-- Comments that are long may be separated 
~- into multiple lines. Each line of the 
-- comment must begin with "--" 


IDENTIFIERS 


Identifiers are user-defined names within a VHDL description and are used to 
identify any user-defined object within a VHDL description. User-defined names, 
or identifiers, must start with a letter, optionally followed by any sequence of let- 
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ters, numbers, and underscore characters, with the restrictions that two under- 
scores Cannot appear in a row and an underscore cannot be the last character of an 
identifier. 


Examples: 


A 

B14 

Wire_23 
test_entity 


Invalid Examples: 


IN -- reserved word 

4x1Mux -- does not begin with letter 

_in4 -- does not begin with letter 

Wire_ -- ends with underscore 

Wire __23 -- includes two underscores in a row 
LITERALS 


A literal is the representation of a value of a specific type. Literals are used to 
assign specific values to signals, variables, constants, generics, etc. and within 
expressions that include a specific value. 


Integers 


An integer literal is a literal that defines a decimal integer number, consisting of 
one or more decimal digits. An integer literal can also include underscores to sep- 
arate digits within the literal, with the restrictions that two underscores cannot 
appear in a row and an underscore cannot end the literal. Underscores have no 
effect on the value of the literal. 


Examples: 


123 
45 
1_450_891 


Characters 


A character literal is a literal that defines a single character, consisting of a single 
graphical character enclosed between two apostrophes. Character literals are used 
to represent the logic values ‘O’ and ‘/’, among others. 
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Examples: 
t (0) 1 
1 1 t 
1 Z, 1 
' A ' 
Strings 


A string literal is a sequence of characters enclosed between two quotation marks. 
If a quotation mark needs to be part of the string literal itself, two quotation marks 
within the string literal can be used to represent the quotation mark within the lit- 
eral. A string literal must fit on a single line. If longer string literals are needed, 
the concatenation operation can be used to concatenate multiple string literals on 
separate lines together. 


Examples: 
"Error: File not found." 


"This string is very long and looks better" & 
"when split into two strings on separate lines" 


umu" -_ A string containing a single quotation 


Bit Strings 

A bit string literal is used to specify a literal consisting of a sequence of bits. Bit 
string literals are important for assigning values to bit_vector, std_logic_vector, 
signed, and unsigned types, among others. A bit string literal is a sequence of dig- 
its enclosed between two quotation marks. A bit string literal can include under- 
scores to separate digits within the literal, with the restrictions that two under- 
scores cannot appear in a row and an underscore cannot end the literal. 
Underscores have no effect on the value of the literal. 

A bit string literal can be specified in one of three bases, binary, octal, or 
hexadecimal, denoted by including the character ‘B’, ‘O’, or ‘X’, respectively, 
immediately before the quotation beginning the literal value. When specifying a 
binary literal, the literal’s digits are restricted to the 0 or 1. When specifying an 
octal literal, the literal’s digits are limited to 0 through 7, and the value of the lit- 
eral is the bit string equivalent obtained by replacing each octal digit with the cor- 
responding three binary digits. When specifying an hexadecimal literal, the 
literal’s digits are limited to 0 through 9 and A through F, and the value of the lit- 
eral is the bit string equivalent obtained by replacing each hexadecimal digit with 
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the corresponding four binary digits. Note that a bit string literal specified with an 
octal or hexadecimal base can only represent bit string literals with lengths that 
are multiples of three and four, respectively. 


Examples: 


-- The following examples all represent the 
-- the same bit string literal 

= ag i Dp et si KD Oe 

Br Ad A a Ee 

Oy a A ye 

X" FFF" 


RESERVED WORDS 


A reserved word, also referred to as a keyword, is an identifier that has special sig- 
nificance in the language and may not be used as a user defined name within a 
VHDL description. The full list of VHDL reserved words is presented here in all 
uppercase letters. Note that VHDL is case insensitive, and thus lowercase or 
mixed case versions of the reserved words are still considered reserved words. 


ABS ACCESS AFTER 
ALIAS ALL AND 
ARCHITECTURE ARRAY ASSERT 
ATTRIBUTE BEGIN BLOCK 
BODY BUFFER BUS 

CASE COMPONENT CONFIGURATION 
CONSTANT DISCONNECT DOWNTO 
ELSE ELSIF END 
ENTITY EXIT FILE 

FOR FUNCTION GENERATE 
GENERIC GROUP GUARDED 
IF IMPURE IN 
INERTIAL INOUT Is 

LABEL LIBRARY LINKAGE 
LITERAL LOOP MAP 

MOD NAND NEW 

NEXT NOR NOT 

NULL OF ON 

OPEN OR OTHERS 
OUT PACKAGE PORT 
POSTPONED PROCEDURAL PROCEDURE 
PROCESS PROTECTED PURE 
RANGE RECORD REFERENCE 
REGISTER REJECT REM 


6.2 Declarations « 131 


REPORT RETURN ROL 

ROR SELECT SEVERITY 
SIGNAL SHARED SLA 

SLL SRA SRL 
SUBTYPE THEN TO 
TRANSPORT TYPE UNAFFECTED 
UNITS UNTIL USE 
VARIABLE WAIT WHEN 
WHILE WITH XNOR 

XOR 


6.2 DECLARATIONS 
ENTITY 


ENTITY name IS 
ports 
generics 

END name; 


An entity declaration defines an entity’s interface to the outside world, including 
the entity’s name, inputs, and outputs. An entity declaration may also include the 
declaration of the entity’s ports and generics, but are not required. 


Ports 


PORT (mame: direction type; 
name: direction type); 


The entity’s inputs and outputs, known as ports appear in a list contained between 
the parentheses of the statement ““PORT ( );”. Semicolons separate each port in the 
list — note that the last port is not followed by a semicolon, since there is no fol- 
lowing port from which to separate. Each port consists of a name, a direction (e.g., 
IN, OUT, or INOUT), and a type. Multiple ports of the same type and direction can 
be grouped together, where each port name is separated by a comma. 


Example: 


ENTITY And2 IS 
PORT (x: IN std_logic; 
yo “IN stdulogie; 
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F: OUT std_logic); 
END And?2; 


ENTITY And2 IS 
PORT (x,y: IN std_logic; 
F: OUT std_logic); 
END And2; 


Generics 


GENERIC (name: type 
mame: type 


default_value; 
default_value) ; 


A generic is a constant value defined within an entity declaration that declares a 
generic constant. Unlike other constants, the value for a generic can be specified 
within a component instantiation and can vary across multiple instances of the 
component. The entity’s generics appear in a list contained between the parenthe- 
ses of the statement “GENERIC ( );”. Semicolons separate each generic in the list 
— note that the last generic is not followed by a semicolon, since there is no fol- 
lowing generics from which to separate. Each generic consists of a name, a type, 
and a default value for the generic. 


Example: 


ENTITY Mux2 IS 


GENERIC (Width: integer := 4); 
-- Rest of entity declaration 
END Mux2; 
Architecture Body 


ARCHITECTURE name OF entity_name IS 
declarative_part 

BEGIN 
statements_part 

END name; 


An architecture body defines what is inside an entity. In other words, the architec- 
ture body describes the function of the entity, namely, how the entity’s outputs are 
related to the entity’s inputs. The architecture body declaration defines the archi- 
tecture name and the entity name of the entity declaration of the design. Multiple 
architectures may exist for a single entity. 
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The architecture body includes two parts, the architecture declarative part and 
the architecture statements part. The architecture’s declarative part incudes decla- 
rations of items that are available within the architecture and may include compo- 
nent, signal, constant, and type declarations, among others. The architecture’s 
statement part includes the statements that define the internal operation of the 
design. 


Example: 


ARCHITECTURE And2_beh OF And2 IS 
BEGIN 


PROCESS (x, y) 
BEGIN 

F <= x AND y; 
END PROCESS; 


END And2_beh; 


COMPONENT 


COMPONENT name IS 
ports 
generics 

END COMPONENT; 


A component is an entity used within a circuit. A component declaration defines 
the component’s name and the component’s input and output ports, which all 
should be the same as they were in the component’s original entity declaration. 


Example: 


COMPONENT And2 IS 
PORT (x: IN std_logic; 
y: IN std_logic; 
F: OUT std_logic); 
END COMPONENT ; 


CONFIGURATION 


CONFIGURATION name OF entity_name IS 
FOR architecture_name 
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FOR instance_name: component_type 
USE ENTITY 
library. entity_name(architecture_name) ; 
END FOR; 
END FOR; 
END name; 


A configuration declaration defines the bindings between component instances 
and design entities. Configurations are most often used to select which architec- 
ture of an entity should be used during simulation. A single entity may have mul- 
tiple architectures describing the entity’s internal design. For example, Figure 
2.23 shows a BeltWarn entity with two architectures, one behavioral, the other 
structural. However, during simulation, only one architecture can be used. While 
many simulators provide simple mechanisms for selecting which architecture to 
use, a configuration declaration can also be used to specify which architecture to 
use. 

The configuration declaration begins by defining the configuration name and 
the entity that is being configured using the syntax, “CONFIGURATION name 
OF entity_name IS’. As several architectures may exist for the entity being con- 
figured, the configuration must first specify which architecture of the entity is 
being configured using a block configuration. A block configuration defines the 
configuration for an architecture with the keyword FOR followed by the name of 
the architecture being configured. For example, the statement “FOR TBarch” 
defines the block configuration for the architecture TBarch. The block configura- 
tion may include zero or more component configurations between the block con- 
figuration’s declaration and the “END FOR,” statement at the end of the block 
configuration. 

A component configuration defines the bindings between the component 
instances within the specified architecture of the entity being configured and 
design entities that should be used for each of those components. In other words, a 
component configuration indicates which design entities should be used for a spe- 
cific component instance. A component declaration begins with the keyword FOR 
followed by the component instance being configured and the type of component 
separate by a colon. For example, the component configuration “FOR Comp- 
ToTest: BeltWarn” declares a configuration for the component instance named 
CompToTest that is a BeltWarn component. A basic component configuration will 
include a single USE statement that indicates which design entity should be used 
for this component instance. The USE statement begins with “USE ENTITY’ fol- 
lowed by the name of the library containing the design entity and the entity name 
separated by a period with the entity’s architecture specified within parentheses 
after the entity name. For example, the statement “USE ENTITY work.Belt- 
Warn(Behav);” indicates that the Behav architecture of the entity BeltWarn within 
the work library should be used for the specified component instance. The library 
for the design entity is typically the working library, named work, that is used by a 
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simulator for all user defined entities. The component configuration ends with the 
“END FOR,” statement. 

The following configuration examples include two configuration declarations, 
named CfgTestBeh and CfgTestStruct, that demonstrate how to configure the test- 
bench of Figure 2.15 to simulate the BeltWarn design of Figure 2.23 using the 
Behav and Circuit architectures, respectively. 


Examples: 
-- Configuration specifying that the Behav 
-- architecture of the BeltWarn entity 
-- should be selected for CompToTest 
CONFIGURATION CfgTestBeh OF Testbench IS 
FOR TBarch 
FOR CompToTest: BeltWarn 
USE ENTITY work.BeltWarn (Behav) ; 
END FOR; 
END FOR; 
END CfgTestBeh; 


-- Configuration specifying that the Circuit 
-- architecture of the BeltWarn entity 
-- should be selected for CompToTest 
CONFIGURATION CfgTestStruct OF Testbench IS 
FOR TBarch 
FOR CompToTest: BeltWarn 
USE ENTITY work.BeltWarn (Circuit) ; 
END FOR; 
END FOR; 
END CfgTestStruct; 


CONSTANT 


CONSTANT name: type := constant_value; 


A constant is an object that represents a fixed value that cannot be changed after 
the constant declaration. A constant declaration statement must specify the con- 
stant name, constant type, and define the fixed value for the constant. While mul- 
tiple constants of the same type can be declared within a single constant 
declaration statement, all constants would be assigned the same fixed value. 


Examples: 
CONSTANT C6: std_logic_vector(2 DOWNTO 0) := "110"; 
CONSTANT Enable: std_logic := '0'; 


CONSTANT ClkPeriod: TIME := 20 ns; 
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FILE 


FILE name : file_type; 
FILE name : file type IS file _name; 
FILE name : file_type OPEN file mode IS file name; 


A file declaration statement defines a file identifier that can be used for accessing 
information stored within a file. A file is a document located on the host comput- 
ing system. A file declaration must at least define the file identifier and the file 
type. The predefined file type, text, and functions for accessing files are available 
in the package std.textio.ALL. A text file is a file that contains an arbitrary number 
of text (known as “ASCIT’) characters. The text file type is a very convenient file 
type to use as one can edit a text file within any text editor. 

A file declaration can optionally specify the logical file name of the file — the 
logical file name is the name of the file on the host computing system and must be 
an expression of the predefined type string. If the file name is specified, an 
implicit call to the file_open() function will be called and the specified file will be 
opened with the default file access mode, read_mode. If the logical file name is 
specified and the desired access mode is not read_mode, the file declaration can 
also specify the file access mode. The file access mode can be either read_mode, 
write_mode, or append_mode depending on whether the file will be used for input 
or Output. When a file is opened with write_mode, a new file will be created, 
replacing any previously existing file with the specified name. If a file is opened 
with append_mode, the file will be opened for output and any output to the file 
will be appended to the end of the existing file, or to a new file if the file did not 
previously exist. 


Examples: 


-- No implicit file_open 
FILE vectorfile: text; 


-- Implicit file_open with default 
~- read_mode access 
FILE infile: text IS "vectors.txt"; 


~- Explicit file_open with specified 
-- write_mode access 
FILE outfile: text OPEN write_mode IS "results"; 


6.2 Declarations * 137 
SIGNAL 


SIGNAL name: type; 
SIGNAL name: type := default_value; 


A signal is an object that holds, or stores, a value at a particular time. A signal 
declaration statement must specify the signal name and signal type, and can 
optionally define an initial value for the signal. Note that assigning an initial value 
to a signal is generally not synthesizable, but it can be useful for testbenches and 
simulation. Multiple signals of the same type can also be declared within a single 
signal declaration statement, where each signal name is separated by a comma. 


Examples: 


SIGNAL a: std_logic; 
SIGNAL reg: std_logic_vector(1 DOWNTO 0) := "11"; 
SIGNAL x_s, y_s, F_s: std_logic; 


Signals declarations must be included with the declarative part of an entity’s 
architecture body. 


Example: 


ARCHITECTURE Circuit OF BeltWarn IS 
-- Declarations 
SIGNAL nl, n2: std_logic; 

BEGIN 
-- Statements 

END Circuit; 


TYPE 


A type declaration defines a new name that represents a set of possible values. 
Many different type declarations are possible within VHDL. The following 
includes details for a few common type declarations useful for digital design. All 
type declarations consist of two key items, the name of the type and the possible 
values an object of that type can represent. 


Array 


TYPE name IS ARRAY (constraint) OF element_type; 
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An array declaration defines an object that consists of a number of elements, all 
having the same subtype, and each being accessible using an index. An array dec- 
laration includes the new type name, an array constraint defining the size of the 
array, and the array element type that defines the type of element stored within the 
array. The array constraint can be used to define a constrained or unconstrained 
alTay. 

A constrained array type declaration defines an array with a known number 
of elements within the array by specifying the size of the array as a discrete range 
enclosed by parentheses within the array constraint. All objects of a constrained 
atray type will have exactly the same number of elements. 

An unconstrained array declaration defines an array type that only specifies 
the type of elements within the array but not the range for the array index. An 
unconstrained array declaration must include within the array constraint the sub- 
type for the array index followed by “RANGE <>”, that specifies an undefined 
range. When declaring an object, such as a signal or variable, of an unconstrained 
array type, the object declaration must define the discrete range of the array within 
the declaration. 


Examples: 


-- Constrained array type declaration 
TYPE regfile_type IS 

ARRAY (0 to 3) OF std_logic_vector(31 DOWNTO 0); 
SIGNAL regfile: regfile_type; 


-- Unconstrained array type declaration 

TYPE Memory IS ARRAY (integer RANGE <>) OF 
std_logic_vector(8 DOWNTO 0); 

SIGNAL DataMem: Memory (0 to 31); 


Enumeration 


TYPE mame IS (identifierl1, identifierl) ; 
TYPE mame IS (characterl, character2) ; 


An enumeration type declaration defines all possible values of the user defined 
type between the parentheses of the type declaration, where each distinct value is 
separated by a comma. A user defined enumerated type may either specify the 
values as multiple unique identifiers or as multiple unique characters. 


Examples: 


TYPE Statetype IS (S_Off, S_Onl1, S_On2, S_On3); 
TYPE “TriState-.1S 070s 2h,72 °°) 
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Integer 


TYPE name IS RANGE low_value TO high_value; 
TYPE name IS RANGE high _ value DOWNTO low_value; 


An integer type declaration specifies an integer type and defines the RANGE of 
possible integers values the type can represent. Note that VHDL includes the pre- 
defined integer type, named integer, that is guaranteed to at least include the range 
—2147483647 to +2147483647, but may be larger depending on the implementa- 
tion. 


Example: 
TYPE SmallInt IS RANGE 0O TO 16; 


TYPE TwosComplementInt IS RANGE -256 TO 255; 
TYPE Index IS RANGE 31 DOWNTO 0; 


Subtype 


SUBTYPE name IS restricted_type; 


A subtype declaration declares a new subtype that is a restricted form of a previ- 
ously defined type (or subtype). A subtype declaration includes the base type and 
a constraint that restricts the possible values of the base type that the newly cre- 
ated subtype may hold. The new type is a subtype in that it represents a subset of 
the possible values the base type can represent. 


Examples: 
SUBTYPE Statetype IS std_logic_vector(1 DOWNTO 0); 


TYPE SmalliInt IS RANGE 0 to 16; 
SUBTYPE SmallerInt IS SmalliInt RANGE 0O TO 8; 


VARIABLE 


VARIABLE mame: type; 
VARIABLE mame: type := default_value; 
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A variable declaration declares a new storage item, and is similar to a signal 
except for the important distinction that a variable does not have a time aspect. 
Variables are defined within a process between the process declaration statement 
and the process begin statement, and can only be accessed within the process in 
which it is defined. Multiple variables of the same type can also be declared 
within a single variable declaration statement, where each variable name is sepa- 
rated by a comma. Note: revisions to VHDL allow for processes to share vari- 
ables, but we do not discuss that advanced feature here. 


Example: 
PROCESS: “(A;-B;, Ci) 


VARIABLE A5, B5, S5: 
std_logic_vector(4 DOWNTO 0); 


BEGIN 
A5 := '0' & A; B5 := '0' & B; 
S5 := AS + BS + Ci; 
S <= $5(3 DOWNTO 0); 
Co <= §5(4); 


END PROCESS; 


6.3 STATEMENTS 
ASSERTION STATEMENT 


ASSERT condition REPORT expression 
SEVERITY expression; 


An assertion statement checks if a condition is true, reporting an error if the con- 
dition is false. An assertion statement includes the condition of the assertion, a 
REPORT clause, and a SEVERITY clause. The REPORT clause of the assertion 
statement is optional. If the REPORT clause is present, the clause must defines a 
literal or expression of type string that will be displayed if the condition of the 
assertion statement evaluates to false. If the REPORT clause is absent, the default 
report string “Assertion violation” will be printed. 

Assert statements also allow for an optional SEVERITY clause included at the 
end of the assert statement. Possible SEVERITY value are ERROR, WARNING, 
and NOTE, with ERROR being the default value. The severity clause provides 
additional information to the simulator, allowing the simulator to decide how to 
report the error, which is specific to the simulator and can often be configured. 
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Example: 


ASSERT a = '1'; 
ASSERT x_S = '0' REPORT "Reset failed"; 
ASSERT Q_s = X"0O00000FF" 
REPORT "Failed output enabled" 
SEVERITY warning; 


ASSIGNMENT STATEMENT 


Signal Assignment 


signal_name <= expression; 


A signal assignment statement assigns a value to a signal using the signal assign- 
ment operator, “<=”. The left side of the assignment operator must be a signal. 
The right side of the signal assignment statement is an expression whose type is 
the same as the signal to which the expression result will be assigned. A signal 
assignment statement must end with a semicolon. 


Examples: 
F <= x AND y; 
Q <= "0000" ; 
Q <= (OTHERS=>'0'); 
I_reg <= I_reg + 1; 


Concurrent Signal Assignment 


signal_name <= expression; 


A concurrent signal assignment statement is a signal assignment statement 
within an architecture body that assigns a value or expression to a signal. Unlike 
other signal assignment statements within a process, a concurrent signal assign- 
ment statement is essentially another process, executing concurrently with any 
other processes, and in fact is equivalent to a process that has the appropriate sen- 
sitivity list and a single signal assignment statement. 


Example: 


-- Architecture with concurrent signal 
-- assignment statement 
ARCHITECTURE Beh OF ShiftReg32 IS 
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SIGNAL R: std_logic_vector(31 DOWNTO 0); 
BEGIN 

PROCESS (Clk) 

BEGIN 

-- Process statements 

END PROCESS; 

O-<s Re -- Concurrent signal assignment 
END Beh; 


-- Process equivalent of the concurrent signal 
-- assignment statement "Q <= R;" 


PROCESS (R) 
BEGIN 
Q <= R; 


END PROCESS; 


Variable Assignment 


variable name := expression; 


A variable assignment statement assigns a value to a variable using the variable 
assignment operator, “:=”. The left side of the variable assignment operator must 
be a variable. The right side of the variable assignment statement is an expression 
whose type is the same as the variable to which the expression result will be ass- 
gined. A variable assignment statement must end with a semicolon. 


Examples: 
Sum := 0; 
S5 := AS + BS + Ci; 
CASE STATEMENT 


CASE expression IS 
WHEN choice => 
choice_statements 
WHEN choice => 
choice_statements 
WHEN OTHERS => 
choice_statements 
END CASE; 
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A case statement selects for execution one sequence of statements among several 
possible sequences of statements, based on the value of the case statement’s 
expression, specified between the CASE and JS keywords of the statement. The 
case statement will evaluate the case expression and execute the sequence of state- 
ments within the choice whose value matches the value of the expression. Each 
choice within a case statement is defined by a WHEN clause that specifies the 
value of the choice between WHEN keyword and “=>” symbol followed by the 
sequence of statements to be executed when the choice is selected. The case 
expression must be a discrete type or an array type whose element base type is a 
character type, such as a string, bit_vector, or std_logic_vector. 

A case statement must define all possible alternatives and defines a sequence 
of statements to execute for each option. In addition, a distinct value for the 
expression can only appear within one WHEN clause. Therefore, the case state- 
ment will execute exactly one sequence of statements within the corresponding 
choice. The case statement can include an OTHERS choice as the last alternative, 
specified as “WHEN OTHERS =>”, within the case statement. The OTHERS 
choice corresponds to all other possible values of the case expression that are not 
defined in previous choices. 


Example: 


CASE Currstate IS 
WHEN S_Off => 


x <=. 10" 
IF (b = '0') THEN 
Nextstate <= S_Off; 
ELSE 
Nextstate <= S_On1; 
END IF; 
WHEN S_Onl1 => 
x <= "1"; 


Nextstate <= S_On2; 
WHEN S_On2 => 

x <= Vs 

Nextstate <= S_On3; 
WHEN S_On3 => 


x <= "1"; 
Nextstate <= S Off; 
END CASE; 


-- Case statement with WHEN OTHERS choice 
CASE (sel) IS 
WHEN "00" => 
a <=" 0; 
WHEN "01" => 


144 + 6 VHDL Mini-Reference 


d <= il; 
WHEN "10" => 

d-<=] 12 
WHEN "11" => 

ad <= i3; 
WHEN OTHERS => 

d <= 'Z'; 

END CASE; 


COMPONENT INSTANTIATION 


instance_name: component_type 
port_map 
generic_map; 


A component instantiation statement creates a single instance of a component in 
a circuit, and describes how that instance connects with the circuit signals. The 
component instantiation statement specifies a unique name for the component 
instance, the type of component being instantiated, a port map, and a generic map. 


Port Map 


PORT MAP (signal, signal) ; 
PORT MAP (port => signal, port => signal); 


The port map part of a component instantiation statement connects the component 
instance’s ports to signals within the circuit. A positional port map has a list of 
signals defined within parentheses, where each signal in the list connects to a port 
of the component according to the order of ports in the component declaration. A 
named port map explicitly maps the instance’s ports by name to signals within cir- 
cuit signals. In a named port map, the ordering of the items within the port map 
does not matter. 


Examples: 


-- Component instantiation with positional 
-- port map 
CompToTest: Add4 PORT MAP (A_s, B_S, S_S); 


-- Component instantiation with named port map 
CompToTest: Add4 PORT MAP (S=>S_s, A=>A_s, B=>B_S); 
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Generic Map 


GENERIC MAP (value, value); 
GENERIC MAP (generic => value, generic => value) ; 


The generic map part of a component instantiation statement associates values 
with component instance’s generics. A positional generic map has a list of values 
within parentheses, where each value in the list defines the value of the a generic 
of the component according to the order of generics in the component declaration. 
A named generic map explicitly maps the instance’s generics by name to values 
being associated with those generics. A generic map can assign to the generics of 
a component instance the generic values of the enclosing entity declaration, as the 
generics of the entity are generic constants that will be statically defined within a 
component instantiation of the enclosing entity. 


Example: 


-- Component declaration with a generic 
COMPONENT Adder IS 
GENERIC (Width: integer := 4); 
PORT (A: IN std_logic_vector(Width-1 DOWNTO 0) ; 
B: IN std_logic_vector(Width-1 DOWNTO 0) ; 
S: OUT std_logic_vector(Width-1 DOWNTO 0)); 
END COMPONENT; 


-- Component instantiation with named port map 
-- and named generic map 
CompToTest: Adder 

PORT MAP (S=>S_s, A=>A_s, B=>B_s) 

GENERIC MAP (Width=>32) ; 


IF STATEMENT 


IF condition THEN 
if _ statements 
ELSIF condition THEN 

elsif_statements 
ELSE 

else_statements 
END IF; 


An IF statement selects for execution one or none of the defined sequences of 
statements based on the evaluation of the conditions defined within the various 


146 ¢ 6 VHDL Mini-Reference 


parts of the IF statement. The IF statement can include multiple parts - a single IF 
part, zero or more ELSIF parts, and single final ELSE part. The IF statement 
begins by evaluating the condition within the IF part, specified between the IF and 
THEN keywords of the IF statement. If this condition evaluates to true, then the 
. Statements following the THEN keyword are executed, and the remaining parts of 
the IF statement will be skipped. If the IF condition instead evaluates to false, the 
statements following the THEN are skipped, and instead the following ELSIF of 
ELSE part of the IF statement are evaluated. An IF statement can have one or 
more ELSIF parts to handle multiple possible conditions. The first ELSIF part 
whose condition evaluates to true will have its statements executed, and the 
remaining parts of the IF statement will be skipped. If no conditions within the IF 
statement evaluate to true and an ELSE part is defined, the statements within the 
ELSE part will be executed. An IF statement always ends with “END IF;”, 
regardless of whether or not an ELSE part exists. The conditions defined within 
an IF statement must be specified as Boolean expression. 


Examples: 


-- IF statement 


IF (ld = '1') THEN 
Q <= I; 
END IF; 


-- IF-ELSE statement 


IF (Cnt_s = '1') THEN 
CntNext <= "10"; 
ELSE 
CntNext <= Cnt - "01"; 
END IF; 


-- IF-ELSIF-ELSE statement 
IF (A < B) THEN 

GE<="0" > Eq<="0"'> Lti<="1'% 
ELSIF (A > B) THEN 

Gt<='1'; Eq<='0'; Lt<='0'; 


ELSE 
Gt<=".0's “ha<=]"1's"Les="0""+ 
END IF; 
LOOP STATEMENT 


A loop statement defines a sequence of statements that will be executed repeat- 
edly for some number of times. The loop statement defines the loop type, which 
can be either FOR or WHILE, the loop parameter that controls how many times 
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the loop will be executed, and the sequence of statements to be executed during 
each loop iteration. 


FOR Loop 


FOR identifier IN discrete_range LOOP 
loop_statements 
END LOOP; 


A FOR loop is a loop that executes a discrete number of times as specified by the 
loop parameter. The loop parameter defines an identifier for the loop index and a 
discrete range of values over which the loop will iterate. The FOR loop executes 
the loop statements for the specified number of times. During each iteration of the 
loop, the loop index will successively be assigned the values within the defined 
range. The loop range of a FOR loop is inclusive, meaning that the loop will exe- 
cute once for each distinct value defined within the range. For example, a loop 
defined as “FOR index IN 0 TO 30 LOOP” will execute a total of 31 times. The 
sequence of statements that will be executed during each loop iteration is defined 
within the loop body between the loop declaration and the “END LOOP,” state- 
ment. 


Examples: 


FOR index IN 0 TO 30 LOOP 
R(index) <= R(index+1) ; 
END LOOP; 


FOR i IN inputline'RANGE LOOP 
read(inputline, inputbit); 


IF inputbit = '1' THEN 
Shr_in_s <= '1'; 
ELSE 
Shr_in_s <= '0'; 
END IF; 
END LOOP; 


WHILE Loop 


WHILE condition LOOP 
loop_statements 
END LOOP; 


A WHILE loop is a loop that continues to execute a sequence of statements as 
long as the loop’s condition evaluates to true. The loop condition is a Boolean 
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expression that will be evaluated before each execution of the loop’s statements. If 
the condition evaluates to true, the loop’s statement will be executed. If the loop 
condition evaluates to false, the loop’s execution is complete. The sequence of 
statements that will be executed during each loop iteration is defined within the 
loop body before the “END LOOP,” statement. 


Example: 


WHILE (Go='0') LOOP 
END LOOP; 


WHILE (NOT endfile(vectorfile)) LOOP 
-- File IO statements 
END LOOP; 


PROCESS 


process_label: 

PROCESS (sensitivity_list) 
declarative _part 

BEGIN 
statements_part 

END PROCESS process_label; 


A process statement defines a sequence of statements that are repeatedly exe- 
cuted. A process statement represents one method of describing an entity’s behav- 
ior within the entity’s architecture body. A process statement defines the process’ 
sensitivity list, declarative part, and statements part. The sensitivity list of a pro- 
cess lists the signals, including ports, of the design on which the process is sensi- 
tive. A process that specifies a sensitivity list will only execute its statements if 
the value of one the items within the sensitivity list changes. The process’ declar- 
ative part incudes declarations of items that are available within the process and 
may include variables, file, constant, and type declarations, among others. The 
process’ statements part defines the sequence of statements that will be repeatedly 
executed within the process. 

A process may also include an optional process label that defines a name for 
the process. A process label is an identifier specified at the beginning of the pro- 
cess declaration followed by a colon preceding the PROCESS keyword. When a 
process label is specified, the process label should also be specified at the end the 
process statement after “END PROCESS” but before the final semicolon, as in the 
example, “END PROCESS VectorProcess;”’. 
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Examples: 


-- Process with sensitivity list 
PROCESS (x, y) 
BEGIN 
F <= x AND y; 
END PROCESS; 


-- Process without sensitivity but 
-- with a process label 
ClkProcess: PROCESS 
BEGIN 

Clk_s <= 'O'; 

WAIT FOR 10 NS; 

Clk 6: “<S. h Is 

WAIT FOR 10 NS; 
END PROCESS ClkProcess; 


WAIT STATEMENT 


WAIT ON sensitivity_list 
UNTIL condition 
FOR time_expression; 


A wait statement in a process tells the simulator to suspend execution of the pro- 
cess. A wait statement consists of several parts, including a sensitivity list, condi- 
tion clause, and timeout clause. The wait statement’s sensitivity list defines the 
signals to which the wait statement is sensitive. Whenever the value of a signal 
within the sensitivity list changes, the process will evaluate the wait statements 
condition clause to determine if the process should still be suspended by the wait 
statement. The condition clause of a wait statement defines a Boolean expression 
following the UNTIL keyword. If the value of the condition evaluates to true, the 
process will resume execution. If the condition evaluates to false, the process will 
be suspended again until a signal within the sensitivity list changes. If a sensitivity 
list is not specified, the sensitivity list will be automatically be constructed from 
the condition clause. If the condition clause is not specified, the default condition 
“UNTIL true” is assumed. 

A wait statement can also tell the simulator how long to wait before resuming 
execution by using a timeout clause that defines the maximum amount of time the 
process should wait before executing again. The timeout clause is defined as a 
time value following the FOR keyword. For example, the timeout clause “FOR 10 
ns” specifies that the process execution should only be suspended for a maximum 
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of 10 ns, even if no signals within the wait statement’s sensitivity list change or 
the condition clause does not evaluate to true. 

The statement “WAIT;” defines a wait statement without a sensitivity list, con- 
dition clause, or timeout clause, and will permanently suspend the execution of 
the process. 


Examples: 


WAIT; -- Will wait forever 

WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 
WAIT FOR 10 ns; 

WAIT ON S; 

WAIT ON S UNTIL S='0O' FOR 10 ns; 


6.4 OPERATORS 


VHDL defines arithmetic, logical, relational, and other operators for the pre- 
defined types, bit, boolean, and integer. However, these same operators, or subset 
of operators, are typically defined for additional types, such as std_logic, 
std_logic_vector, signed, and unsigned, within the packages that define the types. 


ARITHMETIC 


Arithmetic operators for the predefined integer type including addition, “+”, sub- 
traction, “-”, concatenation “&”, multiplication, “*’, division, ‘“/’, modulus, 
MOD, remainder, REM, absolute value, ABS, exponentiation, “**”, and the sign 
operators identity, “+”, and negation, ‘-”. Note that the negation and subtraction 
operators, as well as the addition and identity operators, both utilize the same 
symbol for the operator. Because the negate operator is a unary operator and has 
higher precedence, distinguishing between the two operators within a VHDL 
description is straightforward. 

All of these operators can be generally classified as arithmetic operators. 
However, VHDL further classifies theses operators into addition, sign, multiplica- 
tion, and miscellaneous operators, in order to establish the operator precedence 
discussed in a latter section. 


Examples: 


S <= A + B; 

I_reg <= I_reg - 1; 
mulout <= a * b; 

A <= -B; 


6.4 Operators ¢ 151 


Concatenation 


The concatenation operator, “&’’, is classified as an arithmetic operator, although 
the concatenation operator can be also used to concatenate bit_vector, 
std_logic_vector, unsigned, and signed types. The concatenation operator com- 
bines its left and right bit vectors into one larger vector value. The concatenation 
operator can also be used to combine two single bit items, such as bit or std_logic, 
into a multi-bit vector, such as bit_vector or std_logic_vector. 


Examples: 


A5 <= '0' & A; 
B5 := B(3) & B; 


LOGICAL 


The logical operators, NOT, AND, OR, XOR, NAND, NOR, XNOR are defined for 
the predefined types, bit, boolean, and bit_vector. The logical operators are also 
defined for std_logic and_ std_logic_vector within the package 
ieee.std_logic_1164.ALL. While the NOT operator is considered a logical opera- 
tor, NOT has a higher precedence than the other logical operators. 


Examples: 
F <= x AND y; 
w <= k AND p AND NOT(s); 
F <= NOT x; 
RELATIONAL 


669? 
=-5 


The relational operators allow us to compare the operands to test for equality, 
inequality, “/=”, as well as the ordering of the operands including comparisons for 
less than, “<”, less than or equal, “<=”, greater than, “>”, and greater than or 
equal, “>=”. The result of all relational operators is a Boolean value of the pre- 
defined type boolean. 


Examples: 


ASSERT Q_s = X"FFFF0000"; 
WAIT UNTIL Clk_s='1' AND Clk_s'EVENT; 


-- IF-ELSIF-ELSE statement using relational 
-- operators in the IF and ELSIF conditions 
IF (A < B) THEN 
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Gt<="0 > Eq<=":0" >. Liss "1" > 
ELSIF (A > B) THEN 

Gt<='"1'> Bq<='0"; BLt<='0"+ 
ELSE 

Gesa"0" “Eq=a="L"* Lt<="0" 4 
END IF; 


SHIFT 


The shift, and rotate, operators are defined for vectors of the predefined types bit 
or boolean, such as a bit_vector. The shift operators include shift left logical, SLL, 
shift nght logical, SRL, shift left arithmetic, SLA, shift right arithmetic, SRA, 
rotate left, ROL, and rotate right, ROR. The left operand of a shift operation must 
specify a vector whose value will be shifted. The right operand of a shift operation 
specifies an integer expression defining the number of bit positions to shift the 
vector. 


Examples: 


Roce. Ran SRL. 2s 
Reg <= Reg ROR 8; 


OPERATOR PRECEDENCE 


The operator precedence in VHDL is defined by classifying operators into several 
precedence levels. All operators within the same level have the same precedence 
and are evaluated from left to nght. The following lists the VHDL precedence lev- 
els from highest to lowest precedence and the operators defines within each prece- 
dence level. 

e Miscellaneous: NOT, ABS, ** 

¢ Multiplication: *,4 MOD, REM 

e Sign: +, - 

e Addition: +, -, & 

e Shift: SLL, SRL, SLA, SRA, ROL, ROR 

¢ Relational: =, /=, <, <=, >, >= 

¢ Logical: AND, OR, XOR, NAND, NOR, XNOR 
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6.5 COMMON DATA TYPES 
BIT 


TYPE bit IS ('0','1'); 


The bit type is a predefined type in VHDL that can represent the logic values of 
‘0’ and ‘1’. 


BIT_VECTOR 


TYPE bit_vector IS ARRAY (natural RANGE <>) OF bit; 


The bit_vector type is a predefined type in VHDL that defines a collection of bits 
as an unconstrained array. A declaration of a signal or variable of type bit_vector 
must specify the numbering and order of the bits within the vector, as the 
bit_vector type declaration does not specify this information. To access an indi- 
vidual bit of a vector, the bit position must be specified within parentheses follow- 
ing the vector name. For example, the statement “Q(2) <= I(1);” would assign bit 
1 of J to bit 2 of the Q. 

Assigning all bits of a bit_vector to the same value can be accomplished using 
the “OTHERS” notation. For example, the statement “R <= (OTHERS=>'0’),;” 
assigns Os to all bits of the vector R, essentially having the same behavior as the 
assignment statement “R <= X"00000000",”’, where R is a 32 bit vector. The nota- 
tion is a bit awkward due to actually being usable in a more general scenario, but 
the notation is commonly used to set all bits of a vector to a particular value as 
used here. This notation is not only somewhat shorter, but is also independent of 
the number of bits in the vector. 


Example: 


-- bit_vector signal declaration 
SIGNAL A: bit_vector(3 DOWNTO 0); 


-- bit_vector signal assignment 
A <= "0000"; 

A <= X"0"; 

A(Q) <= '0'; 

A <= (OTHERS=>'1'); 
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BOOLEAN 


TYPE boolean IS (false, true); 


The boolean type is a predefined type in VHDL that can represent the logical val- 
ues of true and false 


STD_LOGIC 


The std_logic type is declared in the ieee.std_logic_1164.ALL package and can 
represent the many possible values a digital signal can have in a hardware circuit. 
The std_logic type can represent the logic values ‘0’ and ‘/’ along with ‘U’ to rep- 
resent an uninitialized signal, ‘X’ to represents an unknown value, ‘Z’ to represent 
high impedance, ‘-’ to represent a don’t care, ‘L’ to represent a weak signal that 
should be ‘0’, ‘H’ to represent a weak signal that should be ‘J’, and ‘W’ to repre- 


sent a weak signal for which the value cannot be determined. 


Example: 


-- Package required to use std_logic 
LIBRARY ieee; 
USE ieee.std_logic_1164.ALL; 


-- std_logic signal declaration 
SIGNAL sO: std_logic; 


-- std_logic signal assignment 
s0O <= '0'; 

sO <= '1'; 

sO <= a XOR '1'; 


STD_LOGIC_VECTOR 


The std_logic_vector type is a collection of bits, where each bit is defined as a 
std_logic. A declaration of a signal or variable of type std_logic_vector must 
specify the numbering and order of the bits within the vector. To access an indi- 
vidual bit of a vector, the bit position must be specified within parentheses follow- 
ing the vector name. Similar to a bit_vector, to access an individual bit of a 
std_logic_vector, the bit position must be specified within parentheses following 
the vector name, e.g., the statement “Q(2) <= I(1);” would assign bit 1 of J to bit 
2 of the Q. 

Assigning all bits of a std_logic_vector to the same value can be accom- 
plished using the “OTHERS” notation. For example, the statement “R <= (OTH- 
ERS=>'0');” assigns Os to all bits of the vector R, essentially having the same 
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behavior as the assignment statement “R <= X"00000000";”, where R is a 32 bit 
vector. The notation is a bit awkward due to actually being usable in a more gen- 
eral scenario, but the notation is commonly used to set all bits of a vector to a par- 
ticular value, as is done above. This notation is not only somewhat shorter, but is 
also independent of the number of bits in the vector. 


Example: 


-- Package required to utilize std_logic 
-- and std_logic_vector 

LIBRARY ieee; 

USE ieee.std_logic_1164.ALL; 


-- std_logic_vector signal declaration 
SIGNAL A: std_logic_vector(3 DOWNTO 0); 


-- std_logic signal assignment 


A-<a= "0111"; 
A <= "2222"; 
A <= X"A"; 

A(0O) <= 'Z'; 


A<= (OTHERS=>'Z'); 


SIGNED AND UNSIGNED 


Several options existing for defining signed and unsigned numbers within a 
VHDL description. The following provides descriptions for three options for 
specifying signed and unsigned numbers, although other options may exist. 


ieee.std_logic_unsigned and ieee.std_logic_signed 


The package ieee.std_logic_unsigned.ALL defines arithmetic operations “+”, “-”, 
“and “/” (add, subtract, multiply, and divide), and relational operations “<“, 
“<=”, “=” “Y=”, “>=”, and “>”, for std_logic_vector types, assuming that all 
std_logic_vector items are unsigned binary numbers. Alternatively, the package 
leee.std_logic_signed.ALL defines those same arithmetic and relational operations 
assuming that all std_logic_vector items are two’s complement (signed) numbers. 
An architecture can only use one of those two _ packages, 
ieee. std_logic_signed.ALL or ieee.std_logic_unsigned.ALL, but can not use both. 
Otherwise, it would not be clear whether operators like “+” should perform signed 
or unsigned operations. 


Example: 


-- Package required to treat all std_logic_vectors 
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-- as unsigned numbers 
USE ieee.std_logic_1164.ALL; 
USE ieee.std_logic_unsigned.ALL; 


-- Arithmetic and relational operators 
-- will perform unsigned calculation 
S <= A + B; 


ieee.std_logic_arith 

If both signed and unsigned numbers are required within the same architecture, 
one possible solution is to use the package ieee.std_logic_arith. ALL, which 
includes two logic vector types named signed and unsigned, and also defines 
arithmetic operations “+”, “-”, “*”, and “/’ (add, subtract, multiply, and divide), 
and relational operations “<“, “<=”, “=”, “/=”, “S=”, and “>” operators for any 
combination of unsigned and signed operands. By using this package, both signed 


and unsigned items can be explicitly declared within a design. 


Example: 


-- Packages required to include unsigned and 
-- signed in same architecture 

USE ieee.std_logic_1164.ALL; 

USE ieee.std_logic_arith.ALL; 


SIGNAL A_s: unsigned(3 DOWNTO 0); 
SIGNAL B_s: signed(3 DOWNTO 0); 


ieee.numeric_std 


The packages ieee.std_logic_unsigned.ALL, ieee.std_logic_signed.ALL, and 
ieee.std_logic_arith. ALL were originally developed by a EDA tool vendor to 
define signed and unsigned types and the associated arithmetic and relational 
operators. While most simulation and synthesis tools support these packages, the 
packages are not officially standardized and may exhibit slight differences 
between implementations. An extension to the VHDL standard defines the pack- 
age ieee.numeric_std.ALL, which also includes two logic vector types named 
signed and unsigned, and defines the operators “+”, “-”, “*”, “<“, “<=”, “=” “/=”, 
“S=”, and “>” for several combinations of unsigned and signed operands. 


Example: 


-- Package required to include unsigned and signed 
-- in same architecture 
USE ieee.std_logic_1164.ALL; 
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USE ieee.numeric_std.ALL; 


SIGNAL A_s: unsigned(3 DOWNTO 0); 
SIGNAL B_s: signed(3 DOWNTO 0); 


Index 
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VHDL for Digital Design provides a straightforward practical introduction to the 
use of VHDL (the VHSIC Hardware Description Language) for designing digital 
systems. The book's chapters cover increasingly complex digital design levels, 
starting with combinational logic, then sequential logic, datapath components, 
and finally register-transfer level (RTL) design. Unlike most language-centered 
HDL books, this design-centered book introduces core language constructs as 
they are needed to capture increasingly complex designs, and emphasizes 
structured use of the language. Furthermore, it clearly distinguishes between 
use Of VHDL for design and synthesis versus use for simulation, thus eliminating 
much of the confusion offen associated with learning an HDL. The book uses 
numerous working HDL examples throughout to best help the reader learn 
each new concept. 


The book is ideally suited for two uses. A digital design course may use the book 
as a digital design textbook supplement. The book provides a more thorough 
introduction to HDL concepts than is possible wnen HDL concepts are instead 
contained inside a digital design textbook. The book may accompany any 
digital design book, though being tailored to seamlessly match Vahid's Digital 
Design textbook. The book may also be used by practitioners or in a first course 
on HDL-based design as a standalone VHDL introduction. This book is a cul- 
mination of over a decade of experience in teaching VHDL, providing an 
approach that ensures clean structured use of the language for effective 
digital design. 


Go to Hiei Miey cor/collede, varnic for a complete list of assets avail- 
able to support Vahid's Digital Design textbook. 


WileyPLUS is a complete, online solution that is designed around the activities 
instructors and students perform in—and out—of class each day. WileyPLUS is 
offered with the main textbook, Digital Design by Frank Vahid 

Some of the assets available for students through WileyPLUS for Digital Design 
are Worked Example Videos, Practice Tests, Interactive Simulations of key con- 
cepts, Animated Concepts in PowerPoint, and weblinks to Student Software. 


For a demonstration of WileyPLUS go to (hi. Malay. Cor /callcia /enenaaincwmyo/ 
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